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03- Maintenance, Diagnosis 


1 MY 2015 Maintenance Intervals 
(Edition 07.2014) 

> “1.1 MY 2015 Maintenance Intervals - USA”, page 1 

=> “1.2 MY 2015 Maintenance Intervals - Canada”, page 12 

> “1.3 MY 2015 Maintenance Intervals - e-Golf ”, page 26 

1.1 MY 2015 Maintenance Intervals - USA 


> “1.1.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 1 











> “1.1.2 Service at 20,000 miles”, page 2 





> “1.1.3 Service at 30,000 miles”, page 2 





> “1.1.4 Service at 40,000 milés”, page 3 





> “1.1.5 Service at 50,060 miles”, page 4 





> “1.1.6 Service at 60,000 miles”, page 4 


> “1.1.7 Service at 70,000 miles”, page 5 
> “1.1.8 Service at 80,000 miles”, page 6 











> “1.1.9 Service at 90,000 miles”, page 7 
> “1.1.10 Service at 100,000 miles”, page 7 





> “1.1.11 Sefvice at 110,000 miles”, page 8 

> “1.1.12 Service at 120,000 miles”, page 8 

> “1.1.13 Setvice at 130,000 miles”, page 10 

> “1.1.14 Service at 140,000 miles”, page 10 

=> “1.1.15 Service at 150,000 miles”, page 11 

> “1.1.16 Time-Dependent Maintenance Items”, page 11 

















> “1.1.17 Brake Fiuid Replacement”, page 12 
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1.1.1 Service at 10,000’ miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 10,000 miles or one year from vehicle in-service date, 
whichever occurs first. 


+ AdBlue® fluid: Check and add if necessary (if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


+ Engine: Change oil and replace oil filter 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.2 Service at 20,000 miles 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 
+ 


© © > ¢ 


AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery ifapplicable) 


Brakes: Inspect brake system and’shock absorber for leaks 
and damage, check thickness oftbrake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake-fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDI engines only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lifes in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.3 Service at 30,000 miles 


Service at 30,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker:Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Gheck for damage and function. Check fluid level and 
add if necessary 


1.1.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last service, whichever 
occurs first, 


+ 


+ 
+ 
+ 
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AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and’*tear. Look for contact pattern and corrosion of 
brake discs, and ‘check brake fluid level subject to abrasion 


Convertible roof, CSG-roof, and retractable hard top? Check 
for function and damagé“and clean and lubricate Is (if ap- 
plicable) A 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TDI engines only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


All 2000 > 


Maintenance Intervals - Edition 07.2014 


1. MY 2015 Maintenance Intervals 


3 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


Spark plugs: Replace (2.0L MPI, 2.5L, and Jetta Hybrid en- 
gines only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunrogfand check front and réar. water drains 
and clean if necessary (if applicable) 


Test drive: Gheck braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie+od ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: 6 speed DSG (non Automatic): Change fluid 
and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.4.5 Service at 50,000 miles 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 
(Pa 


i on. Sica! 
Brake pads: ;Check thickness and ae condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and‘replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Touareg Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (if applica- 
ble) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.6 Service at 60,000 miles 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 
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Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDI engines only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (1.8T, 2.0T, 3.6L, and Touareg Hybrid 
engines only) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, checkevery°60;000.miles after. If 
not replaced at 60,00Qamiles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Checkstread depth, condition, wear pattern, and pres- 
sure of alldires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.157 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
oceurs first. 


+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset d 


K 
Service sticker: Enter the date of the ie Pe on thecserv- 
ice sticker and apply tō the driver's side- d6or pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 
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1.1.8 Service at 80,000 miles 


Service at 80,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 
+ 
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AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damageycheck transmission, final drive, 
and drive shaft boots 


Exhaust system:Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TDI engines only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
ageccomponents and the lines in the engine compartment and 
theerear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0L MPI, 2.5L, and Jetta Hybrid en- 


gines only) fy 
Sunroof and Panoramic sunroof: Check, oh n, and lubricate 
(if applicable) a 


Sunroof: Open sunroof and check front and-rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


6 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


@ Tie rod ends: Check for excessive play and looseness, check 
boots 


@ Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Transmission: 6 speed DSG (non Automatic): Change fluid 
and filter 


@ Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


@ Windshield washer, headlight cleaning system, andawiper 
blades: Check fordamage and function. Check fluid level.and 
add if necessary 


1.1.9 Service at 90,000 miles 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ “Engine: Change oil and replace oil filter 


+ <Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


¢ Tires: Rotate front to rear 


@ Windshield,washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Gheck fluid level and 
add if necessary 


1.1.10 Service at?00,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (if applicable) 
@ Battery: Check (and second battery if applicable) 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDI engines only) 


© © >è @ 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Touareg Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing belt: Check and replace if necessary.(2.0L/MPhonly) If 
replaced at 60,000 miles, check every\60;000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000.miles 


Tires: Check tread depthecondition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front torear 


Transmission: Automatic (non DSG): Change fluid (if applica- 
ble) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® fluid:-Check and add if necessary (if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oit.and replace oil filter 


Hybrid components: Rerform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle fordamage pny 
Rear window: Check cleaningnozzle functionality (if appii za- 
ble) 


Service interval display: Reset 


os 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
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dition front and rear. Look for‘contact pattern and corrosion of 
brake discs, and check,brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 
CV joints:.Check for leaks and damage 


Diesel Particulate Filter: Perform after the first 120,000 miles 
or 120,000 miles after a Diesel Particulate Filter (DPF) re- 
placement: Check ash loading according to manufacturer 
work procedure; Replace if necessary. NOTE: If DPF replace- 
ment is not necessary, perform check every 20,000 miles 
thereafter, until replacement becomes necessary. (2.0L and 
3.0L TDI engine only) 


Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Chéčk (from 
below) for leaks and damage, check ee rant drive, 
and drive shaft boots Df 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TDI engines only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (All engines except TDI) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 
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Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Rotate front to rear 


Transmission: 6 speed DSG (non Automatic): Change fluid 
and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.13 Service at 130,000 miles 


Service at 130,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


+ 


AdBlue® fluid: Check and add if necessary (if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 


Windshield washer, headlight cleaning system;°and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.14 Service at 140,000 miles 


Service at 140,000 miles or one year after last service, whichever 
occurs first 


+ 
+ 
+ 
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AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and-shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluidtevel subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDkengines only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine-compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality,(if applica- 
ble) 
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@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Service interval display: Reset 


@ Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.15 Service at 150,000 miles 


Service at 150,000 miles or one year after last service, whichever 
occurs first 


@ AdBlue® fluid: Check and add if necessary (if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning‘nozzle functionality (if applica“ 
ble) 


@ Ribbed belt for supercharger: Replace (Touareg Hybrid only) 
@ Service interval:display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker afd apply to the driver's side-door pillar 


@ Timing belt: Check (if replacement is not necessary, perform 
check every 20,000 miles after until replacement is necessary) 
(Jetta Hybrid engine only) 


@ Timing belt for coolant pump: Check (if replacement is not 
necessary, perform check every 20,000 miles after until re- 
placement is necessary) (Jetta Hybrid engine only) 


¢ Tires: Rotate front to rear 


@ Transmission: Automatic (non DSG): Change fluid (if applica- 
ble) 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.1.16 | Time-Dependent Maintenance Items 


Every 1 year: 

ip 
Perform visual check of airbag system. a 
Every 2 years: = 


@ Convertible roof: Check latch (if applicable) 
+ Dust and pollen filter: Replace (if applicable) 


+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 
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At the 3 year mark, then every 2 years regardless of miles driven: 
@ Brake fluid and clutch unit: Replace fluid. 
Every 3 years: 


@ Haldex clutch: Change oil (Tiguan 2.0T and CC 3.6L 4MO- 
TION® only) 


Every 4 years regardless of miles driven: 


@ AdBlue® fluid: Check fluid if thesmileage is under 10.000 miles 
(if applicable) 


@ Spark plugs: Replace (2.0L MPI and Jetta Hybrid only) 


Tire filler bottlein the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 yearsegardless of miles driven: 


@ Air filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


@ Spark:plugs: Replace (All engines except 2.0L MPI, Jetta Hy- 
brid, and TDI) 


1.1.17= Brake Fluid Replacement 


@ The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage 
driven. 


1.2 MY 2015 Maintenance Intervals - Can- 
ada 

> “1.2.1 Service at 15.000 kilometres”, page 13 

> “1.2.2 Service at30.000 kilometres”, page 13 

> “1.2.3 Service at 452000 kilometres”, page 14. fy 

> “1.2.4 Service at 60.000’kilometres”, page 15 
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1.2.1 Service at 15.000 kilometres 


Service at 15.000 kilometres or one year from vehicle in-service 
date, whichever occurs first 


+ 
+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check. 
Engine: Change oil and replace oil filter. 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check,adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rearcof the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn:signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary. 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.2 Service at 30.000 kilometres 


Service at30.000 kilometres or one year after last service, which- 
ever occurs*first. 


+ 
+ 
+ 
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AdBlue® fluid; Check and add if neces sar) (if applicable) 
Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engines only) 
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Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.3 Service at 45.000 kilometres 


Service at 45.000 kilometres or one year after last service, which- 
ever occurs first. 


+ 
+ 
+ 


AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery if applicable) 


Brake pads: Check thicknéss and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oilcand replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leakssand damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components.and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and-rear lights, luggage compartment lighting, 
turn signals, hazard-warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
Service interval display: Reset fy 


Service sticker: Enter the date of thecnext service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.4 Service at 60.000 kilometres 


Service at 60.000 kilometres or one year after last service, which- 
ever occurs first. 


@ AdBlue® fluid: Check and add if necessary (if. applicable) 
@ Battery: Check (and second battery if applicable) 

@ Body: Visual inspection for corrosion 
+ 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake*fluid level subject to abrasion 


+ 


Coolant level and frost protéction: Check 


+ 


Convertible roof, CSC roof; and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
CV joints: Check for leakssand damage 

Door checks and mounting-pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive fy 
and drive shaft boots A 
Exhaust system: Check for leaks, damage and:secure fittings As 


Fuel filter: Replace (2.0L TDI and 3.0L TDI engines only) 
Headlights: Check adjustment 


“ef ¢ 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


+ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition (if applicable) 
@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Spark plugs: Replace (2.0L MPI, 2.5L, and Hybrid engines 
only) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 
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@ Sunroof: Open sunroof andcheck front water drains and clean 
if necessary (if applicable) 


@ Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


@ Tie rod ends: Check for excessive play, check boots 


@ Tires: Check tread-depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate frontto rear 


@ Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Figuan, and CC 3.6L) 


@ Transmission: 6 speed DSG (non Automatic): Change fluid 
and filter 


@ Underbody sealant: ‘Inspect for damage 
+ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damagevand function. Check fluid level and 
add if necessary 


> 


1.2.5 Service at 75.000 kilometres A 


Service at 75.000 kilometres or one year aftérdast service, which=~ 
ever occurs first. 


@ AdBlue® fluid: Check and add if necessary (if applicable) 
+ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 
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1.2.6 Service at 90.000 kilometres 


Service at 90.000 kilometres or one year after last service, which- 
ever occurs first. 


+ 
+ 


+ 
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K 
1.2.7 Service at 1051000 kilometres A 


AdBlue® fluid: Check and add if necessary (if applicable) 


Air filter element and snow filter: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engines only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting$ 
turn signals, hazard warning-lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Checkcleaning nozzle functionality (if applica- 
ble) 


Service interval:display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (1.8T, 2.0T and 3.6L engines only) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If notreplaced at 90.000 kilometres, check every 30.000 
kilometres-until replaced, then every 90.000 kilometres 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tifes (including spare) 


Tires: Rotate ‘front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary AB) | 


as 


Service at 105.000 kilometres or one year‘after last service; 
whichever occurs first. 
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AdBlue® fluid: Check and add if necessary (if applicable) 
Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Hybrid components: Perform a visualinspection of high-volt- 
age components and the lines inthe engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check¢leaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washet, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.8 Service at 120.000 kilometres 


Service at 120.000 kilometres or one year after last service, 
whichever occurs first. 


+ 


+ 
+ 
+ 


+ 
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AdBlue® fluid: Check and add. if necessary (if applicable) rŠ, 
Battery: Check (and second battery if applicable) A 
Body: Visual inspection for corrosion ae 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 
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@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0LTDI and 3.0L TDI engines only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition (if applicable) 
@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Spark plugs: Replace (2.0L MPI, 2.5L and Hybrid engines on- 
ly) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and check front water drains,and clean 
if necessary (if applicable) 


@ Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


@ Tie rod ends: Check for excessive play; check boots 


@ Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 30.000 
kilometres until replaced, then every 90.000 kilometres 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC=3.6L) 


Transmission: 6 speed DSG (non-Automatic): Change fluid 
and filter 


@ Underbody sealant: Inspect for damage 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.9 Service at 135.000 kilometres 


Service at 135.000 kilometres or one year after last service, 
whichever occurs first. 


+ AdBlue® fluid: Check and add if necessary (if applicable) 


RDE) 
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Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage,,chéck transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components:and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear windoéw: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice stickercand apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Checkfor damage and function. Check fluid level and 
add if necessary. 


1.2.10 Serviceat 150.000 kilometres 


Service at 150.000 kilometres or one year after last setvide, 
whichever occurs first. 


+ 
+ 
+ 
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AdBlue® fluid: Check and add if nécessary (if applicable) 
Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engines only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


@ Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 30.000 
kilometres until replaced, then every 90.000 kilometres 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.11 Service at 165.000°kilometres 


Service at 165.000 kilometres or one year after last service, 
whichever occurs first 


@ AdBlue® fluid? Check and add if necessary (if applicable) 
@ Battery: Gheck (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


+ Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


i 
@ Rear window: Check cleaning nozzle fara (if applica- 
ble) f 

as 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.12 Service at 180.000 kilometres 


Service at 180.000 kilometres or one year after last service, 
whichever occurs first. 


@ AdBlue® fluid: Check and add if necessary (if applicable) 


+ Air filter element and snow filter: Replace element and clean 
screen and housing (if applicable) 


@ Battery: Check (and second battery if applicable) 
@ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


+ Convertible roof, CSC roof, and retractable hard t6p: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 
CV joints: Check for leaks ahd damage 


Diesel Particulate Filter: Rerform after the first 180.000 kilo- 
metres or 180.000 kilometres after a Diesel Particulate Filter 
(DPF) replacement: Check ash loading according to manu- 
facturer work procedure; Replace if necessary. NOTE: If DPF 
replacement is not necessary, perform check every 30.000 
kilometres thereafter until replacement becomes necessary. 
(2.0L and 3.0L TDI engines only) 


Door checks and mounting pins: Lubricate 
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Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and:replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ 


Engine and engine compartment components: Check (from 
below) for leaks and damagé; check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 


on 
d 
4 


KDE) 


pe 


Fuel filter: Replace (2.0L and 3.0L TDlengines only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition (if applicable) 
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Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (All engines except TDI) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check'braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play and check boots 


Fiming belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 

30.000 kilometres until replaced, then every 90.000 kilometres 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: 6 speed DSG: (non Automatic): Change fluid 
and filter 


Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


12.13 Service at 195.000 kilometres 


Service at 195.000 kilometres or one-year after last service, 


whichever, occurs first. 


+ 
+ 
+ 
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AdBlue® fluid; Check and add ifmecessary (if applicable) 
Battery: Check (and Second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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@ Service interval display: Reset 


+ 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.14 Service at 210.000 kilometres 


Service at 210.000 kilometres or one year after last service, 
whichever occurs first. 


@ AdBlue® fluid: Check and add if necessary (if applicable) 
@ Battery: Check (and second battery if applicable) 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corresion of 
brake discs, and check brake fluid level subject toòabrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment.components: Check (from 
above) for leaks and damage 


+ 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Hybrid components: Perform_a visual inspection of high-volt- 
age components and the lines, in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights;Juggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 
@ Service sticker: Enter the date of the nextservice on the serv- Pe 


ice sticker and apply to the driver's side-door pillar E 
@ Tires: Check tread depth, condition, wear patternpand pres- A 


sure of all tires (including spare) 
@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.15 Service at 225.000 kilometres 


Service at 225.000 kilometres or one year after last service, 
whichever occurs first. 


@ AdBlue® fluid: Check and add if necessary (if applicable) 
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# Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and reat) 


@ Battery: Check (and second battery if applicable) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


+ Headlights: Check adjustment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting; 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


+ Rear window: Check cleaning nozzle functionality (if applica- 
ble} i=) 


@ Service interval display: Reset E 


@ Service sticker: Enter the date of thesnéxt service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 
30.000 kilometres until replaced, then every 90.000 kilometres 


@ Timing belt: Check (if replacement is not necessary, perform 
check every 30.000 km after until replacement is necessary) 
(Hybrid engine only) 


@ Timing belt for coolant pump: Check (if replacement is not 
necessary, perform check every 30.000 km after until replace- 
ment is necessary) (Hybrid engine only) 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.2.16 | Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 

@ Check latch for convertible roof (if applicable) 

+ Dust and pollen filter: Replace (if applicable) 


+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of kilometres 
driven: 


@ Brake fluid and clutch unit: Replace fluid 
Every 3 years: 
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@ Haldex clutch: Change oil (if applicable) 
Every 4 years regardless of kilometres driven; 


+ AdBlue® fluid: Change fluid if the mileage is under 15.000 kil- 
ometres (if applicable) 


+ Spark plugs: Replace (2.0L MPI oflly) 


Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years: 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 90.000 kilometres) (if 
applicable) 


@ Spark plugs: Replace (All efgines except 2.0L MPI and TDI) 
1.2.17 Brake Fluid Replacement 


The brake fluid must be replacedbevery 3 years regardless of kil- 
ometres driven, and every 2 years thereafter regardless of kilo- 
metres driven. 


1.3 MY 2015 Maintenance Intervals - e-Golf 


> “1.3.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 26 





Fa, 
> “1.3.2 Service at 20,000 miles”, page 27 Ps 
> “1.3.3 Service at 30,000 miles”, page 27 aa, 





> “1.3.4 Service at 40,000 miles”, page 28 

> “1.3.5 Service at 50,000 miles”, page 29 

> “1.3.6 Service at 60,000 miles”, page 29 

> “1.3.7 Service at 70,000 miles”, page 30 

> “1.3.8 Service at 80,000 miles”, page 31 

> “1.3.9 Service at 90,000 miles”, page 32 

> “1.3.10 Service at 100,000 miles”, page 32 

=> “1.3.11 Service at 110,000 miles”, page 33 

> “1.3.12 Service at 120,000 miles”, page 33 

> “1.3.13 Time-Dependent Maintenance Items”, page 34 


> “1.3.14 Brake Fluid Replacement”, page 35 


1.3.1 Service at 10,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 10,000 miles or one year from vehicle in-service date, 
whichever occurs first. 














@ High voltage components can only be serviced by a certified 
Volkswagen High Voltage Specialist. For a Volkswagen High 
Voltage dealer near you, please contact Customer Care at 1 
(800) 822-8987. In the event of an emergency relating to the 
High Voltage System on your Volkswagen model, please take 
the vehicle to the closest Volkswagen dealer and arrange- 
ments will be made for diagnosis and repair. This applies to 
all maintenance intervals. 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.2 Service at 20,000 miles 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace 


High voltage charging cable: Visual inspection for contamina- 
tion and damage 


High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visdal inspection for damage to the 
high voltage’components and lines, battery, box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Rear window: Check cleaning nozzle functionality (ifapplica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.3 Service at 30,000 miles 


Service at 30,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


Brake pads: Check thickness and brake disc condition Look 
for contact pattern and ceip" brake discs (front and rear) 


Highvoltage charging cable: Vial inspection‘for contamina- 
tion and‘damage 


High voltage charging socket inthe tank cover: Visual inspec- 
tion for damage 
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High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last'service, whichever 
occurs first. 


+ 


+ 


+ 
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12 Volt Battery: Perform diagnosis¢determine charge capacity 
with diagnostic tester) 


Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost:protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace 


eMotor and eMotor compartment components: Check (from 
above) for leaks and damage 


eMotor and eMotor compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Headlights: Check adjustment 


High voltage charging cable: Visual inspection for contamina- 
tion and damage 


High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front .and\rearwater drains 
and clean if necessary (if applicable) 


Test drive: Check braking;kickdown, steering, electrical, heat- 
ing and ventilation systéms, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Checkstread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Underbođy: Inspect under seal, underbody trims, pipe placing, 
and plug‘for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Gheck for damage and function. Check fluid level and 
add if necessary 


1.3.5 Service at 50,000 miles 


Service at 50;000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostictester) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (fronts and rear) 


High voltage charging cable: Visual inspection for beftamina 


tion and damage f 
a 


High voltage charging socket in the tank, cover: Visualinspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.6 Service at 60,000 miles 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 
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Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace 


High voltage charging cable: Visual inspection foecontamina- 
tion and damage 


High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Rear window: Check cleaning nozzle furctionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.7 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


High voltage charging cable: Visual inspection for contamina- 
tion and damage 


High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.8 Service at 80,000 miles 


Service at 80,000 miles or one year after,lastservice, whichever 
occurs first. 


+ 12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic testér) 


@ Body: Visual isspection for corrosion 


+ 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust. and pollen filter: Replace 
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eMotor and eMotor compartment components: Check (from 
above) for leaks and damage 


@ eMotor and eMotor compartment components: Check (from 
below):for leaks and damage, check transmission, final drive, 
and drive shaft boots 


@ Headlights: Check adjustment 


@ High voltage charging cable: Visual inspection for contamina- 
tion and damage 


@ High voltage charging socket in the tank cover Visual inspec- 
tion for damage a 


+ High voltage battery: Check charge level and*charge if.néc= 
essary 


@ High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


@ Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


@ Tie rod ends: Check for excessive play and looseness, check 
boots 
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Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system,and. Wiper 
blades: Check for damage and function, @heck fluid level and 
add if necessary 


1.3.9 Service at 90,000 miles 


Service at 90,000 miles or oné year after last service, whichever 
occurs first. 


+ 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


Brake pads: Checkthickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


High voltage charging cable: Visual inspection for contamina- 
tion and damage 


High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rearcarea 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 

Service interval display: Reset ey 
Service sticker: Enter the date of the Next service on the soft 
ice sticker and apply to the driver's side-door-pillar 

Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.10 Service at 100,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace 


High voltage charging cable: Visual inspection for contamina- 
tion and damage 


High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
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connections and coolant connections, and labels in the engine 
compartment and rear area 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ High voltage charging cable: Visual inspection for contamina- 
tion and damage 


@ High voltage charging socket in the tank cover: Visual inspec- 
tion for damage 


+ High voltage battery: Check charge level and charge if nec- 
essary 


+ High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply te’ the driver's side-door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 12 Volt Battery: Perform diagnosis (determine charge capacity 
with diagnostic tester) 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


@ Body: Visual inspection for corrosion fy 


guy 


@ Brakes: Inspect brake system and shock,absorber for leaks ¢ 
and damage, check thickness of brake pads;,/brake disc con- “= 
dition front and rear. Look for contact pattern and’corrosion of 
brake discs, and check brake fluid level subject to abrasion 
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Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace 


eMotor and eMotor compartment components: Check (from 
above) for leaks and damage 


eMotor and eMotor compartment components: Check (from 
below) for leaks and damage, check transmission,final drive, 
and drive shaft boots 


Headlights: Check adjustment 


High voltage charging cable: Visual inspection for contamina- 
tion and damage 


High voltage charging socket in thestank cover: Visual inspec- 
tion for damage 


High voltage battery: Check charge level and charge if nec- 
essary 


High voltage components: Visual inspection for damage to the 
high voltage components and lines, battery box, high voltage 
connections and coolant connections, and labels in the engine 
compartment and rear area 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning tights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next sérvice on the serv- 
ice sticker and apply to the driver's side-door-pillar 


Sunroof and Panoramic sunroof: Check, clean, and?lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


1.3.13 Time-Dependent Maintenance Items 


Every 1 year: 


Perform visual check of airbag system. 


Every 2 years: 
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+ Dust and pollen filter: Replace 


@ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of miles driven: 
@ Brake fluid and clutch unit: Replace fluid. 
Every 4 years regardless of miles driven: 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of miles driven: 


¢@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


1.3.14 Brake Fluid Replacement 


@ The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage 
driven. 


20 


k 


1. MY 2015 Maintenance Intervals 35 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


2 MY 2014 Maintenance Intervals 


> “2.1 MY 2014 Maintenance Intervals (All Vehicles Except 
Touareg and Routan) - USA”, page 36 


> “2.2 MY 2014 Maintenance Intervals (Touareg Only) - USA”, 
page 48 


> “2.3 MY 2014 Maintenance Intervals (Only Jetta, Jetta GLI, 
Jetta Hybrid, The Beetle, The Beetle Convertible, and Golf Wag- 


on) - Canada”, page 57 


2.1 MY 2014 Maintenance Intervals (All Ve- 
hicles Except Touareg and Routan) - 
USA 


> “2.1.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 36 


> “2.1.2 Service at 20,000 miles (Included in the Volkswagen 


Carefree Maintenance Program)”, page 37 
> “2.1.3 Service at 30,000 miles”, page 37 

> “2.1.4 Service at 40,000 miles”, page 38 

> “2.1.5 Service at 50,000 miles”, page 39 

> “2.1.6 Service at 60,000 miles”, page 39 

> “2.1.7 Service at 70,000 miles”, page 40 

> “2.1.8 Service at 80,000 miles”, page 41 

> “2.1.9 Service at 90,000 miles”, page 42 

> “2.1.10 Service at 100,000, miles page 42 
> “2.1.11 Service,at‘t10,000 miles”, page 43 
> “2.1.12 Service at 120,000 miles”, page 43 
> “2.1.13 Service at 130,000 miles”, page 45 
> “214 Service at 140,000 miles”, page 45 
> 2.1.15 Service at 150,000 miles”, page 46 
= “2.1.16 Time-Dependent Maintenance Items”, page 46 



































> “2.1.17 Brake Fluid Replacement”, page 47 


2.1.1 Service at 10,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 10,000 miles or one year from vehicle in-service date, 
whichever occurs first. 


 AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 





° Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


 Hybrid;components: Perform a visuaLinspection of high-volt- 
age components and the lines in theengine compartmentand 
the rear of the vehicle for damage a 


@ Rear window: Check,cleaning nozzle functionality (if applica- 
ble) 
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@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Service interval display: Reset 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.2 Service at 20,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 


+ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


+ 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter; Replace (if applicable) 
Engine: Changeé‘oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDI engine only) 


Hybrid,components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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@ Reéar window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ «Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


¢ Tires: Check tread depth, condition, wear pattern, and pres- 
Sure of all tires (including spare) 


+ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add ifnecessary 


2.1.3 Service at 30,000 miles _ 


fa , 
Service at 30,000;miles or one year after ean Pee whichever 
occurs first. ( 


ose 
@ AdBlue® fluid: Check and@add, if necessary, (Rassat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition frontand rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Doofchecks and mounting pins: Lubricate 

Dustand pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for. leaks and damage 


Engine and‘engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots fy 


K> 7 
Exhaust system: Check-for leaks, damage, ang’gecure fittings 
Fuel filter: Replace (2.0L and:3,0L TDI enginé only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 
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Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0L MPI, 2.5L, and Jetta Hybrid en- 
gines only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trinmis;,pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.5 Service at 50,000 miles 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Touareg Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (1.8T, 2.0L 
MPI and 2.5L only) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.6 Service at 60,000 miles 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 
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Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter theydate of the next service on the Sérv- 
ice sticker and applyto the driver's side-door pillar 


Spark plugs: Replace (1.8T, 2.0T, 3.6L, and Touareg Hybrid 
engines only) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not réplaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
suré of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add ifnecessary 


2.1.7 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


D 
Brake pads: Check4hickness and brake disc Gandition. Look 
for contact pattern and torrosion of brake disc (front and rear) 


Engine: Change oil and replace’oiLfilter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.8 Service at 80,000 miles 


Service at 80,000 miles or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


+ Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ 


Engine and engine compartment components; Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TBI engine only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damagé 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning tights: Check 


+ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition (if applicable) 
@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- D 
ice sticker and apply to the driver's side-door pillar 


@ Spark plugs: Replace (2.0L MPI, 2.5L, and Jetta Hybrid'en- 
gines only) 


yt 
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@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 
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Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.9 Service-at 90,000 miles 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service intérval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker andcapply to the driver's side-door pillar 


Tires: Rotate frontto rear 


Windshield washer, headlight cleaning system, and*wiper 
blades: Check for damage. and function. Check huge vel and 


add if necessary pf 


2.1.10 Service at 100,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 


42 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L and 3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Touareg Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition; wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (1.8T, 2.0L 
MPI and 2.5L only) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Brake pads: €heck thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check’cleaning nozzle functionality (if applica- 


ble) a | 
S| 
Service interval display: Reset Ay 
Fe 


Service sticker: Enter the date of thé fext-service on the serve 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 
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+ Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


@ Battery: Check (and second battery if applicable) 
@ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel Particulate Filter: Perform after the first 120,000 miles 
or 120,000 miles after a Diesel Particulate Filter (DPF) re- 
placement: Check ash loading according to manufacturer 
work procedure; Replace if necessary. NOTE: If DPF replace- 
ment is not necessary, perform check every 20,000 miles 
thereafter until replacement becomes necessary. (2.0L and 
3.0L TDI engine only) 
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Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmissions;'final ‘drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L and 3;0L TDI engine only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and allavarning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Power steering: Check oil level 


@ Rear window: Check-cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition (if applicable) 
@ Service interval display: Reset 


@ Service sticker: Enter the:date of the next service on the serv- 
ice sticker and apply to thé:driver's side-door pillar 


@ Spark plugs: Replace (All engines except TDI) 


@ Sunroof and Panoramic sunroof: Gheck, clean, and lubricate E 
(if applicable) 


A 
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Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking; kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to ‘rear 
Transmission: DSG (nén Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlightcleaning system, and wiper 
blades: Check for damage and‘unction. Check fluid level andy 
add if necessary A 


2.1.13 Service at 130,000 miles ae 


Service at 130,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.14 Service at 140,000 miles 


Service at 140,000 miles or one year after last service, whichever 
occurs first 


+ 


+ 
+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 
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Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality“(if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date ofthe next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.15 Service at‘150,000 miles 


Service at 150,000 miles or one year after last service, whichever 
occurs first 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Brake pads: Check thickness andbrake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection’ of!high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Touareg Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Check (if replacement is not necessary, perform 
check every 20,000 miles after until replacement is necessary) 
(Jetta Hybrid engine only) 


Timing belt for coolant pump: Check (if replacement is not 
necessary, perform check every 20,000 miles after until re- 
placement is necessary) (Jetta Hybrid engine only) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.1.16 Time-Dependent Maintenance Items 


Every 1 year: 


Perform visual check of airbag system. 
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Every 2 years: 
@ Convertible roof: Check latch (if applicable) 
Dust and pollen filter: Replace (if applicable) 


@ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of miles driven: 
@ Brake fluid and clutch unit: Replace fluid. 
Every 3 years: 


@ Haldex clutch: Change oil (Tiguan 2.0T and CC 3.6L 4MO- 
TION® only) 


Every 4 years regardless of miles driven: 


+ AdBlue® fluid: Change fluid if the mileage is under 15.000 kil- 
ometres (Passat 2.0L and Touareg 3.0L TDI engine only) 


@ Spark plugs: Replace (2.0L MPLand Jetta Hybrid only) 


Tire filler bottle in the tireemobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of miles driven: 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


@ Spark plugs: Replace (All engines except 2.0L MPI, Jetta Hy- 
brid, and TDI) 


2.1.17 = Brake Fluid Replacement 


@ The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage 
driven: 
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2.2 MY 2014 Maintenance Intervals (Touar- 
eg Only) - USA 


> “2.2.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 48 


=> “2.2.2 Service at 20,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 48 


> “2.2.3 Service at 30,000 miles ”, page 49 
> “2.2.4 Service at 40,000 miles”, page 49 

> “2.2.5 Service at 50,000 miles”, page 51 

> “2.2.6 Service at 60,000 miles”, page 51 

> “2.2.7 Service at 70,000 miles”, page 52 

> “2.2.8 Service at 80,000 miles”, page 52 

> “2.2.9 Service at 90,000 miles”, page 53 

> “2.2.10 Service at 100,000 miles”, page 54 
> “2.2.11 Service at 110,000 miles”, page 54 
> “2.2.12 Service at 120,000 miles”, page 55 
> “2.2.13 Time-Dependent Maintenance Items”, page 56 


> “2.2.14 Brake Fluid Replacement’, page 56 


2.2.1 Service at 10,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 10,000 miles or one year from vehicle in-service date, 
whichever occurs first. 


@ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Brake pads: Check thickness ahd brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


+ Engine: Change oil and replace oil filter 


+ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check:cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply¢o the driver's side door pillar 


@ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.2 Service at 20,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) a 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzlęfañċtionality (if applicas 
ble) 


Service interval display: Rèset 


Service sticker: Enterthe date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Tires: Check‘tread depth, condition, wear pattern, and pres- 
sure of all tirés (including spare) 


Tires: Rotate front to rear 


Windshield: washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.3 Service at 30,000 miles 


Service at 30,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern ‘and corrosion of brake discs (front and rear) 


Engine: Change oil and,replace oil filter i 
Hybrid components: Performa visual inspection of h-volt- 
age components and the lines imthe engine compa nt and 


the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and theJines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning.nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition 
Service interval display: Reset > 


Di: 
i 
| 


Service sticker: Enter the date of the next Service on the serv- 
ice sticker and apply to the driver's side door pillar. 


k 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.5 Service at 50,000 miles 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.6 Service-at 60,000 miles 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 

and damage, check thickness of. brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion off: +) 
brake discs, and check brake fluid level subject to abrasion 4 


Dust and pollen filter: Replace (if applicable) e 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (all engines except TDI) 
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Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.7 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thicknesscanid brake disc conditiom;s_ook 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change gil'and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear ofthe vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if. necessary 


2.2.8 Service at 80,000 miles 


Service at 80,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection,for corrosion f 


P 


A 
Brakes: Inspect brake systém-and, shock absorber, for'leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 
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Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof and Panoramic sunroof:.Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water ‘drains 
and clean if necessary (if applicable) 


Test driveyCheck braking, kickdown, steering, electrical, heat- 
ing andeventilation systems, air conditioning, handling, and 
parking brake 


Tie.fod ends: Check for excessive play and looseness, check 
boots 


Fires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.29 Service at 90,000 miles 


Service,at 90,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake dist condition. Look 
for contact pattern and corrosion of brake i$cs (front and,rear) 


Engine: Change oil and’replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 
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Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.10 Service at 100,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 


© © >è >è 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof: Open sunroof and ehéck front and rear water drains 
and clean if necessary\(if applicable) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add.if necessary 


2.2.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
ọnly) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
Service interval display: Reset A 


A 
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@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.2.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


@ AdBlue® Fluid: Check and add/ifinecessary (3.0L TDI engine 
only) 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


@ Battery: Check (and second battery if applicable) 
@ Body: Visual inspection for corrosion 


+ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
@ CV joints: Check for leaks and damage 


@ Diesel Particulate Filter: Perform after the first 120,000 miles 
or 120,000 miles after a Diesel Particulate Filter (DPF) re- 
placement: Check ash loading according to manufacturer 
work procedure; Replace if necessary. NOTE: If DPF replace- 
ment is not necessary, perform check every 20,000 miles 
thereafter until replacement becomes necessary. (3.0L TDI 
engine only) 


Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment co ponents: Check (from 
above) for léaks and damage A 


y 3 ak 
Engine and enginé’compartment componentssCheck (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


+ 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


+ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition 
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@ Service.interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Spark plugs: Replace (All engines except TDI) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


@ Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


@ Tie rod ends: Check for excessive play and looseness, check 
boots 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


@ Tires: Rotate front to rear 

@ UnderbodyzInspect under seal, “Nears: pipe placing, 
and plug for damage 

@ Windshield washer?headlight cleaning ofr and wiper 


blades: Check for damage..and function, Check fluid level and 
add if necessary 


2.2.13 Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 

Dust and pollen filter: Replace (if applicable) 


+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of miles driven: 
@ Brake fluid: Replace fluid. 
Every 4 years regardless of miles driven: 


+ AdBlue® fluid: Change fluid if the mileage is under 10,000 
miles (3.0L TDI engine only) 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of miles driven: 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


@ Spark plugs: Replace (all engines except TDI) 
2.2.14 Brake Fluid Replacement 


@ The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage 
driven. 
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Edition 06062013 
2.3 MY 2014 Maintenance Intervals (Only 


Jetta, Jetta GLI, Jetta Hybrid, The Bee- 
tle, The Beetle Convertible, and Golf 
Wagon) - Canada 


> “2.3.1 Service at 15.000 kilometres”, page 57 





> “2.3.2 Service at 30.000 kilometres”, page 58 





> “2.3.3 Service at 45.000 kilometres”, page 59 





> “2.3.4 Service at 60.000 kilometres”, page 59 





> “2.3.5 Service at 75.000 kilometres”, page 61 





> “2.3.6 Service at 90.000 kilometres”, page 61 
> “2.3.7 Service at 105.000 kilometres”, page 62 





> “2.3.8 Service at 120.000 kilometres”, page 63 





> “2.3.9 Service at 135.000 kilometres”, page 64 








> “2.3.10 Service at 150,00 kilometres?“ page.65 
> “2.3.11 Servicesat 165.000 kilometres”, page 66 





> “2.3.12 Service at 180.000 kilometres”, page 66 
> “2.3.18 Service at 195.000 kilometres”, page 68 





> “233.14 Service at 210.000 kilometres”, page 69 





>2.3.15 Service at 225.000 kilometres”, page 69 





> “2.3.16 Time-Dependent Maintenance Items”, page 70 





=> “2.3.17 Brake Fluid Replacement”, page 71 





2.3.1 Service at 15.000 kilometres 


Service at 15.000 kilometres or one year from vehicle in-service 
date, whichever occurs first 


+ 


+ 
+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check. 
Engine: Change oil and replace oil filter. 


Engine and engine compartment components: Check (from 
above) for‘leaks and damage ` 


Engine and engirníe:compartment coMponents»Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary. 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.2 Service at 30.000 kilometres 


Service at 30.000 kilometres or one year after last service, which- 
ever occurs first. 


+ 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replacé oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear tights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the ‘next service on the serv- 
ice sticker and apply to the driver's side<door pillar 


Sunroof: Open sunroof and check front water drains,and clean 
if necessary (Touareg only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 
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+ Visual inspection of windshield. Note damage if necessary 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.3 Service at 45.000 kilometres 


Service at45.000 kilometres or one year after last service;which- 
ever oceéurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


# Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


, Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights,=daytime running lights, 
curve lighting, and automatic hea ts: Check 


@ Rear window: Check, cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.4 Service at 60.000 kilometres 


Service at 60.000 kilometres or one year after last service, which- 
ever occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
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Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (The Beetle Convertible 
only) 


CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components:Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, checktransmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks; damage and secure fittings 
Fuel filter: Replace (2.0L TDI and 3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform:a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights; luggage compartment lighting, 
turn signals, hazard warning tights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 


—_ 


DE 


Service sticker: Enter the date of the next servicon the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0L MPI, 2.5L, and Hybrid engines 
only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, check boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.5 Service at 75.000 kilometres 


Service at 75.000 kilometres or one year after last service, which- 
ever occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines;in.the engine compartment and 
the rear of the vehicle*for damage 


@ Lighting: Front and rear lights, luggage compartmentighting, 
turn signals, hazard warning lights, daytime running lights, 
curvectighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


> Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
+ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.6 Service at 90.000 kilometres 


Service at 90.000 kilometres or one year after last service, which- 
ever occurs first. 


+ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


¢ Aijr filter element and snow filter: Replace element and clean 
screervand housing (if applicable) Ey 


Battery: Chéck (and second battery@Pepplicable) 


ae 

@ Brakes: Inspect brake.system and shock,absorber for leaks 
and damage, check thickness of brake ‘pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


+ Coolant level and frost protection: Check 
+ Dust and pollen filter: Replace (if applicable) 
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Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for;damage 


Lighting: Front and rear fights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the‘date of the next service on the serv- 
ice sticker and apply to the-driver's side-door pillar 


Spark plugs: Replace (1.8T?2.0T and 3.6L only) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing belt: Check and replace if négessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check ‘every 90.000 kilometres 
after. If not replaced at 90.000 kilometres?check every 30.000 
kilometres until replaced, then every 90.000 kilometres 


Tires: Check tread depth, condition, wear pattern, andpres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.7 Service at 105.000 kilometres 


Service at 105.000 kilometres or one year after last service, 
whichever occurs first. 


+ 


+ 


xxAdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 
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@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.8 Service at 120.000 kilometres 


Service at 120.000 kilometres or one year after last service, 
whichever occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3;0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 
@ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


+ Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


@ Convertible roof watér drains: Check (The Beetle Convertible 
only) fr} 
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Coolant level and frost protection: Check = 
CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 


Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0LTDI and 3.0L TDI engine only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 
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Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0L MPI, 2.5L, and Hybrid engines 
only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water'drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, check boots 


Timing belt: Check andireplace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 30.000 
kilometres until replaced, then every 90.000 kilometres 


Tires: Check tread=depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG (non Automatic): Change fluid and filter 
Underbody sealant. Inspect for damage 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.9 Service at 135-000 kilometres fe) 


Service at 135.000 kilometres or one’year after last service, A 
whichever occurs first. 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 
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@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.10 Service at 150.000 kilometres 


Service at 150.000 kilometres or one year after last service, 
whichever occurs first. 


@ xxxAdBlue® fluid: Check and add if necessary (Passat 2.0L 
and Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


+ 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contactpattern and corrosion of 
brake discs, and check brake fluid-lével subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
@ Headlights: Check adjéstment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and thelines in the engine compartment and 
the rear of the vehicle for-damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning.Jights, daytime running lights, 
curve lighting, and automatic‘headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 


ble) fy 
@ Service interval display: Reset A 
Aa 


¢ Service sticker: Enter the date of the next servičèon the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 
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@ Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 30.000 
kilometres until replaced, then every 90.000 kilometres 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


@ Tires: Rotate front to rear 
+ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.11 Service at 165.000 kilometres 


Service at 165.000 kilometres or one year after last service, 
whichever occurs first. 


+ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


+ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime‘tunning lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serve 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.12 Service at 180.000 kilometres 


Service at 180.000 kilometres or one year after last service, 
whichever occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


+ Air filter element and snow filter: Replace element and clean 
screen and housing (if applicable) 
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Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (The Beetle Convertible 
only) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel Particulate Filter: Perform after the first 180-000 kilo- 
metres or 180.000 kilometres after a Diesel Particulate Filter 
(DPF) replacement: Check ash loading according to manu- 
facturer work procedure; Replace if necessary. NOTE: If DPF 
replacement is not necessary, performscheck every 30.000 
kilometres thereafter until replacement becomes necessary. 
(2.0L and 3.0L TDI engine only) 


Door checks and mounting pins: ubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replacé oil filter 


Engine and engine compartmént components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damagecheck transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the éngine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment*lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (All engines except TDI) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 
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Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play and check boots 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 90.000 kilometres, check every 90.000 kilometres 
after. If not replaced at 90.000 kilometres, check every 

30.000 kilometres until replaced, then every 90.000 kilometres 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG: (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.13 Service at 195.000 kilometres 


Service at 195.000 kilometres or one year after last service, 
whichever occurs first. 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines inthe engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights -luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning;nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function..Gheck fluid level and 
add if necessary 


2.3.14 Service at 210.000 kilometres 


Service at 210.000 kilometres or One year after last service, 
whichever occurs first. 


+ 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, checktransmission, final drive i 


and drive shaft boots E 
Headlights: Check adjustment A 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.15 Service at 225.000 kilometres 


Service at 225.000 kilometres or one year after last service, 
whichever occurs first. 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
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@ Engine: Chahge oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ Enginesand engine compartment components: Check (from 
below)-for leaks and damage, check transmission, final drive 
and drive shaft boots 


+ Headlights: Check adjustment 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Timing belt: Check and‘replace if necessary (260 MPI only) If 
replaced at 90.000 kilometrés;-check every 90:000 kilometres 
after. If not replaced at 90.000 kilometres, checkcevery 
30.000 kilometres until replaced, then every 90.000 kilometres 


@ Timing belt: Check (if replacement is not necessary, perform 
check every 30.000 km after until replacement is necessary) 
(Hybrid engine only) 


@ Timing belt for coolant pump: Check (if replacement is not 
necessary, perform check every 30.000 km after until replace- 
ment is necessary) (Hybrid engine only) 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


2.3.16 | Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 

@ Convertible roof: Check latch (if applicable) 

+ Dust and pollen filter: Replace (if applicable) 


Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of kilometres 
driven: 


@ Brake fluid and clutch unit: Replace fluid 
Every 3 years: 


@ Haldex clutch: Change oil (Tiguan 2.0T and CC 3.6L 4MO- 
TION® only) 


Every 4 years regardless of kilometres driven: 


+ AdBlue® fluid: Change fluid if the mileage is under 15.000 kil- 
ometres (Passat 2.0L and Touareg 3.0L TDI engine only) 
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@ Spark plugs: Replace (2.0L MPI and Jetta Hybrid only) 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years: 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 90.000 kilometres) (if 
applicable) 


@ Spark plugs: Replace (All engines except 2.0L MPI, Jetta Hy- 
brid, and TDI) 


2.3.17 Brake Fluid Replacement 


The brake fluid must be replaced evefy 3 years regardless of kil- 
ometres driven, and every 2 years, thereafter regardless of kilo- 
metres driven. 
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3 MY 2013 Maintenance Intervals 


=> “3.1 MY 2013 Maintenance Intervals (All Vehicles Except 
Touareg and Routan) - USA”, page 72 


> “3.2 MY 2013 Maintenance Intervals (Touareg Only) - USA”, 
page 82 


> “3.3 MY 2013 Maintenance Intervals (All Vehicles) - Canada”, 

page 91 

3.1 MY 2013 Maintenance Intervals (All Ve- 
hicles Except Touareg and Routan) - 
USA 


> "3.1.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)’; page 72 




















> “3.1.2 Service at 20,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 73 





> “3.1.3 Service at 30,000 miles (Included in the Volkswagen 
Carefree Maintenance:Program)”, page 73 


> “3.1.4 Service at 40,000 miles”, page 74 

> “3.1.5 Service at 50,000 miles”, page 75 

> “3.1.6 Service at60,000 miles”, page 75 

> "3.1.7 Service at-70,000 miles”, page 76 

> “3.1.8 Service at80,000 miles”, page 76 

> “3.1.9 Service at90,000 miles”, page 77 

> “3.1.10 Service a€-100,000 miles”, page 78 
> “3.1.11 Service at £10,000 miles”, page 78 
> “3.1.12 Service at 120,000 miles”, page 79 
> “3.1.13 Service at 130°000 miles”, page 80 
> “3.1.14 Time-Dependent Maintenance Items”, page 80 
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=> “3.1.15 Brake Fluid Replacement”, page 81 i-} 


3.1.1 Service at 10,000 miles (Included in. 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 10,000 miles or one year from vehicle in-service date, 
whichever occurs first. 


+ AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 





@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


+ Engine: Change oil and replace oil filter 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


¢ Tires: Rotate front to rear 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.2 Service at 20,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 


+ AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil.ilter 
Fuel filter: Replace (2.0L TDLengine only) 


“ef ¢ 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


+ 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate froñt to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.3 Service at 30,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 30,000 miles or-one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add. if necessary (Passat 2.0L TDi. 


engine only) £ 
@ Brake pads: Check thickness and brake disc condition. a 
for contact pattern and corrosion of brake dises.(front and rear) 


@ Engine: Change oil and replace oil filter 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 
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3.1.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and*mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Ghange oil and replace oil filter 


Enginesand engine compartment components: Check (from 
above) for leaks and damage 


Engiftle and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
andsdrive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power stéering: Check oil level 


Rear window:;Check cleaning nozzle functionality (if applica- 
ble) fy 

Ribbed belt: Check‘condition A 
Service interval display: Reset — 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0L MPI and 2.5L only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 
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Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid Jevel and 
add if necessary 


3.1.5 Service at 50,000 miles 


Service at 50,000 miles*or one year after last service, whichever 
occurs first. 


+ 


+ 


3.1.6 Service at60,000 miles a 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake padsyCheck thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice stickefand apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (2.0L MPI 
and 2.5L only) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check fordamage and function. Check fluid level and 
add if necessary 


Service at 60,000 miles or one yearvafter last service,whichever 
occurs first. 


+ 


+ 


+ 


© © >è @ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI engine only) 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0T and 3.6L only) 
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Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.7 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front andrêar) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage-and function. Check fluid level and 
add if necessary 


3.1.8 Service at 80,000 miles 


Service at 80,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system andshock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level Subject to abrasion 


Convertible roof, CSC roof, and retractable hardtop: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 
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Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette-lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0L MPI and 2.5L only) 


Sunroof and Panoramic sunroof: CHeck, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front,and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning,nandling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness;,check 
boots 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.9 Service at 90,000 miles 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.10 Service at 100,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 


© © © @ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brakepads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI enginezonly) 


Rear window: Check cleaning nozzle-functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Check and replace if necessary.(2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000, miles after. If 
not replaced at 60,000 miles, check every 20;000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and’pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (2.0L MPI 
and 2.5L only) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 
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Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel Particulate Filter: Perform after the first 120,000 miles 
or 120,000 miles after a Diesel Particulate Filter (DPF) re- 
placement: Check ash loading according to manufacturer 
work procedure; Replace ifnecëessary. NOTEGSI{, DPF replace- 
ment is not necessary?'perform check every 20,000cmiles 
thereafter until replacement becomes necessary. (2.0L°EDI 
engine only) 


Door cheeks and mounting pins: Lubricate 
Dust.and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn‘signals, and hazard warning lights: Check 


@ Power'steering: Check oil level 


Rear window: Check cleaning nozzle funetionality (if applica- 
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Ribbed belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (All engines except TDI) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Timing belt: Check and replace if necessary (2.0L MPI only) If 
replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, chéck every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.13 Service at 130,000 miles 


Service at 110,000 miles or one year after last service;,whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.1.14 Time-Dependent Maintenance Items 


Every 1 year: 


Perform visual check of airbag system. 


Every 2 years: 
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+ Tire filler bottle in the tife mobility set: Check (observe expira- 
tion date) 


@ Check latch for convertiblexoof (if applicable) 
+ Dust and pollen filter: Replace (if applicable) 


At the 3 year mark, then€very 2 years regardless of miles driven: 


@ Brake fluid and clutch unit: Replace fluid. First fluid replace- 
ment included unde¢the Volkswagen Carefree Maintenance 
Program if mileage is less than or equal to 36,000 miles. 


Every 3 years: 


@ Haldex clutch: Change oil First fluid replacement included un- 
der the Volkswagen Carefree Maintenance Program if mileage 
is less than or equal to.36,000 miles. (Tiguan 2.0T and CC 
3.6L 4MOTION® only) 


Every 4 years regardless ofmiles driven: 


+ AdBlue® fluid: Change fluid:if the mileage is under 10,000 
miles (Passat 2.0L TDI engine only) 


@ Spark plugs: Replace (2.0L MPI‘Gnly) i> 


i 
+ Tire filler bottle in the tire mobility set*Replace (observe exp: 
ration date) =a 


Every 6 years regardless of miles driven: 


¢@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


@ Spark plugs: Replace (All engines except 2.0L MPI and TDI) 
3.1.15 Brake Fluid Replacement 


@ The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage 
driven. First fluid replacement included under the Volkswagen 
Carefree Maintenance Program if mileage is less than or equal 
to 36,000 miles. 
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3.2 MY 2013 Maintenance Intervals (Touar- 
eg Only) - USA 


> “3.2.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 82 








=> “3.2.2 Service at 20,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 82 





> "3.2.3 Service at 30,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 83 


> “3.2.4 Service at 40,000 miles”, page 84 
> “3.2.5 Service at 50,000 miles”, page 85 
> “3.2.6 Service at 60,000 miles”, page 85 
> “3.2.7 Service at 70,000 miles”, page 86 
> “3.2.8 Service at 80,000 miles”, page 86 
> “3.2.9 Service at 90,000 miles”, page 87 
> “3.2.10 Service at 100,000 miles”, page 88 
> “3.2.11 Service at 110,000 miles”, page 88 


> “3.2.12 Service at 120,000 miles”, page 89 
> “3.2.13 Time-Dependent Maintenance Items*page 90 
































> “3.2.14 Brake Fluid Replacement”, page 90 


3.2.1 Service at 10,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 

Service at 10,000 miles or one year from-vehicle in-service date, 

whichever occurs first. 


@ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 





@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


+ Hybrid components: Perform a visual inspéction of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning nozzle functionality tif, applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.2 Service at 20,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 
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+ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Battery: Check (and second battery if applicable) 


+ 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 
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Hybrid components: Perform a viswal inspection of high-volt- 
age components and the lines inthe engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleafing nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter-the date of the next service on the serv- 
ice sticker and applysto the driver's side door pillar 


@ Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.3 Service at 30,000 miles (Included in the 
Volkswagen Garefree Maintenance Pro- 
gram) 


fy 
Service at 30,000 miles or one year ‘after last service, wae 
occurs first. f 


@ AdBlue® Fluid: Check and add if necessary (3L TDI engine 
only) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 
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3.2.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and allawarning lamps: Check 


Lighting: Front.and rear lights, luggage compartment lighting, 
turn signals,sand hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ic&sticker and apply to the driver's side door pillar 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and:clean if necessary (if applicable) 


Test ‘drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parkingo>brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) - 


A - 
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@ Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.5 Service at 50,000 miles 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


@ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning nozzle functionality (ifapplica- 
ble) 


@ Ribbed belt for supercharger: Replace (Hybridsonly) 
@ Service interval display: Reset 


Service sticker: Enter the date of the nextservice on the serv- 
ice sticker and apply to the driver's side:door pillar 


Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.6 Service at 60,000 miles 


Service at 60,000 miles or one year afterlast service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


+ Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


@ Battery: Check (and second battery if applicable) 


+ 


Brakes: Inspect brake system and shock absorbef-for leaks i. 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion, of 
brake discs, and check brake fluid level subject to abrasion 


E 


k 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 
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@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Spark plugs: Replace (all engines except TDI) 


@ Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.7 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


@ AdBlue® Fluid: Checkand add if necessary (3.0L TDI engine 
only) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Engine: Change oil and replace oil filter 


@ Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check fordamage and function, Check fluid level and 
add if necessary 


3.2.8 Service at80,000 miles r 


T 


Service at 80,000 miles or one Year after last service, w i ever 


occurs first. ae 


@ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 

Coolant level and frost protection: Check 

@ CV joints: Check for leaks and damage 

@ Door checks and mounting pins: Lubricate 

+ Dust and pollen filter: Replace (if applicable) 

@ Engine: Change oil and replace oil filter 

@ Engine and engine compartment components: Check (from 


above) for leaks and damage 
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Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, Juggagécompartment lighting, 
turn signals, and hazard,warning lights: Check 


Power steering: Check oil level 


Rear window:‘Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed:belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
icessticker and apply to the driver's side door pillar 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


Tié-rod ends: Check for excessive play and looseness, check 
boots 


Tires“Check tread depth, condition, wear pattern, and pres- 
sure ofall tires (including spare) 


Tires: Rotate front to rear 


Underbody: Inspect under seal, underbodyffrims, pipe placing, 
and plug for damage z 


Windshield washer, headlight cleaning system, andawiper 
blades: Check for damage and‘function, Check'fluid level and 
add if necessary 


3.2.9 Service at 90,000 miles 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker: Enter the daté of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front torear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.10 Service at 100,000 miles 


Service at 100;000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Dust and pollen filter: Replace (if applicable) 
Engine: Change-oil and replace oil filter 
Fuel filter: Replace*(3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of higt -volt- 
age components and the lines in the engine compa nt and 
the rear of the vehicle for damage Ae 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed belt for supercharger: Replace (Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


@ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock’absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
@ CV joints: Check for leaks and damage 


@ Diesel Particulate Filter: Perform after the first 120,000 miles 
or 120,000 miles after a Diesel Particulate Filter (DPF) re- 
placement: Check ash loading according to manufacturer 
work procedure; Replace ifnecessary. NOTE: If DPF replace- 
ment is not necessary, pefform check every 20,000 miles 
thereafter until replacement becomes necessary. (3.0L TDI 
engine only) 


Door checks and mounting:pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartmënt components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, ot 
and drive shaft boots £] 
Exhaust system: Check for leaks, damage, atid,secure fittings a 


Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 
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Hybrid components: Perform a visual inspection of high-volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Power steering: Check oil level 
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@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed belt: Check condition 
@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Spark plugs: Replace (All engines except TDI) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and check front and/rearwaterdrains 
and clean if necessary (if applicable) 


@ Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, handling, and 
parking brake 


@ Tie rod ends: Check for excessive play and looseness, check 
boots 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires¢{including spare) 


@ Tires: Rotatecfront to rear 


@ Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for-damage 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


3.2.13 Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 

+ Dust and pollen filter, Replace (if applicable) 


Tire filler bottle in the tir&mobility set: Check (observefexpira- 
tion date) = 


At the 3 year mark, then every 2 yearsiregardless of miles-@riven: 


@ Brake fluid: Replace fluid. First fluid replacement included un- 
der the Volkswagen Carefree Maintenance Program if mileage 
is less than or equal to 36,000 miles. 


Every 4 years regardless of miles driven: 


+ AdBlue® fluid: Change fluid if the mileage is under 10,000 
miles (3.0L TDI engine only) 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of miles driven: 


@ Aijr filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


@ Spark plugs: Replace (all engines except TDI) 
3.2.14 Brake Fluid Replacement 


+ The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage 
driven. First fluid replacement included under the Volkswagen 
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Carefree Maintenance Program if mileage is less than or equal 
to 36,000 miles. 


Edition 06062013 


3.3 MY 2013 Maintenance Intervals (All Ve- 
hicles) - Canada 

>93.3.1 Service at 15.000 km”, page 91 

== “3.3.2 Service at 30.000 km”, page 92 

=» “3.3.3 Service at 60.000 km”, page 93 

= “3.3.4 Service at 75.000 km”, page 94 

= “3.3.5 Service at 90.000 km”, page 94 

=2"3.3.6 Service at 105.000 km”, page 95 

> 03.3.7 Service at 120.000 km”, page 96 

=> “33.8 Service at 135.000 km”, page 97 

> “3.3.9 Service at 150.000 km”, page 98 

> “3.3.10 Service at 165.000 km”, page 99 

> “3.3.11 Service at 180.000 km”, page 99 

> “3.3.12 Servicesat 195.000 km”, page 10 ! 

> “3.3.13 Time-Dependent Maintenance Items”, page 101 

> “3.3.14 Brake Fluid Replacement”, page 102 


3.3.1 Service at 15.000 km 


Service at 15.000 km or one year from vehicle in-service date, 
whichever occurs first 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


+ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


+ Coolant level and frost protection: Check. 
@ Engine: Change oil and replace oil filter. 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 
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@ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary. 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.2 Service at 30.000 km 


Service at 30.000 km or one year, afterilast,service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.02and 
Touareg 3.0L°TDI engine only) 


@ Battery:.Check (and second battery if applicable) 


+ 


Brakes: Inspect brake system and shock absorber for leaks 
and;damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


+ 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
+ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights; Check 


@ Rear window:’Check cleaning nozzle fubjetonality (if applica- 
ble) 


@ Service interval display: Réset 


as 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.3 Service at 60.000 km 


Service at 60.000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


+ Coolant level and frost protection: Check 


Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 


+ 


Convertible roof water drains: Check (Beetle Convertible only) 
CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 
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Engine and engine compartment, components:-Gheck (from 
above) for leaks and damage 


+ 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaftboots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L TDI and 3.0L TDI engine only) 
Headlights: Check adjustment 
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Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turnssignals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level 


@ Rearwindow: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed Belt: Check condition (if applicable) 
@ Serviceinterval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Spark plugs: Replace (2.5L and 2.0L MPI only). 


@ Sunroof and Panoramic sunroof: Check, cleaimand lubricate 
(if applicable) f 


A 


¢ Sunroof: Open sunroof and chèĉckK front water draingañd clean 
if necessary (if applicable) 
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@ Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


@ Tie rod ends: Check for excessive play, check boots 


@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


+ 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.4 Service at 75.000 km 


Service at 75.000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Coolant level and frost protection: Check 
@ Engine: Change oil and‘replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


+ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ic& sticker and apply to the driver's side-door pillar 


@ Tirés: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.5 Service at90.000km 


Service at 90.000 km orone year after last she whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 
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Air filter element and snow filter: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the _serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.0T and 3.6L only) 


Sunroof: Open sunroof and check frontwater drains and clean 
if necessary (Touareg only) 


Timing Belt: Check and replace ifnecessary (2.0L MPI only) 
If replaced at 90,000 km, checkevery 90,000 km after. If not 
replaced at 90,000 km, check every 30,000 km until replaced, 
then every 90,000 km 


Tires: Check tread depth, cOndition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage<and function. Check fluid level and 
add if necessary 


3.3.6 Service at 105.000 km 


Service at 105.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake dise;condition. Look 
for contact pattern and corrosion of brake discs (frontand rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter-the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshieldewasher, headlight cleaning system, and wiper 
blades: CHeck for damage and function. Check fluid level and 
add if necessary 


3.3.7 Service at 120.000 km 


Service at £20.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspéct brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Convertible roof, CSC-roof, and Retractable hard for Check 
for function and damag&ând clean and lubricate Is (if ap- 
plicable) = 


Convertible roof water drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 

Door checks and mounting pins: Lubricate 

Dust and pollen filter: Replace (if applicable) 

Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0LTDI and 3.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 
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Lighting: Front and rear lights, uggagecompartment lighting, 
turn signals, hazard warning lights, daytime running tights, 
curve lighting, andsautomatic headlights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (2.5L and 2.0L MPI only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


Tie-rod ends: Check for excessive play, check boots 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replacedat 90,000 km, check every 30,000 km until replaced, 
then every90,000 km F 


b= ” 
Tires: Check tread depth, condition, weap'pattern, and prés- 
sure of all tires (including spare) a 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.8 Service at 135.000 km 


Service at 135.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 


AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 
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Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.9 Service at 150.000 km 


Service at 150.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con* 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionalityif applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replaced at 90,000 km, check every 30,000 km until replaced, 
then every 90,000 km 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
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@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.10 Service at 165.000 km 


Service at 165.000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


@ Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leakseand damage 


+ Engine and enginé-compartment components: Check (from 
below) for leaks andedamage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartmenttighting, 
turn signals, hazard warning lights, daytime running lights} 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.11 Service at 180.000 km 


Service at 180.000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


+ Air filter element and snow filter: Replace element and clean 
screen and housing (if applicable) 


@ Battery: Check (and second battery if applicable) 
@ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear. Look for contact pattern and corrosion of 
brake discs, and check brake fluid level subject to abrasion 


@ Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage and clean and lubricate seals (if ap- 
plicable) 
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Convertible roofwater drains: Check (Beetle Convertible only) 
Coolant level and frost protection: Check 
CV joints’Check for leaks and damage 


Diesel Particulate Filter: Perform after the first 180,000 km or 
180,000 km after a Diesel Particulate Filter (DPF) replace- 
ment:cCheck ash loading according to manufacturer work 
procedure; Replace if necessary. NOTE: If DPF replacement 
is not necessary, perform check every 30,000 km thereafter 
until¥eplacement becomes necessary. (2.0L and 3.0L TDI en- 
gine-only) 


Door, checks and mounting pins: Lubricate 
Dust-and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Enginezand engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft.boots 


Exhaust system:‘Check for leaks, damage and-secu re fittings 
Fuel filter: Replace (2/0L and 3.0L TDI enginefonly) 

ae 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Spark plugs: Replace (All engines except TDI) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kickdown, steering, electrical, heat- 
ing and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play and check boots 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replaced at 90,000 km, check every 30,000 km until replaced, 
then every 90,000 km 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


1 00 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 


Maintenance Intervals - Edition 07.2014 


Transmission: DSG: (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 


Visual inspection of windshield. Note damage if necessary 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


3.3.12 Service at 195.000 km 


Service at 195.000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition. Look 
for contact pattern and corrosion of brake discs (front and rear) 


+ Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment-components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Lighting: Front and rear tights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check.€leaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


+ 


Service sticker: Ente¢the date of the next service on the serv- 
ice sticker and apply to the driver's side-door pillar 


Timing Belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 


Visual inspection of windshield. Note damage if necessary 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function. Check fluid level and 
add if necessary 


ye 
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3.3.13 Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 

@ Check latch for convertible roof (if applicable) 

Dust and pollen filter: Replace (if applicable) 


+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of kilometres 
driven: 


@ Brake fluid and clutch unit: Replace fluid 


rs 
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Every 3 years: 
@ Haldex clutch: Change oil (if applicable) 
Every 4 years regardless of kilometres driven: 


@ AdBlue® fluid: Change fluid if the mileage is under 15,000 km 
(Passat 2.0L and Touareg 3.0L TDI engine only) 


@ Spark plugs: Replace (2.0L MPI only) 


@ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years: 


+ Air filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 90,000 km) (if appli- 
cable) 


@ Spark plugs: Replace (All engines except 2.0L MPI and TDI) 
3.3.14 Brake Fluid Replacement 


The brake fluid must be replaced every 3 years regardless of kil- 
ometres driven, and every 2 years thereafter regardless of kilo- 
metres driven. 


Edition 06062013 
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4 MY 2012 Maintenance Intervals 


> “4.1 MY 2012 Maintenance Intervals (All Vehicles Except 
Touareg and Routan) - USA”, page 103 


> “4.2 MY 2012 Maintenance Intervals (Touareg Only) - USA”, 
page 113 


=> “4.3 MY 2012 Maintenance Intervals - Canada”, page 122 


> “4.4 MY 2012 Maintenance Intervals - Routan - USA”, 
page 134 


> “4.5 MY 2012 Maintenance Intervals - Routan - Canada”, page 
139 


4.1 MY 2012 Maintenance Intervals (All Ve- 
hicles Except Touareg and Routan) - 
USA 


=> “4.1.1 Service at 10,000 miles (Includedsn the Volkswagen 
Carefree Maintenance Program)”, page 103 


























=> “4.1.2 Service at 20,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 104 





> “4.1.3 Service at 30,000 miles (Included in the Volkswagen 
Carefree Maintenance,Program)”, page 104 


> “4.1.4 Service at 46,000 miles”, page 105 

> “4.1.5 Service at50,000 miles”, page 106 

> “4.1.6 Service at 60,000 miles”, page 106 

> “4.1.7 Service at 70,000 miles”, page 107 

=> “4.1.8 Service at 80,000 miles”, page 107 

> “4.1.9 Service at 90,000 miles”, page 108 

> “4.1.10 Service=at 100,000 miles”, page 109 
> “4.1.11 Service ‘at 110,000 miles”, page 109 
> “4.1.12 Service at.120,000 miles”, page 110 
> “4.1.13 Service at 30,000 miles”, page 111 
> “4.1.14 Time-Dependent Maintenance Items”, page 111 






































> “4.1.15 Brake Fluid Replacement”, page 112 


4.1.1 Service at 10,000 miles (Included intl e 
Volkswagen Carefree Maintenance'Rro- 
gram) 


Service at 10,000 miles or one year from vehicle in-service date, 
whichever occurs first. 


+ AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 





@ Brake pads: Check thickness and brake disc condition (front 
and rear) 


+ Engine: Change oil and replace oil filter 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 
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@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.2 Service at 20,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI engine only) 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


+ 


@ Service sticker: Enterthé’date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Tires: Check tread depth, condition, tire age, wear patternsand 
pressure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.3 Service at 30,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 30,000 miles or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


@— Brake pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ Rear window: Check cleaning nozzle functionality (if applica- 


ble) 
@ Service interval display: Reset fy 


@ Service sticker/Enter the date of the ex service on.the serv- 
ice sticker and applyto,the driver's sid@ door pillar 


¢ Tires: Rotate front to rear 
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@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.4 Service,at 40,000 miles 


Service at 40,000:miles or one year after last service, whichever 
occurs first. 


@ AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


+ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


+ Convertible roof, CSC roof, and Retractable hard top: Check 
forfunction and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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fp 
Engine and enginé,compartment components¥Check (from 


above) for leaks and’‘damage pf 


+ 


Engine and engine compartment components Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L TDI engine only) 
Headlights: Check adjustment 
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Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


+ 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed Belt: Check condition 
@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Spark plugs: Replace (2.0L MPI and 2.5L only) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


@ Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, handling, 
and parking brake 
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Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.5 Service at 50,000 miles 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (2.0L MPI 
and 2.5L only) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.6 Service at 60,000 miles 


Service at 60,000 miles or one year after last service; whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI engine only) 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 
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Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0T and 3.6L only) 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.7 Service at 70,000'miles 


Service at 70,000 miles or-one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid::Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine:.Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades:‘Check for damage and function, Check fluid level and 
add if nécessary 


4.1.8 Service at 80,000 miles 


Service at 80,000-miles or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 
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F 
AdBlue® Fluid: Check and add if necessary (Pas s t 2.0L TDI 
engine only) A 

A 


Battery: Check (and second battery, if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition 
Service interval display: Reset 


Service sticker: Enter thé’date of the next service on the serv- 
ice sticker and applyto the driver's side door pillar 


Spark plugs: Replace (2.0L MPI and 2.5L only) 


Sunroof and:Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof:©pen sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, handling, 
and parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure Of all tires (including spare) 


Tires: Rotate front to rear 
Transmission: DSG (non Automatic): Change fluid and filter 


Underbody: Inspect-under seal, underbody timg pipe placing, 
and plug for damage = 


Windshield washer, headlight:cleaning system; and wiper 
blades: Check for damage and function, Check fluid tevel and 
add if necessary 


4.1.9 Service at 90,000 miles 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


1 08 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 


Maintenance Intervals - Edition 07.2014 


Rear window: Check cleaning nozzle functionality.<ifapplica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the nextService on the serv- 
ice sticker and apply to the driver's sidedoor pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.10 Service at 100,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 
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AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Battery: Check (and second battery ifapplicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid fevel subject to 
abrasion (front and rear) 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI engine only) 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (2.0L MPI 
and 2.5L only) 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads; brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel Particulate Filter: Perform after the first120,000 miles 
or 120,000 miles after a Diesel Particulate Filter (DPF) re- 
placement: Check ash loading according to mafhufacturer 
work procedure; Replace if necessary. NOTE: If DPF replace- 
ment is not necessary, perform check every 20,000:miles 
thereafter until replacement becomes necessary. (2:0L TDI 
engine only) Fy 


E 
Door checks and mounting pins: Lubricate A 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (2.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


@ Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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@ Ribbed Belt: Check condition 
@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Spark plugs: Replace (All engines except TDI) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


@ Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, handling, 
and parking brake 


@ Tie rod ends: Check for excessive play and looseness, check 
boots 


@ Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 60,000 miles, check every 60,000 miles after. If 
not replaced at 60,000 miles, check every 20,000 miles until 
replaced, then every 60,000 miles 


@ Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


@ Tires: Rotate front to rear 
@ Transmission: DSG (non Automatic); Ghange-fluid and filter 


@ Underbody: Inspect under'seal, underbody trims, pipe placing, 
and plug for damage 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.1.13 © Service at 130,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (Passat 2.0L TDI 
engine only) 


@ Brake pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


+ bey. window: Check cleaning nozzle functionality (if applica- 
ble 


@ Service interval display: Reset 


@ Service.sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


+ Timing Belt, Replace (2.0L TDI engine only) 
Tires: Rotate front to rear Fi 
Lai 


@ Windshield washerheadlight cleaning syst aff, and wiper 
blades: Check for damage and function, Check. fluid level;and 
add if necessary 


4.1.14 Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 
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@ Check latch for convertible roof (if applicable) 
+ Dust and pollen filter: Replace (if applicable) 


+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of miles driven: 


@ Brake fluid and clutch unit: Replace fluid. First fluid replace- 
ment included under the Volkswagen Carefree Maintenance 
Program if mileage is less than or equal to 36,000 miles. 


Every 3 years: 


@ Haldex clutch: Change oil First fluid replacement included un- 
der the Volkswagen Carefree Maintenance Program if mileage 
is less than or equal to 36,000 miles. (Tiguan 2.0T and CC 
3.6L 4MOTION® only). 


Every 4 years regardless of miles driven: 


@ AdBlue®: Change fluid if the mileage is under 10,000 miles 
(Passat 2.0L TDI engine only) 


@ Spark plugs: Replace (2.0L MPI only) 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of miles driven: 


¢ Aijr filter element and snow screen: Replace element.and clean 
screen and housing (if.miléage is under 60,000 miles) ‘(if ap- 
plicable) 


@ Spark plugs: Replace (All engines except 2.0L MPI and TDI) 
4.1.15 Brake Fluid Replacement 


The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage driv- 
en. Firstdluid replacement included under the Volkswagen Care- 
free Maintenance Program if mileage is less than or equal to 
36,000<miles. 


Edition 06062013 > 
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4.2 MY 2012 Maintenance Intervals (Touar- 
eg Only) - USA 


> “4.2.1 Service at 10,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 113 


=> “4.2.2 Service at 20,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 113 





=> “4.2.3 Service at 30,000 miles (Included in the Volkswagen 
Carefree Maintenance Program)”, page 114 


> “4.2.4 Service at 40,000 miles”, page 115 
> “4.2.5 Service at 50,000 miles”, page 116 
> “4.2.6 Service at 60,000 miles”, page 116 
> “4.2.7 Service at 70,000 miles”, page 117 
> “4.2.8 Service at 80,000 miles”, page 117 
> “4.2.9 Service at 90,000 miles”, page 118 
> “4.2.10 Service at 100,000 miles”, page 119 
> “4.2.11 Service at 110,000 miles”, page ‘19 


> “4.2.12 Service at 120,00@miles”, page 120 
> “4.2.13 Time-Dependént Maintenance Items”, page 121 

















> “4.2.14 Brake Fluid Replacement”, page 121 


4.2.1 Service at 10,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 40,000 miles or one year from vehicle in-service date, 
whichever-occurs first. 


+ AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 





@ Brake pads: Check thickness and brake disc condition (front 
and rear) 


+ EnginexChange oil and replace oil filter 


+ Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear ofthe vehicle for damage 


@ Rear window; Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset Fe 


@ Service sticker: Enter the date of the next ERS the serv- 
ice sticker and apply to thécdriver's side door pillar. 


¢ Tires: Rotate front to rear 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.2 Service at 20,000 miles (Included in the 
Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Tires: Check tread depth, tire age, condition, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.3 Service at 30,000 miles (Included.n,the 


Volkswagen Carefree Maintenance Pro- 
gram) 


Service at 30,000 miles or6ne year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker:Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front:to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 


add if necessary fy 


peek 
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4.2.4 Service at 40,000 miles 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil‘filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 


Headlights: Check adjustment fy 
Hybrid components: Perform a visual inspection of ‘igh volt- A 
age components and the lines in the engine compartment and A 


the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, handling, 
and parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, tire age, condition, wear pattern, and 
pressure of all tires (including spare) 
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Tires: Rotate front to rear 


Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluidstevel and 
add if necessary 


4.2.5 Service at 50,000 miles 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspéction of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt for supercharger: Replace (Hybrid only) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the‘sery- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.6 Service at 60,000 miles 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 
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Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (all engines except TDI) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Tires: Check tread depth, tire age, condition, wear pattern, and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.7 Service at 70,000 miles 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDl.éngine 
only) 


I 
Brake. pads: Check pees brake disc condition (front 
and rear) pO 


Engine: Changé-oiland replace-oilfilter 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.8 Service at 80,000 miles 


Service at 80,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Coolant level and frost protection: Check 

CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 
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Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, handling, 
and parking brake 


Tie rod ends: Check for excessive play and looseness, check 
boots 


Tires: Check tread depth, tire age, condition, wear-pattern, and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Underbody: Inspect under seal, underbody-trims, pipe placing, 
and plug for damage 


Windshield washer, headlight cleaningssystem, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.9 Service at 90,000 miles 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necēssary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check fomedamage and function, Check-fluid level and 
add if necessary 


4.2.10.’ Service at 100,000 miles 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
Fuel filter: Replace (3.0L TDI engine only) 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


RibbedBelt for supercharger: Ree only) 
Service interval display: Reset 


Service sticker: Enter the,date of the nextsérvice on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof: Open sunroof and check front and rear water drains 
and clean if necessary (if applicable) 


Tires: Check tread depth, tire age, condition, wear pattern, and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.11 Service at 110,000 miles 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.12 Service at 120,000 miles 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Air filter element and snow screen: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluiddevel subject to 
abrasion (front and rear) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel Particulate Filter: Perform after the first420,000 miles 
or 120,000 miles after a Diesel Particulate Filter(DPF) re- 
placement: Check ash loading according to manufacturer 
work procedure; Replace if necessary. NOTE: If DPreplace- 


ment is not necessary, perform check every 20,000 miles iy 
thereafter until replacement becomes necessary. (3.0L TDI hy 
engine only) A 


Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage, and secure fittings 
Fuel filter: Replace (3.0L TDI engine only) 
Headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, and hazard warning lights: Check 


Power steering: Check oil level 
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@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed Belt: Check condition 
@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Spark plugs: Replace (All engines except TDI) 


@ Sunroof and Panoramic sunroof: Check,-clean, and lubricate 
(if applicable) 


@ Sunroof: Open sunroof and’ check front and rear water drains 
and clean if necessary‘(if applicable) 


@ Test drive: Checksbraking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, handling, 
and parking brake 


@ Tie rod ends: Check for excessive play and looseness, check 
boots 


@ Tires: Check tread depth, tire age, condition, wear pattern, and 
pressure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Underbody: Inspect under seal, underbody trims, pipe placing, 
and plug for damage 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.2.13 Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 


@ Dust and pollen filter:sReplace (if applicable) (es 


a 
@ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of miles driven: 


@ Brake fluid: Replace fluid. First fluid replacement included un- 
der the Volkswagen Carefree Maintenance Program if mileage 
is less than or equal to 36,000 miles. 


Every 4 years regardless of miles driven: 


+ AdBlue®: Change fluid if the mileage is under 10,000 miles 
(3.0L TDI engine only) 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of miles driven: 


+ Air filter element and snow screen: Replace element and clean 
screen and housing (if mileage is under 60,000 miles) (if ap- 
plicable) 


@ Spark plugs: Replace (all engines except TDI) 
4.2.14 Brake Fluid Replacement 


The brake fluid must be replaced every 3 years regardless of 
mileage, and every 2 years thereafter regardless of mileage driv- 
en. First fluid replacement included under the Volkswagen Care- 
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free Maintenance Program if mileage is less than or equal to 
36,000 miles. 


Edition 06062013 

4.3 MY 2012 Maintenance Intervals - Can- 
ada 

> “4.3.1 Service at 15.000 km”, page 122 

> “4.3.2 Service at 30.000 km”, page 123 

> “4.3.3 Service at 45.000 km”, page 124 

> “4.3.4 Service at 60.000 km”, page 124 

> “4.3.5 Service at 75.000 km”, page 125 

> “4.3.6 Service at 90.000 km”, page 126 

> “4.3.7 Service at 105.000 km”, page 127 

> “4.3.8 Service at 120.000 km”, page 127 

> “4.3.9 Service at 135.000 km”, page 129 

> “4.3.10 Service at 150.000 km”, page 129 

> “4.3.11 Service at 165.000 km”, page 130 

> “4.3.12 Service at 180.000 km”, page 131 

> “4.3.13 Service at 195.000 km”, page 132 

> “4.3.14 Time-Dependent Maintenance Items2, page 133 








> “4.3.15 Brake Fluid Replacement”, page 133 
4.3.1 Service at 15.000 km 


Service at 15.000 km or one year from vehicle in-service,date, 
whichever occurs first 


@ AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


+ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check. 
@ Engine: Change oil and replace oil filter. 


+ Engine and engine compartment components: Check (from 
above) for leaks and damage 
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@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment. 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary. 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.2 Service at 30.000 km 


Service at 30.000 km or one year afterilast service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and*add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (andSecond battery if applicable) 


+ 


Brakes: Inspect bfake system and shock absorber for leaks 
and damage, chéck thickness of brake pads, brake disc con- 
dition front and'fear and check brake fluid level subject to 
abrasion (frontand rear) 


Coolant level:and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and éngine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


@ Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
@ Headlights: Check adjustment 


@ Lighting: Front and rearlights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic:headlights: Check A 

ica- 


@ Rear window: Check cleaning nozzle functionality (if 
ble) 


@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


@ Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


¢ Tires: Rotate front to rear 
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@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.3 Service at 45.000 km 


Service at 45.000 km or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and addsifnecessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Checkthickness and brake disc condition (front 
and rear) 


# Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine andsengine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for teaks and damage, check transmission, final drive 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signalsphazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


@ Service sticker: Enterthe date of the next service on the serv- 
ice sticker and apply tothe driver's side door pillar E] 


@ Tires: Rotate front to rear = 
+ Visual inspection of windshield. Noté Wamage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.4 Service at 60.000 km 


Service at 60.000 km or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


@ Battery: Check (and second battery if applicable) 
+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Coolant level and frost protection: Check 


+ Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


@ CV joints: Check for leaks and damage 
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Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L TDI and 3.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side;door pillar 


Spark plugs: Replace (2.5L and 2.0 MPI only) 


Sunroof and Panoramic sunroof? Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for-excessive play, check boots 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic.(non DSG): Check Fluid (All models 
except Touareg, Tiguan, ‘and CC 3.6L) 


Transmission: DSG (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshieldzNote damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.5 Service at 75.000 km 


Service at 75.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 
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Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle*functionality (if applica- 
ble) 


Service interval display: Réset 


Service sticker: Enter:the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.6 Service at 90.000 km 


Service at 90.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 


+ 
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AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0LSTDI engine only) 


Air filter element and snow filter: Replace element and clean 
screen and housing (if applicable) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject t 
abrasion (front and rear) 

Coolant level and frost protection: Check Sm 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0T and 3.6L only) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (Touareg only) 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replaced at 90,000 km, check every 30,000 km until replaced, 
then every 90,000 km 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.7 Service at 105.000 km 


Service at 105.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 


AdBlue® Fluid: Check and. add if necessary (Passat 2.0L and 
Touareg 3.0L TDhengine only) 


Battery: Gheck (and second battery if applicable) 


Brake’ pads: Check thickness and brake disc condition.(front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv 
iee sticker and apply to the driver's side door pillar 


Tires; Rotate front to rear i 
i 
Visual inspection of windshield. Note damage if. necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.8 Service at 120.000 km 


Service at 120.000 km or one year after last service, whichever 
occurs first. 
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AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Convertible roof, CSC roof,,and\Retractable. hard top: Check 
for function and damage, clean and lubricate séals (if appli- 
cable) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Bust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0LTDI and 3.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 

Power steering: Check oil level FA 


Rear window: Check,cleaning nozzle ferictionality (if applica- 
ble) 


Ribbed Belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.5L and 2.0L MPI only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, check boots 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replaced at 90,000 km, check every 30,000 km until replaced, 
then every 90,000 km 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 
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Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check Fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG (non Automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.9 Service at 135.000 km 


Service at 135.000 km or one year after last,sérvice, whichever 
occurs first. 


+ 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thicknesszand brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, uggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle?functionality (if applica- 
ble) 


DO 


Service interval display: Reset 


Service sticker: Enter the date of the next service on*the-serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.10 Service at 150.000 km 


Service at 150.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Coolant level and frost protection: Check 
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Dust and pollen filter: Replace (if applicable) 
Engine: Change oiland replace oil filter 


Engine and engine compartment components: Check (fream 
above) forsleaks and damage 


Engine: and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Sunroof: Open sunroof and check front water drains and clean 
ifmecessary (Touareg only) 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replaced, at 90, 000 km, check every 30, 000 km until replaced, 
then every90, 000 km 


Tires: Check tread depth, condition, is wear pattern and 
pressure of all tiresincluding spare) == aa 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.11 Service at 165.000 km 


Service at 165.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 
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Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.12 Service at 180.000 km 


Service at 180.000 km or one year/afterlast’service, whichever 
occurs first. 


+ 


+ 
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AdBlue® Fluid; @heck and add if necessary (Passat 2.0L and 
Touareg 3.0k:TDI engine only) 


Air filter element and snow filter: Replace element and clean 
screen.and housing (if applicable) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition front and rear and check brake fluid level subject to 
abrasion (front and rear) 


Convertible roof, CSC roof, and Retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Goolant level and frost protection: Check 
CY joints: Check for leaks and damage 


Diésel Particulate Filter: Perform after the first 180,000 km or 
180;000 km after a Diesel Particulate Filter (DPF) replace- 
ment-Check ash loading according to manufacturer work 
procedure; Replace if necessary. NOTE: If DPF replacement 
is not necessary, perform check every 30,000 km thereafter 
until replacement becomes necessary. (2.0L and 3.0L TDI en- 
gine only) i 


Door checks and mounting pins: Lubricat 6) 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TDI engine only) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 
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Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed Belt: Check condition (if applicable) 
Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (All engines except TDI) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play and check boots 


Timing Belt: Check and replace if necessary (2.0L MPI only) 
If replaced at 90,000 km, check every 90,000 km after. If not 
replaced at 90,000 km, check every 30,000 km until replaced, 
then every 90,000 km 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Check Fluid (All models 
except Touareg, Tiguan, and CC 3.6L) 


Transmission: DSG: (non Automatic): Change fluid_and filter 
Underbody sealant: Inspect for damage 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function; Check fluid level and 
add if necessary 


4.3.13 Service at 195.000 km 


Service at 195.000 km or one year after last service, whichever 
occurs first. 


+ 


+ 
+ 


AdBlue® Fluid: Check and add if ñecessary (Passat 2.0L and 
Touareg 3.0L TDI engine only) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components:Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


`} 


RDE) 


pe 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 
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@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset 


+ 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Timing Belt: Replace (2.0L TDI engine only) 
Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 
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Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


4.3.14 Time-Dependent Maintenance Items 
Every 1 year: 

Perform visual check of airbag system. 

Every 2 years: 

@ Check latch for convertible roof (if applicable) 

Dust and pollen filter: Replace (if applicable) 


+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


At the 3 year mark, then every 2 years regardless of kilometres 
driven: 


@ Brake fluid and clutch unit: Replace fluid 
Every 3 years: 

@ Haldex clutch: Change oil (if applicable) 
Every 4 years regardless of kilometres driven: 


@ AdBlue®: Change fluid if the mileage is under.45,000 km 
(Passat 2.0L and Touareg 3.0L TDI engine only) 


@ Spark plugs: Replace (2.0L MPI only) 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years: 


+ Air filter element and snow screen: Replace element and clean 
screen and housing (if mileage is undér 90,000 km) (if appli- 
cable) 


@ Spark plugs: Replace (All engines except 2.0L MPI and TDI) 
4.3.15 Brake Fluid Replacement 


The brake fluid must be replaced every 3 years regardless of kil- 
ometres driven, and every 2 years thereaftet. regardless of kilo- 
metres driven. 


4. MY 2012 Maintenance Intervals 1 33 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


Edition 06062013 
4.4 MY 2012 Maintenance Intervals - Rou- 


tan - USA 


> “4.4.1 Service at 8,000 Miles”, page 134 





=> “4.4.2 Service at 16,000 Miles”, page 134 





> “4.4.3 Service at 24,000 Miles”, page 135 





> “4.4.4 Service at 32,000 Miles”, page 135 





> “4.4.5 Service at 40,000 Miles”, page 135 
> “4.4.6 Service at 48,000 Miles”, page 135 





> “4.4.7 Service at 56,000 Miles”, page 135 





=> “4.4.8 Service at 64,000 Miles”, page 136 





> “4.4.9 Service at 72,000 Miles*, page,136 





> “4.4.10 Service at.80:000 Miles”, page 136 





> “4.4.11 Service at 88,000 Miles”, page 136 
> “4.4.12.Service at 96,000 Miles”, page 137 








> “4.4:93 Service at 104,000 Miles”, page 137 
> “44.14 Service at 112,000 Miles”, page 137 





>A.4.15 Service at 120,000 Miles”, page 137 





= “4.4.16 Service at 128,000 miles”, page 138 





5 “4.4.17 Service at 136,000 Miles”, page 138 
=> “4.4.18 Service at 144,000 Miles”, page 138 





=> “4.4.19 Service at 152,000 Miles”, page 138 





4.4.1 Service at 8,000 Miles 


+ 
+ 


Change engine oil and replace engine oil filter. 


Rotate at the first sign of irregular wear, even if it occurs earlier 
than the prescribed interval. 


4.42 Service at 16,000 Miles 


+ 
+ 


+ 


Change engine oil and replace engine oil filter. 


Rotate tires. Rotate at the first sign of egoular wear, even jfit 
occurs earlier than the prescribed int 


If using your vehiele, for any of the following; Dustyior off-road 
conditions, Inspect theengine air cleaner_filter; replace if nec- 
essary. 


@ Replace the air conditioning filter. 


Inspect the brake linings, replace if necessary. 


+ Inspect the CV joints. Perform the first inspection at 16,000 


miles or 12 months. 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 
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@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


4.4.3 Service at 24,000 Miles 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


4.4.4 Service at 32,000 Miles 


#-., Change engine oil and replace engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Replace the engine air cleaner filterpau, 
Replace the, air conditioning filter. | 
Inspect the brakévlinings, replace if fetessary: 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


4.4.5 Service at 40,000 Miles 


@ Change engine oil and replace engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


4.4.6 Service at 48,000 Miles 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary. 


@ Replace the air conditioning filter. 
@ Inspect the brake linings, replace if necessary. 


@ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


4.4.7 Service at 56,000 Miles 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 
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4.4.8 Service at 64,000 Miles 


+ 
+ 
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Change engine oil and replace engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Replace the engine air cleaner filter. 
Replace the air conditioning filter. 
Inspect the brake linings, replace if necessary. 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


Change the automatic transaxle fluid and filter if using your 
vehicle for any of the following: Police, taxi, fleet or frequent 
trailer towing. 


4.4.9 Service at 72,000 Miles 


+ 
+ 


+ 


+ 


Change engine oil and replace engine oil.filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


4.4.10 Service at 80,000-Miles 


+ 
+ 


+ 


Change engine oil and replace engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribedanterval. 


If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary. 


Replace the air conditioning filter. 
Inspect the brake linings, replace if necessary. 


Inspect the front suspension, tie rod ends, and>boot seals for AB) | 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


~; 


Di 


Flush and replace the engine coolant at 80,000 miles if not 
done at 104,000 miles. 


4.4.11 Service at 88,000 Miles 


+ 
+ 


Change engine oil and replace engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary. 


Replace the air conditioning filter. 
Inspect the brake linings, replace if necessary. 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 
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@ Flush and replace the engine coolant at 80,000 miles if not 
done at 104,000 miles. 


4.4.12 Service at 96,000 Miles 


@ Change the engine oil and engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Replace the engine air cleaner filter. 
Replace the air conditioning filter. 
Inspect the brake linings: replace if necessary. 
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Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


+ Inspect the front suspension; tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


@ Replace the spark plugs. 
@ Inspect and replace the PCV valve if necessary. 


4.4.13 Service at 104,000 Miles 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate atthe first sign of irregular wear, even if it 
occurs earlier than the: prescribed interval. 


@ Flush and replace the engine coolant if not done at 60 months. 


4.4.14 Service at 112,000 Miles 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the firstsign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


@ If using your vehicle for any of the following: Dusty or off-road fy 


conditions. Inspect the engine air cleaner filter: replace if nec- 


essary. ces 


@ Replace the air conditioning filter. 
@ Inspect the brake linings, replace if necessary. 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


4.4.15 Service at 120,000 Miles 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


@ Change the automatic transmission fluid and filter (s). 
@ Replace the accessory drive belt (s). 
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4.4.16 Service at 128,000 miles 


@ Change engine oil and replace engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


@ Change the automatic transmission fluid and filter (s). 
@ Replace the accessory drive belt (s). 


4.4.17 Service at 136,000 Miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


4.4.18 Service at 144,000 Miles 


+ Change engine oil and replace engine oil filter: 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ If using your vehicle for any of thefollowing: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary. 


@ Replace the air conditioning ‘filter. 
@ Inspect the brake linings: replace if necessary. 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust systém. Perform the first inspection at 
16,000 miles or 12 months. 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


4.4.19 Service at 152,000 Miles 


+ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribeddnterval. 
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4.5 MY 2012 Maintenance Intervals - Rou- 


tan - Canada 

> “4.5.1 Service at 13,000 Kilometers”, page 139 
> “4.5.2 Service at 26,000 Kilometers”, page 139 
> “4.5.3 Service at 39,000 Kilometers”, page 139 
> “4.5.4 Service at 52,000 Kilometers”, page 140 
> “4.5.5 Service at 65,000Kilometers”, page 140 

> “4.5.6 Service at 78,000 Kilometers”, page 140 
> “4.5.7 Service at 91,000 Kilometers”, page 140 
> “4.5.8 Service at 104,000 Kilometers”, page 140 
> “4.5.9 Service at 117,000 Kilometers”, page 141 
> “4.5.10 Service at 130,000 Kilometers”, page 141 
> “4.5.11 Service at 143,000 Kilometers”, page 141 
> “4.5.12 Service at 156,000 Kilometers”, page 141 
> “4.5.13 Service at 169,000 Kilometers”, page 142 
> “4.5.14 Service at 182,000 Kilometers”, page 142 
> “4.5.15 Service at 195,000 Kilometers”, page 142 
> “4.5.16 Service at 208,000 Kilometers”, page 142 
> “4.5.17 Service at 221,000 Kilometers’+page 142 
> “4.5.18 Service at 234,000Kilometers”, page 142 
> “4.5.19 Service at 24000 Kilometers”, page 143 


4.5.1 Service at 13,000 Kilometers 


@ Change the-€ngine oil and engine oil filter. 


+ Rotate tirs. Rotate at the first sign of irregular wear, even if it 


occurs earlier than the prescribed interval. 


4.5.2 Service at 26,000 Kilometers 


@ Change the engine oil and engine oil filter. 


@ Rotatetires. Rotate at the first sign of irregular wear, even if it 


occurs- earlier than the prescribed interval. 


+ If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 


essary. 
@ Replace2the air conditioning filter. 
@ Inspect the brake linings, replace if necessary. 


+ Inspect the GV joints. Perform the first inspection at 26,000 


kilometers or42 months. 


+ Inspect the exhaust system. Perform the first ne peenon at 


26,000 kilometers 6r,12 months. 


+ Inspect the front suspension, tie rod ends, and ai seals for 


cracks or leaks and all partsfor,damage, wear, ‘ifMproper, 


looseness or end play; replace ifnécessary. 


4.5.3 Service at 39,000 Kilometers 


+ Change the engine oil and engine oil filter. 
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@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


@ Inspect the CV joints. Perform the first inspection at 26,000 
kilometers or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
26,000 kilometers or 12 months. 


4.5.4 Service at 52,000 Kilometers 


@ Change the engine oil and €ngine oil filter. 


+ Rotate tires. Rotate at thefirst sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Replace the engine air cleaner filter. 
Replace the air conditioning filter. 
Inspect the brake linings, replace if necessary. 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; réplace if necessary. 


4.5.5 Service at 65,000Kilometers 


@ Change the engine oil and engine oil filter. 


@ Rotate tires. Rotate at the first ‘sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


4.5.6 Service at 78,000 Kilometers @ 
@ Change the engine oil and engine oil filter. ss 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary. 


@ Replace the air conditioning filter. 
@ Inspect the brake linings, replace if necessary. 


+ Inspect the CV joints. Perform the first inspection at 26,000 
kilometers or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
26,000 kilometers or 12 months. 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


4.5.7 Service at 91,000 Kilometers 


@ Change the engine oil and engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


4.5.8 Service at 104,000 Kilometers 


@ Change the engine oil and engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


@ Replace the engine air cleaner filter. 
@ Replace the air conditioning filter. 
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Inspect the brake linings, replacé'if necessary. 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


Change the-automatic transaxle fluid and filter if using your 
vehicle forany of the following: Police, taxi, fleet or frequent 
trailer towing. 


4.5.9 Service at 117,000 Kilometers 


+ 
+ 


+ 


+ 


Change the engine oil and engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
oceéurs earlier than the prescribed interval. 


Inspect the CV joints. Perform the first inspection at 26,000 
kilometers or 12 months. 


Inspect the exhaust system. Perform the first inspection at 
26,000 kilometers or 12 months. 


4.5.10: Service at 130,000 Kilometers 


+ 
+ 


+ 


Change the engine oil and engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs eaflier than the prescribed interval. 


If using your Vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; neplace if nec- 
essary. à 


Replace air conditioning fitter. 
Inspect the brake linings, replace if necessary: 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary. 


Flush and replace the engine coolant at 130,000 kilometers if 
not done at 169,000 kilometers. 


4.5.11 Service at 143,000 Kilometers 


+ 
+ 


Change the engine oil and engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


4.5.12 Service at 156,000 Kilometers 


Change engine oil and replace engine oil filter. 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Replace the engine air cleaner filter. 
Replace the air conditioning filter. 
Inspect the brake linings, replace if necessary. 


Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


Replace the spark plugs. 
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@ Inspect and replace the PCV valve if necessary. 


4.5.13 Service at 169,000 Kilometers 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


@ Flush and replace the engine coolant if not done at 60 months. 


4.5.14 Service at 182,000 Kilometers 


@ Change engine oil and replace engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


@ If using your vehicle for any of the following: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary. 


@ Replace the air conditioning filter. 
@ Inspect the brake linings, replace if necessary. 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


4.5.15 Service at 195,000 Kilometers 


@ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


@ Change the automatic transmission fluid and filter (s). 
@ Replace the accessory drive belt (s). 


4.5.16 Service at 208,000 Kilometers 


+ Change engine oil and replace engine oil filter. 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


Replace the engine air cleaner filter. 
Replace air conditioning filter. 
Inspect the brake linings, replace if necessary. 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


4.5.17 Service at 221,000 Kilometers 


@ Change engine oil and replace engine oil filter. 


pe 


DE) 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 


4.5.18 Service at 234,000 Kilometers 


+ Change engine oil and replace engine oil filter. 
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@ Rotate tires. Rotate at the first sign ofdrregular wear, even if it 
occurs earlier than the prescribed interval. 


+ If using your vehicle for anysof the following: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary. 


@ Replace air conditioning filter. 
@ Inspect the brakedinings, replace if necessary. 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months. 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months. 


+ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary. 


4.5.19 Service at 247,000 Kilometers 


@ Change engine oil and replace engine oil filter. 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval. 
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5 MY 2011 Maintenance Intervals 
=> “5.1 MY 2011 Maintenance Intervals (Except Routan) - USA”, 
page 144 


> “5.2 MY 2011 Maintenance Intervals (Except Routan) - Cana- 
da”, page 155 


> “5.3 MY 2011 Maintenance Intervals - Routan - USA”, 
page 168 














> “5.4 MY 2011 Maintenance Intervals - Routan - Canada”, page 
172 
5.1 MY 2011 Maintenance Intervals (Except 


Routan) - USA 


a Note 


Service through 30,000 miles is included in the Volkswagen Care- 
free Maintenance Program. 

> “5.1.1 Time Dependent Service”, page 144 
> “5.1.2 Service at 10,000 miles”, page 145 

> “5.1.3 Service at 20,000 miles”, page 145 

> “5.1.4 Service at 30,000 miles”, page 146 

> “5.1.5 Service at 40,000 miles”, page 147 

> “5.1.6 Service ats50,000 miles”, page 148 

> “5.1.7 Service ab60,000 miles”, page 148 

> “5.1.8 Service at}70,000 miles”, page 149 

> “5.1.9 Service at-80,000 miles”, page 150 

> “5.1.10 Service af90,000 miles”, page 151 
> “5.1.11 Service at 400,000 miles”, page 152 
> “5.1.12 Service at 170,000 miles”, page 152 
> “5.1.13 Service at 120000 miles”, page 153 
> “5.1.14 Service at 130,000.miles”, page 154 












































5.1.1. Time Dependént Service a 
Every 1 Year = 


Perform visual check of airbag system. 

Every 2 Years 

Dust and pollen filter: Replace (if applicable) 
@ Check latch for convertible roof (if applicable) 


Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


Every 3 Years, Then Every 2 Years Regardless of Miles Driven 


@ Brake Fluid: Replace. First fluid replacement included under 
the Volkswagen Carefree Maintenance Program (CC, Touar- 
eg, Eos, Passat, Jetta models, GTI, Golf, Tiguan, Passat CC) 
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Every 3 Years Regardless of Miles Driven 
@ Haldex Clutch: Change oil (if applicable) 
Every 4 Years Regardless of Miles Driven 


@ Tire Filler Bottle In The Tire Mobility Set: Replace (observe 
expiration date) 


@ Spark Plugs: Replace (2.0L MPI only) 

At the 4 Year mark, if miles driven is under 10,000 miles 

@ AdBlue®: Change fluid (3.0L TDI only) 

Every 6 Years Regardless of Miles Driven 

@ Spark Plugs: Replace (all engines except 2.0L MPI and TDI) 


+ Air Filter Element and Snow Filter: Replace and clean housing 
(if applicable) 


@ Tire Pressure Sensors: Replace (if applicable) 


5.1.2 Service at 10,000 miles 


(à) Note 


Included in the Volkswagen Carefree Maintenance Program 
+ AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear Window: Check cleaningnozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage ‘and function, Check fluid level and 
add if necessary 


5.1.3 Service at 20,000 miles 


B Note 


Included in the Volkswagen Carefree Maintenance Program 


@ AdBlue Fluid: Check and add if necessary(3.0L TDI engine A 
only) a 


@ Airbag System: Perform visual inspection (Every 1 yea¥re- 
gardless of mileage) 


+ Battery: Check (and second battery if applicable) 
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Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Engine: Change oil and replace oil filter 
Dust and Pollen Filter: Replace (if applicable) 
Fuel Filter: Replace (2.0L TDI and 3.0L TDI only) 


Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observe expiration date omthe tire 
filler bottle (Every 2 years regardless of mileage). 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Chéck fluid level and 
add if necessary 


5.1.4 Service at 30,000 miles 


(å) Note 


Included in the Volkswagen Carefree Maintenance Program 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Brake fluid: Change fluid (Touareg, Eos;;Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of mileage and every 2 years after) 


Engine: Change oil and replace oil filter 
Haldex Clutch: Change oil (if applicable) 


Hybrid Components: Perform a visual inspection of high Volt; 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 
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Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.5 Service at 40,000 miles 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 


Convertible roof: Check latch: (ifapplicable) (Every 2 years 
regardless of mileage) 


CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 


Dust and pollen filter: Replace (if applicable) (Every 2 years 
regardless of mileage) 


Engine: Change oil and replace oil filter 


Engine and engine compartment components; Check (from i 
above) for leaks and damage A 
Engine and engine compartment components: Check (from ae 


below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L TDI and 3.0L TDI only) 


Headlights, daytime running lights, curve lighting, and auto- 
matic headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Interior lighting and glove box lights, cigarette lighter / power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0L MPI only) 
Spark plugs: Replace (2.5L only) 
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Sunroof and panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, checkiboots 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to.réar 


Tire mobility kit: Check and observe expiration date on the tire 
filler bottle (Every 2 years regardless of mileage) 


Tire mobility kit: Replace tire filler bottle (Every 4 years re- 
gardless of mileage) 


Transmission: DSG (non automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 


Windshield washers, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.6 Service at 50,000 miles 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of mileage and every 2 years, after) 

os 


Engine: Change oil and replace oiPfilter 


Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change fluid (all 2.5L, 
2.0L MPI only) 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.7 Service at 60,000 miles 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 
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Air filter element and snow filter: Replace and clean housing 
(if applicable) (Every 6 years regardless of mileage) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Dust and pollen filter: Replace (if applicable) (Every 2 years 
regardless of mileage) 


Engine: Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI and 3.0L TDI only) 
Haldex Clutch: Change oil (if applicable) 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0T, 3.0L Hybrid and 3.6 only) 
Timing Belt: Check (2.0L MPI only) 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observevexpiration date on the tire 
filler bottle (Every 2 years regardless of mileage) 


Tire pressure sensors: Replace (Every 6 years regardless of 
mileage) 


Windshield washers, headlight cleaning system, and wiper 
blades: Check for damage and fufction, Check fluid level and 
add if necessary 


5.1.8 Service at 70,000 miles 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


fs 
a | 
Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta A 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless DA, 


of mileage and every 2 years after) 
Engine: Change oil and replace oil filter 


Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 
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@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.9 Service at 80,000 miles 


@ AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


@ Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


@ Battery: Check (and second battery if applicable) 
@ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake systemvand shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con+ 
dition and check brake fluid level 


+ Convertible roof?CSC roof, and retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 


+ Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


@ CV joints: Check for leaks and damage 
@ Door-checks and mounting pins: Lubricate 


@ Dustand pollen filter: Replace (if applicable) (Every 2 years 
regardless of mileage) 


@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above);for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for, leaks and damage, check transmission, final drive, 
and drive shaft boots 


+ Exhaust systém: Check for leaks, damage and secure fittings 
@ Fuel filter: Replace (2.0L TDI and 3.0L TDI ondas, 


@ Headlights, daytime running lights, curve onti and auto- 
matic headlights: Check“adjustment 


@ Hybrid components: Perform a visual inspection<of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Interior lighting and glove box lights, cigarette lighter / power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights: Check 


@ Power steering: Check oil level 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Ribbed V-belt: Check condition 
@ Service interval display: Reset (if applicable) 
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Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0L MPI only) 
Spark plugs: Replace (2.5L only) 


Sunroof and panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, check boots 
Timing Belt: Check (2.0L MPI only) 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observe expiration date on the tire 
filler bottle (Every 2 years regardless of mileage) 


Tire mobility kit: Replace tire filler bottle (Every 4 years re- 
gardless of mileage) 


Transmission: DSG (non automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 


Windshield washers, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.10 Service at 90,000. miles 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TBI engine 
only) 


Airbag Systëm: Perform visual inspection (Every 1 year re- 
gardlessòf mileage) 


Braké Pads: Check thickness and brake disc condition (front 
andsrear) 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of mileage and every 2 years after) 


Engine: Change oil and replace oil filter 
Haldex Clutch: Change oil (if applicable) 


Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires:-Rotate front to rear 


Windshield,Washer, Headlight Cleaning-System, and Wiper 
Blades: Check for damage and functio agneck fluid level and 


add if necessary ft 
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5.1.11 Service at 100,000 miles 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery. if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of'mileage) 


Dust and pollen filter: Replace (if applicable) (Every 2 years 
regardless of mileage) 


Engine;-Change oil and replace oil filter 
Fuel filter: Replace (2.0L TDI and 3.0L TDI only) 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear:Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Servicé.Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Timing Belt: Check (2.0L MPI only) 


Tires: Check-tread depth, condition, tire age, wear pattern and 
pressure of albtires (including spare) 


Tires: Rotate frontto rear 5 wy 


Tire mobility kit: Check“and observe expiration das on the tire 
filler bottle (Every 2 years régardless of mileac¢ 


Transmission: Automatic (non DSG): Change fluid (all 2.5L, 
2.0L MPI only) 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.12 Service at 110,000 miles 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of mileage and every 2 years after) 


Engine: Change oil and replace oil filter 


Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 
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Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.13 Service at,120,000 miles 


+ 


+ 
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AdBlue Fluid: Chéck and add if necessary (3.0L TDI engine 
only) 


Airbag Systèm: Perform visual inspection (Every 1 year re- 
gardless:of mileage) 


Air filter element and snow filter: Replace and clean housing 
(if applicable) (Every 6 years regardless of mileage) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof, CSC roof, and retractable hard top: Check 
forfunction and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


CV jointsCheck for leaks and damage 


Diesel particulate filter: Only after 120,000 miles: Check ash 
loading according to manufacturer work progedure. Replace if 
necessary. Note: {DPF replacement is not Mécessary, per- 
form check every 10;000 miles thereafter untikreplacement 
becomes necessary. Subsequent DPF replacementinterval is 
a minimum of 120,000 miles, thereafter.(2.0L TDI and 3.0L 
TDI only) 


Door checks and mounting pins: Lubricate 


Dust and pollen filter: Replace (if applicable) (Every 2 years 
regardless of mileage) 


Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L TDI and 3.0L TDI only) 
Haldex Clutch: Change oil (if applicable) 


Headlights, daytime running lights, curve lighting, and auto- 
matic headlights: Check adjustment 


Hybrid components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 
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Interior lighting and glove box lights, cigarette lighter / power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights: Check 


Power steering: Check oil level 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0L MPI only) 
Spark plugs: Replace (2.5L only) 
Spark plugs: Replace (2.0T, 3.0L Hybrid and 3.6L only) 


Sunroof and panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, check boots 
Timing Belt: Check (2.0L MPI only) 


Tires: Check tread depth, condition, tire age, wear pattern and 
pressure of all tires (including spare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observe expiration date on the tire 
filler bottle (Every 2 years regardless of mileage) 


Tire mobility kit: Replace tire filler bottle (Every 4 years re- 
gardless of mileage) 


Tire pressure sensors: Replace (Every 6 years regardless of 
mileage) 


Transmission: DSG (non automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 


Windshield washers, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


5.1.14 Service at 130,000 miles 


+ 


+ 


AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


Airbag System: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of mileage and every 2 years after) 


Engine: Change oil and replace oil filter 
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+ Hybrid Components: Perform a visual inspection of high volt- 
age components and the lines in the engine compartment and 
the rear of the vehicle for damage 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


@ Tires: Rotate front to rear 
@ Timing belt: Replace (2.0L TDI only) 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


Edition 12022010 

5.2 MY 2011 Maintenance Intervals (Except 
Routan) - Canada 

> “5.2.1 Time Dependent Service”, page 155 

> “5.2.2 Service at 15,000 kilometers”, page 156 

> “5.2.3 Service at 30,000 kilometers”, page 157 

> “5.2.4 Service at 45,000 kilometers”, page 157 

> “5.2.5 Service at 60,000 kilometers”, page 158 

> “5.2.6 Service at 75,000 kilometers”, page 159 

> “5.2.7 Service at 90,000 kilometers”, page 160 

> “5.2.8 Service at 105,000 kifometers”, page 161 

> “5.2.9 Service at 120,000 kilometers”, page 161 

> “6.2.10 Service at 135,000 kilometers”, page 163 

> “5.2.11 Service at 150,000 kilometers”, page 163 

> “5.2.12 Service at 165,000 kilometers*spage 164 AB) | 






































i 
> “5.2.13 Service at 180,000 kilometers”, page-A65 A 
> “5.2.14 Service at 195,000 kilometers”, page 166 
5.2.1 Time Dependent Service 
Every 1 Year 


Perform visual check of airbag system. 

Every 2 Years 

@ Brake fluid: Replace (New Beetle) 

@ Check latch for convertible roof (if applicable) 


Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 
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Every 3 Years, then Every 2 years Regardless;of Kilometers, Driv- 
en 


@ Brake fluid: Replace (Touarég, Eos, Passat, Jetta models, 
GTI, Golf, Tiguan, Passat CC) 


Every 3 Years Regardless of Kilometers Driven 
@ Haldex clutch: Ghange oil (if applicable) 
Every 4 Years Regardless of Kilometers Driven 


Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


@ Spark Plugs: Replace (2.0L MPI only) 

Every 4 Years if Kilometers is under 15,000 km 

@ ReplaceAdBlue® fluid (3.0L TDI only) 

Every 6 Years Regardless of Kilometers Driven 

@ Spark Plugs: Replace (all engines except 2.0L MPI and TDI) 


@ Aijr filter element and snow fitler element: Replace and clean 
housing 


@ Tire pressuré-sensors: Replace (where applicable) 


5.2.2 Service at 15,000 kilometers 


@ AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


+ Airbag system: Perform visual inspection (Every Gee re- 
gardless of mileage) 


@ Battery: Check (and second battery if applicable) 


@ Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


+ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset (if applicable) 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage if necessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 
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+ 
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AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: ‘Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Check tread depth; condition, wear pattern and pres- 
sure of all tires (includingsspare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observe date on the tire filler bottle 
(Every 2 years regardless of mileage) 


Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper ; 
blades: Check for damage and function,.Check fluid level and ay 
add if necessary A 


5.2.4 Service at 45,000 kilometers 


+ 


AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of kilometers driven and every 2 years after) 
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Coolant level and frost protection: Check 
@ Engine: Change oil and replace oil filter 


@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


@ Headlights: Check adjustment 


@ Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


@ Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service interval display: Reset (if applicable) 


@ Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


@ Tires: Rotate front to rear 
@ Visual inspection of windshield. Note damage ifmécessary 


@ Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function,Check fluid level and 
add if necessary 


52:5 Service at 60,000 kilometers 


+ AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


@ Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


@ Battery: Check (and second:battery if applicable) 
@ Body: Visual inspection for Eorrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


+ Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage, clean_and lubricate seals (if appli- 
cable) 


@ Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Coolant level and frost protection: Check 


‘} 


Co 


CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 
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Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
@ Fuel filter: Replace (2.0L and 3.0L TDI only) 
@ Haldex clutch: Change oil (if applicable) 
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Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage*compartment lighting, 
turn signals, hazard warning lights daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level (if applicable) 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 

Spark plugs: Replace (2.0L MPI only) 

Spark plugs: Replace.{2.5L only) 

Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply tothe driver's side door pillar 


Sunroof and panorami sunroof: Check, clean, and lubricate 
( if applicable ) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive,play, check boots à 


te, 


EME 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


@ Tire mobility kit: Check and observe date on the tire filler bottle 
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(Every 2 years regardless of mileage) 


Tire mobility kit: Replace tire filler bottle (Every 4 years re- 
gardless of mileage) 


Transmission: Automatic (non DSG): Check fluid 
Transmission: DSG (non automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 

Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


.2.6 Service at 75,000 kilometers 


AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


All 2000 > 


5. MY 2011 Maintenance Intervals 1 59 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system,and,wiper, 
blades: Check for damage and function? Check fluid level and 
add if necessary 


5.2.7 Service at 90,000 kilometers 
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AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Rerform visual inspection (Every 1 year re- 
gardless of mileage) 


Air filter element and snow filter: Replace and clean housing 
(if applicable)-(Every 6 years regardless of mileage) 


Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Brake fluid: Ghange fluid (Touareg, Eos, Passat models, Jetta 
models, GTI2Golf, Tiguan, and CC) (Every 3 years regardless 
of kilometersdriven and every 2 years after) 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Coolant level and¢rost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and‘teplace oil filter © 


Engine and engine compartment components: Cheogfiom 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Fuel filter: Replace (2.0L and 3.0L TDI only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset (if applicable) 
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Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0T and 3.6L only) 
Timing Belt: Check (2.0L MPI only) 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observe date on the tire filler bottle 
(Every 2 years regardless of mileage) 


Tire pressure sensors: Replace (Every 6 years regardless of 
mileage) 

Visual inspection of windshield. Note damage if necessary 
Windshield washer, headlight cleaning system, and wiper 


blades: Check for damage and function, Check fluid level and 
add if necessary 


5.2.8 Service at 105,000 kilometers 


+ 


AdBlue®. Fluid: Check fluid leveland add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oitand replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks afd damage 


Engine and engineccompartment components: Check (from 
below) for leaks and- damage, check transmission, final drive, 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear,lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning,nozzle functionality (if applica 


ble) fy 
Service interval display: Reset (if applicable) A 
AA 


Service sticker: Enter the date of the next service, on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


5.2.9 Service at 120,000 kilometers 


+ 


+ 


AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 
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Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Coolant level andi frost protection: Check 
CV joints;.Sheck for leaks and damage 
Door.checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel filter: Replace (2.0L and 3.0L TDI only) 

Haldex clutch: Change oil (if applicable) 

Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


tighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curvelighting, and automatic headlights: Check 


Power steering: Check oil level (if iar 


Rear window‘‘Gheck cleaning nozzlé functionality \(if applica- 
ble) 


Ribbed V-belt: Check condition 
Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark plugs: Replace (2.0L MPI only) 
Spark plugs: Replace (2.5L only) 


Sunroof and panoramic sunroof: Check, clean, and lubricate 
( if applicable ) 


Sunroof: Open sunroof and check front water drains and clean 
if necessary (if applicable) 


Test drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rod ends: Check for excessive play, check boots 
Timing Belt: Check (2.0L MPI only) 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 
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Tires: Rotate front to rear 


@ Tire mobility kit: Check and observe date on the tire filler bottle 
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(Every 2 years regardless of mileage) 


Tire mobility kit: Replace tire filler bottle (Every 4 years re- 
gardless of mileage) 


Transmission: Automatic (non DSG): Check fluid 
Transmission: DSG (non automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 

Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.10 Service at 135,000 kilometers 


AdBlue®. Fluid: Check fluid level and add if necessary{3;0L. 
TDI only) 


Airbag system: Perform visual inspectiorP(Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness‘and brake disc condition (front 
and rear) 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguaf, and CC) (Every 3 years regardless 
of kilometers driven and every 2 years after) 


Coolant level and frostprotection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic*headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- + 
ble) LJ 


Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service’on,the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.11 Service at 150,000 kilometers 


AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 
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Battery: Check (and second battery if applicable) 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Coolant level and frost protection: Check 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Fuel filter: Replace (2.0°and 3.0L TDI only) 
Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset (if applicable) 


Service sticker: Enter:the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Timing Belt: Check (2.0L MPI only) 


Tires: Check tread depth;,condition, wear pattern and pres- 
sure of all tires (including Spare) 


Tires: Rotate front to rear 


Tire mobility kit: Check and observe date on the tire filler bottle 
(Every 2 years regardless of mileage) a 


Visual inspection of windshield. Note damage if necessary “> 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


5.2.12 Service at 165,000 kilometers 


+ 


AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 


Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 
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Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Headlights: Check adjustment 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the ‘next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning ‘system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


5.2.13 Service at 180,000 kilometers 


+ 


+ 
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AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 


TDI only) fy 
Airbag system: Perform visual inspection (Every 1 yearre- A 


gardless of mileage) 


Air filter element and snow filter: Replace and clean housing 
(if applicable) (Every 6 years regardless of mileage) 


Battery: Check (and second battery if applicable) 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Brake fluid: Change fluid (Touareg, Eos, Passat models, Jetta 
models, GTI, Golf, Tiguan, and CC) (Every 3 years regardless 
of kilometers driven and every 2 years after) 


Convertible roof, CSC roof, and retractable hard top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Convertible roof: Check latch: (if applicable) (Every 2 years 
regardless of mileage) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel particle filter: Only after 180,000 km: Check ash loading 
according to manufacturer work procedure. Replace if neces- 
sary. Note: If DPF replacement is not necessary, perform 
check every 15,000 km thereafter until replacement becomes 
necessary. Subsequent DPF replacement interval is a mini- 
mum of 180,000 km, thereafter.(2.0L TDI and 3.0L TDI only) 


Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
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Fuel filter: Replace (2.0L and 3.0L TDI only) 
Haldex clutch: Change oil (if applicable) 
Headlights: Check adjustment 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Power steering: Check oil level (if applicable) 


Rear window: Check cleaning ‘nozzle functionality (ifsapplica- 
ble) 


Ribbed V-belt: Gheck condition 
Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Spark-plugs: Replace (2.0L MPI only) 

Spatk plugs: Replace (2.5L only) 

Spark plugs: Replace (2.0T and 3.6L only) 
Spark plugs: Replace (all engines except TDI) 


Sunroof and panoramic sunroof: Check, clean, and lubricate 
( ifsapplicable ) 


Sunroof: Open sunroof and check front water drains and clean 
if nécessary (if applicable) 


Testtdrive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie rodcends: Check for excessive play, check boots 
Timing Bélt: Check (2.0L MPI only) 

Tires: Checktread depth, condition, wear pattern and pres- 
sure of all tires¢including spare) E 

Tires: Rotate front to-rear 


ae 
Tire mobility kit: Check and‘Observe date on the tirediller bottle 
(Every 2 years regardless of mileage) 


Tire mobility kit: Replace tire filler bottle (Every 4 years re- 
gardless of mileage) 


Tire pressure sensors: Replace (Every 6 years regardless of 
mileage) 


Transmission: Automatic (non DSG): Check fluid 
Transmission: DSG (non automatic): Change fluid and filter 
Underbody sealant: Inspect for damage 

Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 


2.14 Service at 195,000 kilometers 


AdBlue®. Fluid: Check fluid level and add if necessary (3.0L 
TDI only) 
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Airbag system: Perform visual inspection (Every 1 year re- 
gardless of mileage) 


Battery: Check (and second battery if applicable) 


Brake pads: Check thickness and brake disc condition (front 
and rear) 


Coolant level and frost protection: Check 
Engine: Change oil and replace oil filter 


Engine and engine,compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check ‘(from 
below):for leaks and damage, check transmission, final drive, 
and.drive shaft boots 


Headlights: Check adjustment 


Lighting: Front and rear lights, luggage compartment lighting, 
turn signals, hazard warning lights, daytime running lights, 
curve lighting, and automatic headlights: Check 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 


Service interval display: Reset (if applicable) 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


Timing belt: Replace (2.0L TDI only) 
Tires: Rotate front to rear 
Visual inspection of windshield. Note damage if necessary 


Windshield washer, headlight cleaning system, and wiper 
blades: Check for damage and function, Check fluid level and 
add if necessary 
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5.3 MY 2011 Maintenance Intervals - Rou- 
tan - USA 
> “5.3.1 Service at 8,000 miles”, page 168 
> “5.3.2 Service at 16,000 miles”, page 168 
> “5.3.3 Service at 24,000 miles”, page 168 
> “5.3.4 Service at 32,000 miles”, page 169 
> “5.3.5 Service at 40,000 miles”, page 169 
> “5.3.6 Service at 48,000 miles”, page 169 
> “5.3.7 Service at 56,000 miles”, page 169 
> “5.3.8 Service at 64,000 miles”, page 169 
> “5.3.9 Service at 72,000 miles”, page 170 
> “5.3.10 Service at 80,000 miles”, page 170 
> “5.3.11 Service at 88,000 miles”, page 170 
> “5.3.12 Service at 96,000 miles”, page 170 
> “5.3.13 Service at 104,000 miles”, page 171 
> “5.3.14 Service at 112,000 miles”, page 171 
> “5.3.15 Service at 120,000 miles”, page 171 
> “5.3.16 Service at 128,000 miles”, page 171 
> “5.3.17 Service at 136,000 miles”, page 171 
> “5.3.18 Service at 144,000 miles”, page 171 
> “5.3.19 Service at 152,000 miles”, page 172 


5.3.1 Service at 8,000 miles 


+ Change engine oil and replace engine oil filter 


















































+ Rotate atthe first sign of irregular wear, even if it occurs earlier 
than the prescribed interval 


5.3.2 Service at 16,000 miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the presctibed interval 


+ If using your vehicle for any óf the following; Dusty or off-road 
conditions, Inspect the enginé-air cleaner filter; replace if nec- 
essary 


@ Replace the air conditioning filter 
@ Inspect the brake linings, replacesif necessary 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


+ Inspect the exhaust system. Perform thé {first inspection at fy 
16,000 miles or 12 months a 
+ Inspect the front suspension, tie rod ends, and boot.seals for ae 


cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


5.3.3 Service at 24,000 miles 


@ Change engine oil and replace engine oil filter 
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Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


5.3.4 Service at 32,000 miles 


+ 
+ 
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Change engine oil and replace engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


5.3.5 Service at 40,000milẹs 


+ 
+ 


Change engineil and replace engine oil filter 


Rotate tires? Rotate at the first sign of irregular wear, even, if it 
occurs earlier than the prescribed interval 


5.3.6 Service at 48,000 miles 


+ 
+ 


Ghange engine oil and replace engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary 


Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 


Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


5.3.7 Service at 56,000 milés 


+ 
+ 


Change engineé,gil and replace engin fi filter 


as 
Rotate tires. Rotate at‘the:first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.3.8 Service at 64,000 miles 


+ 
+ 


Change engine oil and replace engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
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@ Inspect the brake linings, replace if necessary 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


+ Change the automatic transaxle fluid and filter if using your 
vehicle for any of the following: Police, taxi, fleet or frequent 
trailer towing. 


5.3.9 Service at 72,000 miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


@ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


5.3.10 Service at 80,000 miles 


+ Change engine oil and replace engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


+ If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace ifnec- 
essary 


@ Replace the air conditioning filter 
@ Inspect the brake linings, replace if necessary 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


@ Flush and replace the engine coolant at 80;000 miles if not 
done at 104,000 miles 


5.3.11 Service at 88,000 miles 


@ Change engine oil and replace engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.3.12 Service at 96,000 miles 


@ Change the engine oil and engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
Inspect the brake linings: replace if necessary 


Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


@ Replace the spark plugs 
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@ Inspect and replace thé PCV valve if necessary 


5.3.13 Service at 104,000 miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


@ Flush and replace the engine coolant if not done at 60 months 


5.3.14 Service at 112,000 miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


@ If using your vehħicle for any of the following: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary 


@ Replace the air conditioning filter 
@ Inspect the brake linings, replace if necessary 


@ Inspect the front suspension, tie rod ends, and boot seal ‘for 
cracks or leaks and all parts for, damage, wear, vie 
looseness or end play: replace if necessary ae 


5.3.15 Service at 120,000 miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


@ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


@ Change the automatic transmission fluid and filter (s) 
@ Replace the accessory drive belt (s) 


5.3.16 Service at 128,000 miles 


@ Change engine oil and replace engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


5.3.17 Service at 136,000 miles 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.3.18 Service at 144,000 miles 


@ Change engine oil and replace engine oil filter 
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+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


+ If using your vehicle for any of the following: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary 


+ Replace the air conditioning filter 
@ Inspect the brake linings: replace if necessary 


+ Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


+ Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


5.3.19 Service at 152,000 miles 


+ Change engine oil and replace-eńngineðikfiltten 


+ Rotate tires. Rotatesat the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.4 MY 2011 Maintenance Intervals - Rou- 
tan - Canada 

> “5.4.1Service at 13,000 kilometers”, page 172 

> “5.42 Service at 26,000 kilometers”, page 173 

> “5.4.3 Service at 39,000 kilometers”, page 173 

> “54.4 Service at 52,000 kilometers”, page 173 

> “5.4.5 Service at 65,000 kilometers”, page 173 

> “5.4.6 Service at 78,000 kilometers”, page 173 

> “6.4.7 Service at 91,000 kilometers”, page 174 

> “P4.8 Service at 104,000 kilometers”, page 174 

> “5.4.9 Service at 117,000 kilometers”, page 174 

> “5.44.0 Service at 130,000 kilometers”, page 174 

> “5.4.18Service at 143,000 kilometers”, page 175 

> “5.4.12 Service at 156,000 kilometers”, page 175 

> “5.4.13 Service at 169,000 kilometers”, paga.175 

> “5.4.14 Service at 82,000 kilometers”, pag! m5 

> “5.4.15 Service at 195.000.kilometers”, page 175 

> “5.4.16 Service at 208,000 kilometers”, page 176 

> “5.4.17 Service at 221,000 kilometers”, page 176 

> “5.4.18 Service at 234,000 kilometers”, page 176 

> “5.4.19 Service at 247,000 kilometers”, page 176 


5.4.1 Service at 13,000 kilometers 


+ Change the engine oil and engine oil filter 





















































+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 
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5.4.2 Service at 26,000 kilometers 


+ 
+ 


Change the engine oil and engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


If using your vehicle for anyofthe folowing; Dusty or off-road 
conditions, Inspect thetengine air cleaner filter, replace if nec- 
essary 


Replace the-.air conditioning filter 
Inspect the brake linings, replace if necessary 


Inspect the CV joints. Perform the first inspection at 26,000 
kilometers or 12 months 


Inspect the exhaust system. Perform the first inspection at 
263000 kilometers or 12 months 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


5.4.3 Service at 39,000 kilometers 


+ 
+ 


+ 


+ 


Ehange the engine oil and engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Inspect the CV joints. Perform the first inspection at 26,000 
kilometers or 12 months 


Inspect the exhaust system. Perform the first inspection at 
26,000 kilometers or 12 months 


5.4.4 Service at 52,000 kilometers 


+ 
+ 
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Change the engine,gil and engine oil filter) 
oe 


Rotate tires. Rotate at the-first sign of irregular, wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


5.4.5 Service at 65,000 kilometers 


+ 
+ 


Change the engine oil and engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.4.6 Service at 78,000 kilometers 


+ 
+ 


Change the engine oil and engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary 


Replace the air conditioning filter 


Inspect the brake linings, replace if necessary 
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+ Inspect the CV joints. Perform the first inspection at 26;000 
kilometers or 12 months 


+ Inspect the exhaust system. Perform the first inspection at 
26,000 kilometers or 12 months 


@ Inspect the front suspension, tie rod ends, And boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


5.4.7 Service at 91,000 kilometers 


@ Change the engine oil and engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.4.8 Service at 104,000 kilometers 


@ Change the engine oil and engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


@ Change the automatic transaxle fluid and filter if using your 
vehicle for any of the following: Police, taxi, fleet or frequent 
trailer towing. 


5.4.9 Service at 117,000 kilometers 


@ Change the engine oil and engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


+ Inspect the CV joints. Perform the first inspection at 26,000 
kilometers or 12 months 


+ Inspect the exhaust system. Perform the first inspection at 
26,000 kilometers or 12 months 


5.4.10 Service at 130,000 kilometers 


@ Change the engine oil and engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


@ If using your vehicle for any of the following; Dusty or off-road 
conditions, Inspect the engine air cleaner filter; replace if nec- 
essary 


@ Replace air conditioning filter 
@ Inspect the brake linings, replace if necessary 


@ Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play; replace if necessary 


@ Flush and replace the engine coolant at 130,000 kilometers if 
not done at 169,000 kilometers 
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5.4.11 Service at 143,000 kilometers 


+ 
+ 


Change the engine oil and engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.4.12 Service at 156,000 kilometers 


+ 
+ 


Change engine oil and replace engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 


Inspect the CV joints. Perform the first inspection at 16,000 
miles or 12 months 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


Replace the spark plugs 
Inspect and replace the PCV valve if necessary 


5.4.13 Service at 169,000 kilometers 


+ 
+ 


+ 


Change engine oil and replace engine oil filter 


Rotate tires. Rotate at the first sign of ircegular wear, even if it 
occurs earlier than the prescribed interval 


Flush and replace the engine coolant if not done at 60 months 


5.4.14 Service at 182,000 kilometers 


+ 
+ 


Change engine oil and replace;engine oil filter 


Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


If using your vehicle for any of the following: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary 


Replace the air conditioning filter 
Inspect the brake linings, replace if necessary 


Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


5.4.15 Service at 195,000 kilometers 


+ 
+ 


Change engine oil and replace engine ðitfilter FE 

| 
Rotate tires. Rotate at the first sign of irregulapwear, even if it A 
occurs earlier than the prescribed interval = 
Inspect the CV joints. Perform the first inspection at 16,000: 


miles or 12 months 


Inspect the exhaust system. Perform the first inspection at 
16,000 miles or 12 months 


Change the automatic transmission fluid and filter (s) 
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@ Replace the accessory drive belt (s) 


5.4.16 Service at 208,000 kilometers 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


Replace the engine air cleaner filter 
Replace air conditioning filter 
Inspect the brake linings, replace if necessary 
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Inspect the front suspension, ti€é rod ends, and boot seals for 
cracks or leaks and all parts*for damage, wear, improper 
looseness or end play: replace if necessary 


5.4.17 Service at 221,000 kilometers 


@ Change engine oil-and replace engine oil filter 


@ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


5.4.18 Service at 234,000 kilometers 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


+ If using your vehicle for any of the following: Dusty or off-road 
conditions. Inspect the engine air cleaner filter: replace if nec- 
essary 


@ Replace air conditioning filter 
@ Inspect the brake linings, replace if necessary 


+ Inspect the CV joints.Perform the first inspection at 16,000 
miles or 12 months 


+ Inspect the exhaust system:-Perform the first inspection at 
16,000 miles or 12 months 


@ Inspect the front suspension, tie rod ends,,and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


5.4.19 Service at 247,000 kilometers 


@ Change engine oil and replace engine oil filter 


+ Rotate tires. Rotate at the first sign of irregular wear, even if it 
occurs earlier than the prescribed interval 


1 76 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


6 MY 2010 Maintenance Intervals 
=> “6.1 MY 2010 Maintenance Intervals - USA’, page 177 
> “6.2 MY 2010 Maintenance Intervals - Canada ”, page 186 


> “6.3 MY 2010 Maintenance Intervals - Routan - USA”, 
page 195 


> “6.4 MY 2010 Maintenance Intervals - Routan - Canada”, page 
201 





6.1 MY 2010 Maintenance Intervals - USA 


ir 


Service through 35,000 miles is included in the Volkswagen Care- 
free Maintenance Program. 


> “6.1.1 Time Dependent Service”, page 177 





> “6.1.2 Service at Each 5,000 miles through 35,000 miles”, page 
178 


=> “6.1.3 Service at 10,000 miles”, page 178 
> “6.1.4 Service at 20,000 miles”, page 178 
> “6.1.5 Service at 30,000 miles”, page 179 


> “6.1.6 Service at 40,000 miles and each 5,000 miles After”, 
page 179 


> “6.1.7 Service at 40,000 miles”, page 179 

> “6.1.8 Service at 50,000 miles”, page 181 

> “6.1.9 Service at 60,000 miles”, page 181 

> “6.1.10 Service at 70,000 miles”, page<¥82 
> “6.1.11 Service at 80,000 miles”, page 182 
> “6.1.12 Service at 90,000 miles”, -Bage 183 
> “6.1.13 Service at 100,000 miles”, page 184 
> “6.1.14 Service at 110,000 milés”, page 184 
> “6.1.15 Service at 120,000 miles”, page 185 

















6.1.1 Time Dependent Service 
Every 1 Year 

Perform visual check of airbag system. 

Every 2 Years 

+ Dust and pollen filter: Replace {if applicable) 
@ Check latch for convertible roof (if applicable) 


+ Tire filler bottle in the tire mobility sêt: Check (observe expira- 
tion date) 


@ Brake fluid: Replace. First fluid replacement included under F 
the Volkswagen Carefree Maintenance Program (New Bee- A 
tle). 

ae 
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Every 3 Years, Then Every 2 Years Regardless of Miles Driven 


@ Brake Fluid: Replace. First fluid replacement includedsunder 
the Volkswagen Carefree Maintenance Program (G€, Touar- 
eg, Eos, Passat, Jetta models, GTI, Golf, Tiguan „Passat CC). 


Every 4 Years Regardless of Miles Driven 


@ Tire Filler Bottle In The Tire Mobility Set: Replace (observe 
expiration date) 


Every 6 Years Regardless of Miles Driven 
@ Spark Plugs: Replace 
+ Air Filter Element and Snow Filter: Replace and clean housing 


@ Tire Pressure Sensors: Replace (if applicable) 


6.1.2 Service at Each 5,000 miles through 
35,000 miles 


@ AdBlue Fluid: Check and add if necessary¢3.0L TDI engine 
only) 


6.1.3 Service at 10,000 miles 


a Note Fp 
ia} 


Service at 10,000 miles or one year after last service, whichever, 
occurs first. Included in the Volkswagen Carefree Maintenance 
Program 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 
@ Engine: Change oil and replace oil filter 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.1.4 Service at 20,000 miles 


(å) Note 


Service at 20,000 miles or one year after last service, whichever 
occurs first. Included in the Volkswagen Carefree Maintenance 
Program 

@ Battery: Check 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


@ Engine: Change oil and replace oil filter 
@ Fuel Filter: Replace (2.0L TDI only) 
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@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Second Battery: Check (if applicable) 


@ Fuel Filter: Drain water (3.0L TDI only) 
+ Dust and Pollen Filter: Replace (if applicable) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


@ Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.1.5 Service at 30,000 miles 


a Note 


Service at 30,000 miles or one year after last service, whichever 
occurs first. Included in the Volkswagen; Carefree Maintenance 
Program 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 
@ Engine: Change oil and replace oil filter 


@ Rear Window: Check cleaning nozzle-functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar, 


@ Tires: Rotate front to rear — 
= 

@ Windshield Washer, Headlight Cleaning System, andWiper A 
Blades: Check for damage and function, Check fluid leveband A, 


add if necessary 


6.1.6 Service at 40,000 miles and each 5,000 
miles After 


+ AdBlue Fluid: Check and add if necessary (3.0L TDI engine 
only) 


6.1.7 Service at 40,000 miles 


a Note 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 

@ Battery: Check 

+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 
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Coolant Level And Frost Protection: Check 


Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


CV Joints: Check for leaks and damage 
Door Checks and mounting pins: Lubricate 
Dust and Pollen Filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and Engine Compartment Components: Check (from 
above) for leaks and damage 


Engine and Engine Compartment Components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust System: Check for leaks, damage, and secure fittings 
Fuel Filter: Replace (2.0L, and 3.0L TDI only) 

Haldex Clutch: Change oil (if applicable) 

Headlamps: Check adjustment 


Interior Lighting and Glove Box Lights, Cigarette Lighter/Pow- 
er Outlets, Horn, and All Warning Lamps: Check 


Lighting: Check front and rear lights, Luggage Compartment 
Lighting, Turn Signals, Hazard Warning Lights, Daytime Run- 
ning Lights, Curve Lighting, and*Automatic Headlights: Check 


Power Steering: Check oildével 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Cheek condition 
Second Battery: Gheck (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Spark Plugs: Replace (2.5 and 3.2L only) 


Sunroof and Panoramic Sunroof: Check, clean, and lubricate 
(if applicable) 


Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie Rod Ends: Check for excessive play, check boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including, spare) 


Tires: Rotate front to rear 


Transmission: Automatic: Check¢luid. (3.0L TDI and 3.6 a 
Touareg) = 


Transmission: DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 


Windshield Washer, Headlight Cleaning System and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 
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6.1.8 Service at 50,000 miles 


(å) Note 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Transmission: Automatic (non DSG): Change Fluid (2.5L Jetta 
models, NB, NBC and Golf) 


Windshield Washer, Headlight Cleaning System and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.1.9 Service at 60,000 miles 


(E) ot 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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Air Filter Element and Snow Filter: Replace and clean housing 
(if applicable} 


Battery: Check 


Brakes: Inspectbrake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check Brake fluid level 


Engine: Change oil’and replace oil filter 
Fuel Filter: Replace (2°0,L TDI only) 


fy 
Fuel Filter: Drain water (3.0 L, TDI only) =| 
Dust and Pollen Filter: Replace (iffapplicable) de, 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Spark Plugs: Replace (2.0T, 3.6L and 4.2L only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
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@ Windshield Washer, Headlight Cleaning System and Wiper 
Blades: Check for damage and function. Check fluid level and 
add if necessary 


6.1.10 Service at 70,000 miles 


(å) Note 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


@ Brake Pads: Check thickness and brakķeedisc condition (front 
and rear) 
@ Engine: Change oil and replaceðil filter 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the-date of the next service on the service 
sticker and apply to thesdriver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield, Headlamp-Washer Systems and Wiper Blades: 
Check for damage and function. Check fluid level and add if 
necessary 


6.1.11 Service at.80,000 miles 


(å) Note 


Service at 80,000 miles or oneyear after last service, whichever 
occurs first. 

@ Battery: Check 

@ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, braké’disc con- 
dition and check brake fluid level 


+ Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant Level and Frost Protection: Check 
CV Joints: Check for leaks and damage 
Door Checks and Mounting Pins: Lubricate 
Dust and Pollen Filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


©» ©% © Oe Oo O 


Engine and Engine Compartment Components: Check (from 
above) for leaks and damage 


@ Engine and Engine Compartment Components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


@ Exhaust System: Check for leaks, damage, and secure fittings 
@ Fuel Filter: Replace (2.0 L, and 3.0 L TDI only) 
@ Haldex Clutch: Change oil (if applicable) 
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Headlamps: Check adjustment 


Interior Lighting and Glove Box Lights, Cigarette Lighter/Pow- 
er Outlets, Horn, and All Warning Lamps: Check 


Lighting: Check front and rear lights, luggage compartment 
lighting, turn signals, hazard warning lights, daytime running 
lights, curve lighting, and automatic headlamps 


Power Steering: Check Oil Level 


Rear Window: Check Cleaning Nozzle Functionality (if appli- 
cable) 


Ribbed V-belt: Check Condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the nexťservice on the service 
sticker and apply to the driver sidẹðoor pillar 


Spark Plugs: Replace (2.5 and3.2L only) 


Sunroof and Panoramic Sufroof: Check, clean, and lubricate 
(if applicable) 


Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie Rod Ends: Check ‘for excessive play, check boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to year 
Transmission: DSG: Change fluid and filter 
Underbody Sealant: IAspect for damage 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.1.12 | Service at 90;000 miles 


E ve © 


A 


Service at 90,000 miles or one year after lastservice, whichever x^ 
occurs first. 


+ 


+ 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 
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6.1.13 Service at 100,000 miles 


(å) Note 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 
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Battery: Check 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Engine: Changé oil and replace oil filter 

Dust and Pollen Filter: Replace (if applicable) 
Fuel Filter: Replace (2.0 L TDI only) 

Fuel Filter: Drain water (3.0 L TDI only) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery:<Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enterthe date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Check tread depth; condition, wear pattern, and pres- 

sure of all tires (including spare) © 
Tires: Rotate front to rear A 
Transmission: Automatic (non DSG): Change Fluid (2.5L Jetta 
models, NB, NBC and Golf) 


Windshield Washer, Headlight Cleaning System and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.1.14 Service at 110,000 miles 


(å) Note 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Timing Belt: Replace (if applicable, except 2.0 L TDI) 
Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 
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6.1.15 Service at 120,000 miles 


(å) Note 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 


+ 


+ 
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Air Filter Element and Snow Filter: Replace and clean housing 
(if applicable) 


Battery: Check 
Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant Level and Frost Protection: Check 
CV Joints: Check for leaks and damage 


Diesel Particulate Filter: (ONLY after 120,000, miles) Check 
ash loading according to manufacturer.work procedure; Re- 
place if necessary. NOTE: If DPF replacement is not neces- 
sary, perform check every 20,000 miles thereafter until 
replacement becomes necessary. Subsequent DPF replace- 
ment interval is a minimumyvof 120,000 miles thereafter. (2.0 L 
and 3.0 L TDI engine only) 


Door Checks and Mounting Pins: Lubricate 
Dust and Pollen Filter: Replace (if applicable) 
Engine: Change oi! and replace oil filter 


Engine and Engine Compartment Components: Check (from 
above) for leaks and damage 


Engine and Engine Compartment Components: Check (from 
below) for leaks‘and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust System::Check for leaks, damage, and secure fittings 
Fuel Filter: Replace (2.0 L, and 3.0 L TDI only) 

Haldex Clutch: Change oil (if applicable) 

Headlamps: Check adjustment 


Interior Lighting and Glove Box Lights, Cigarette Lighter/Pow- 
er Outlets, Horn and All Warning Lamps: Check 


Lighting: Check front and rearlights, luggage compartments 
lighting, turn signals, hazard warning lights, daytime running? 
lights, curve lighting, and automatic;headlights ty 


Power Steering: Check oil level 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 
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@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


@ Spark Plugs: Replace (All engines except TDI) 


@ Sunroof and Panoramic Sunroof: Check, clean, and lubricate 
(if applicable) 


+ Road Test: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


@ Tie Rod Ends: Check for excessive play, check boots 
Timing Belt: Replace (2.0 L TDI only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 
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Tires: Rotate front to rear 
Transmission: DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 
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Windshield Washer, Headlight Cleaning System and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


Edition 01/12/2015 


6.2 MY 2010 Maintenance Intervals - Can- 
ada 


> “6.2.1 Time Dependent Service”, page 186 





> “6.2.2 Service at 15,000 kilometers or one year from vehicle in- 
service date”, page 187 


> “6.2.3 Service at 30,000 kilometers”, page 187 

> “6.2.4 Service at 45,000 kilometers”, page 188 

> “6.2.5 Service at 60,000 kilometers ”, page 188 
> “6.2.6 Service at 75,000 kilometers”, page 190 

> “6.2.7 Service at 90.000 kilometers”, page 190 

2> “6.2.8 Service at 105,000 kilometers”, page 191 
> “6.2.9 Service at 120,000 kilometers”, page 191 
> “6.2.10 Service at 135,000 kilometers”, page 492 
> “6.2.11 Service at 150,000 kilometers”, page193 
> “6.2.12 Service at 165,000 kilometers”, pageãñ93 
> “6.2.13 Service at 180,000 kilometers”, page 194 



































6.2.1 Time Dependent Service 
Every 1 Year 

Perform visual check of airbag system. 

Every 2 Years 

Dust and pollen filter: Replace (if applicable) 
@ Brake fluid: Replace (New Beetle) 


BE 


k 


@ Check latch for convertible roof (if applicable) 
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+ Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


Every 3 Years, then Every 2 Years Regardless of kilometers Driv- 
en 


@ Brake fluid: Replace (Touareg, Eos, Passat, Jetta models, 
GTI, Golf, Tiguan, Passat CC) 


Every 4 Years Regardless of kilometers Driven 


+ Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 Years 

@ Spark Plugs: Replace 

@ Air filter element: Replace and clean housing 

+ Tire pressure sensors: Replace (where applicable) 
Brake Fluid Replacement 


The brake fluid must be replaced every 2 years regardless of 
kilometers driven, and every 2 years thereafter regardless of kilo- 
meters driven (New Beetle) 


The brake fluid’must be replaced every 3 years regardless of 
kilometers‘driven, and every 2 years thereafter regardless of kilo- 
metersedriven (Touareg, Eos, Passat, Jetta models, GT;.Golf, 
Tiguan, Passat CC) 


6.2.2 Service at 15,000 kilometers or one year 
from vehicle in-service date 
a Note 


Service at 15,000 km or one year trom vehicle in-service date, 
whichever occurs first. 
+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ ‘Service Label: Enter the date of the next service on the service 
sti¢ker and apply to the driver sigsploor pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.3 Service at 30,000 kilometers 


B Note 


Service at 30,000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
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Battery: Check 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Engine: Change oil and replace oil filter 

Dust and Pollen Filter: Replace (if applicable) 
Fuel Filter: Replace (2.0 L TDI only) 

Fuel Filter: Drain water (3.0 L TDI only) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.4 Service at 45,000 kilometers 


a Note 


Service at 45,000 km or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.5 Service at 60,000 kilometers 


(å) Note 


Service at 60,000 km or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
Battery: Check 
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Body: Visual inspection for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Coolant Level And Frost Protection: Check 


Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


CV joints: Check.for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and.engine compartment components: Check (from 
above) for leaks and damage 


Engine andsengine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel Filter: Replace (2.0 L TDI and 3.0 L TDI only) 

Haldex clutch: Change oil (if applicable) 

Headlamps: Check adjustment 


Interior Lighting and Glove Box Lights, Cigarette Lighter/Pow- 
er Outlets, Horn, and All Warning Lamps: Check R 


F 


Lighting: Check front and réar lights, luggage compat ent 
lighting, turn signals, hazard warning lights, daytime funning 
lights, curve lighting, and automatic‘headlights 


Power Steering: Check oil level (if applicable) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Spark Plugs: Replace (2.5, 3.2, and 3.6 L only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie Rod Ends: Check for excessive play, check boots 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 

Transmission: Automatic: Check fluid 
Transmission: DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 


All 2000 > 


6. MY 2010 Maintenance Intervals 1 89 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.6 Service at 75,000 kilometers 


a Note 


Service at 75,000 km or one year after last service, whichever 
occurs first. 
+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.7 Service at 90.000 kilometers 


a Note 


Service at 90,000 km or one year after last service, whichever 
occurs first. 
@ AdBlue® Fluid: Check and add if necessary (3;0°L TDI only) 


+ Air Filter Element and Snow Filter: Replace and clean housing 
(if applicable) 


@ Battery: Check 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


+ 


Dust and Pollen Filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 

Fuel Filter: Replace (2.0 L TDI only) 

Fuel Filter: Drain water (3.0:L TDI only) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery: Check (if applicable) 
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Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side-door pillar 


@ Spark Plugs: Replace (2.0 L gasoliné’engine only) 
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@ Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.8 Service at 105,000 kilometers 


(à) Note 


Service at 105,000 km or one year after last service, whichever 
occurs first. 
+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


@ Brake Pads: Check thickness andrake disc condition(front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ Rear Window: Gheck cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add iftnecessary 


6.2.9 Service at 120,000 kilometers 


B Notë 


Service at 120,000 km or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid; Check and add if necessary (3.0 L TDI only) 
@ Battery: Check oul 
i 

+ Body: Visual inspection, for corrosion PN 

+ Brakes: Inspect brake systém,and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 

@ Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 

Coolant level and frost protection: Check 

@ CV joints: Check for leaks and damage 

@ Door checks and mounting pins: Lubricate 

+ Dust and pollen filter: Replace (if applicable) 

@ Engine: Change oil and replace oil filter 

@ Engine and engine compartment components: Check (from 


above) for leaks and damage 
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@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel Filter: Replace (2.0 LTDI and 3.0 L TDI only) 

Haldex clutch: Change oil (if applicable) 

Headlamps: Check adjustment 


© © > Oe > 


Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


@ Lighting: Check front and rear lights, luggage compartment 
lighting, turn signals, hazard warning lights, daytime running 
lights, curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level (if applicable) 


+ 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 
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Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Spark Plugs: Replace (2.5, 3.2, and 3.6 L only) 
Spark Plugs: Replace (2.0L gasoline engines only) 


> > 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


@ Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


@ Tie Rod Ends: Check for excessive play, check boots 


+ 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 

Transmission: Automatic: Check fluid 
Transmission: DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 
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Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and ftinction, Check fluid level and 
add if necessary 


6.2.10 Service at 135,000 kilometers 


(å) Note 


Service at 135,000 km or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
@ Brake Pads: Check thickness and brake disc condition (front 


and rear) FD 
E 

@ Engine: Change oil and replace oil filter A 
= 
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@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.11 Service at 150,000 kilometers 


[a] Note 


Service at 150,000 km or one year after last service, whichever 
occurs first. 

+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
@ Battery: Check 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Engine: Change oil and replace oil filter 

Dust and Pollen Filter: Replace (if applicable) 
Fuel Filter: Replace (2.0 L TDI only) 

Fuel Filter: Drain water (3.0 L TDI only) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 
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Second Battery: Check (if applicable) 


+ 


Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver sidé door pillar 


@ Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Gleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.12 Service at 165,000-kilometers 


B Note 


Service at 165,000 km or one year after last Service, whichever 
occurs first. 
@ AdBlue® Fluid: Check and add if necessary (3.0 L TBDkọnly) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


pe 
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Rear Window:.€heck cleaning nozzle functionality (if appli¢a- 
ble) 


Service.Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Timing Belt: Replace (if applicable except 2.0 L TDI) 
Fires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


6.2.13 Service at 180,000 kilometers 


(å) Note 


Service at 180,000 km or one year after last service, whichever 
occurs first. 
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AdBlué® Fluid: Check and add if necessary (3.0 L TDI only) 
Battery: Check 3 

fy 
Body: Visual ‘inspection for corrosion 8 

“absorber forNeaks 


Brakes: Inspect brake;system and shoc 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 


Diesel particulate filter: (ONLY after 180,000 km.) Check ash 
loading according to manufacturer work procedure; Replace if 
necessary. NOTE: If DPF replacement is not necessary, per- 
form check every 30,000 km thereafter until replacement be- 
comes necessary. Subsequent DPF replacement interval is a 
minimum of 180,000 km thereafter. (2.0 L and 3.0 L TDI engine 
only) 


Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel Filter: Replace (2.0 L and 3.0 L TDI only) 

Haldex Clutch: Change oil (if applicable) 

Headlamps: Check adjustment 


Interior Lighting And Glove Box Lights, Cigarette Lighter/Pow- 
er Outlets, Horn, And All Warning Lamps: Check 
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@ Lighting: Check front and rear lights, luggage compartment 
lighting, turn signals, hazard warning lights, daytime running 
lights, curve lighting, and automatic headlights: Check 

@ Power Steering: Check oil level (if applicable) 

@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 

@ Ribbed V-belt: Check condition 

@ Second Battery: Check (if applicable) 

@ Service Interval Display: Reset 

@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 

@ Spark Plugs: Replace (2.5, 3.2, and 3.6 L only) 

@ Spark Plugs: Replace (2.0L gasoline engines only) 

@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 

@ Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 

@ Tie Rod Ends: Check for excessive play and check boots 

@ Timing Belt: Replace (2.0 L TDI only) 

@ Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 

@ Tires: Rotate front to rear 

@ Transmission: Automatic: Check fluid 

@ Transmission: DSG: Change fluid and filter 

+ Underbody Sealant: Inspect for damage 

@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 

6.3 MY 2010 Maintenance Intervals - Rou- 


tan - USA 


a Note 


Service through 36,000 miles is included in the Volkswagen Care- 
free Maintenance Program. 
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> “6.3.1 Service at 6,000 miles”, page 196 

> “6.3.2 Service at 12,000 miles”, page 196 

> “6.3.3 Service at 18,000 miles”, page 196 

> “6.3.4 Service at 24,000 miles”, page 197 

> “6.3.5 Service at 30,000 miles”, page 197 

> “6.3.6 Service at 36,000 miles”, page 197 

> “6.3.7 Service at 42,000 miles”, page 197 

> “6.3.8 Service at 48,000 miles”, page 197 

> “6.3.9 Service at 54,000 miles”, page 197 

> “6.3.10 Service at 60,000 miles”, page 198 
> “6.3.11 Service at 66,000 miles”, page.498 
> “6.3.12 Service at 72,000 miles”, page 198 
> “6.3.13 Service at 78,000 miles”, Gage 198 
> “6.3.14 Service at 84,000 miles”»page 198 
> “6.3.15 Service at 90,000 miles®, page 198 
> “6.3.16 Service at 96,000 miles”, page 199 
> “6.3.17 Service at 102,000 miles”, page 199 
> “6.3.18 Service at 108,000 miles”, page 199 
> “6.3.19 Service at 114,000 miles”, page 199 
> “6.3.20 Service at 120,000 miles”, page 199 
> “6.3.21 Service at 126,000 miles% page 200 
> “6.3.22 Service at 132,000 miles”, page 200 
> “6.3.23 Service at 138,000 miles”, page 200 
> “6.3.24 Service at 144,000 miles”, page*200 
> “6.3.25 Service at 150,000 miles”, page 200 


6.3.1 Service at 6,000 miles 


@ Change engine oil and replace engine oil filter 





























Rotate tires 


6.3.2 Service at 12,000 miles 


+ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


6.3.3 Service at 18,000 miles 


@ Change engine oil and replace engine oil filter 
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Rotate tires 


6.3.4 Service at 24,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


6.3.5 Service at 30,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 
@ Replace engine air cleaner filter 


6.3.6 Service at 36,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 


Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


6.3.7 Service at 42,000 miles 


+ Change engine oil and replace engine oil filter 
@ Rotate tires 


6.3.8 Service at 48,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, rol? if necessary 
Inspect CY Joints = 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


6.3.9 Service at 54,000 miles 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 
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6.3.10 Service at 60,000 miles 


Change engine oil and replace engine oil filter 
Rotate tires 

Flush and replace the engine coolant 
Replace engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


@ Change automatic transaxle fluid and filter if using your vehicle 
for any of the following: Police, taxi, fleet or frequent trailer 
towing 


6.3.11 Service at 66,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


6.3.12 Service at 72,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wéar, improper 
looseness or end play: replace if necessary 


6.3.13 Service at 78,000 miles 


@ Change engine oil and replace engine oil filter 


Rotate tires fy 
6.3.14 Service at 84,000 miles A 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 

@ Inspect engine air cleaner filter 

@ Replace air conditioning filter (4.0L only) 

Inspect the front suspension, tie rod ends, and boot seals for 


cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


@ Inspect the brake linings, replace if necessary 


6.3.15 Service at 90,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 
@ Replace engine air cleaner filter 
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@ Inspect and replace PCV valve,if necessary 


6.3.16 Service at 96,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine.air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the:front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


6.3.17 Service at 102,000 miles 


Change engine. oil and replace engine oil filter 
Rotate tires 

Flush and replace engine coolant 

Replace ignition cables,(3.8L engine) á 


3 


2 7 
Di 


Replace spark plugs (3.8L and 4.0L engine) 
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Replace timing belt (4.0L engine) 
6.3.18 | Service at 108,000 miles 


Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 


6.3.19 Service at 114,000 miles 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 


6.3.20 Service at 120,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Replace engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary 
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@ Change automatic transaxle fluid and filter 
@ Replace accessory belt drive 


6.3.21 Service at 126,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


6.3.22 Service at 132,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 

@ Inspect engine air cleaner filter 

@ Replace air conditioning filter (4.0L only) 

@ Inspect the front suspension, tie rod ends, and boot seals for 


cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if nécessary 


@ Inspect the brake linings, replacezif necessary 


6.3.23 Service at 138,000 miles 


+ Change engine oil and replace engine oil filter 
@ Rotate tires 


6.3.24 Service at 144,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4,0L only) 
Inspect the brake linings, replacé.if necessary 
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Inspect the front suspension, tie rodends, and boot seals for 
cracks or leaks and all parts for damage, wear, improper 
looseness or end play: replace if necessary p 


6.3.25 Service at 150,000 miles 


@ Change engine oil and replace engine oil filter 


pe 
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@ Rotate tires 
@ Replace engine air cleaner filter 
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6.4 MY 2010 Maintenance Intervals - Rou- 


tan - Canada 
> “6.4.1 Service at 10,000 kilometers”, page 201 
> “6.4.2 Service at 20,000 kilometers”, page 201 
> “6.4.3 Service at 30,000 kilometers”, page 202 
> “6.4.4 Service at 40,000 kilometers”, page 202 
> “6.4.5 Service at 50,000 kilometers”, page 202 


> “6.4.6 Service at 60,000 kilometers”, page 202 
> “6.4.7 Service at 70,000 kilometers”, page 202 


> “6.4.8 Service at 80,000 kilometers”, page 202 
> “6.4.9 Service at 90,000 kilometers”, page 202 
> “6.4.10 Service at 100,000 kilometers”, page 203 
> “6.4.11 Service at 110,000 kilometers”, page 203 


> “6.4.12 Service at 120,000 kilometers”, page 203 
> “6.4.13 Service .at4130;600 kilometers%,page 203 


> “6.4.14 Service at 140,000 kilometers”, page’203 
> “6.4015 Service at 150,000 kilometers”, page 203 
="6.4.16 Service at 160,000 kilometers”, page 204 
> “6.4.17 Service at 170,000 kilometers”, page 204 


> “6.4.18 Service at 180,000 kilometers”, page 204 
> “6.4.19 Service at 190,000 kilometers”, page 204 


> “6.4.20 Service at 200,000 kilometers”, page 204 
> “6.4.21 Service at 210,000 kilometers”, page 205 
> “6.4.22 Service at 220,000 kilometers”, page 205 
> “6.4.23 Service at 230,000 kilometers”, page 205 
> “6.4.24 Service at 240,000 kilometers”, page 205 
> “6.4.25 Service at 250,000 kilometers”, page 205 


6.4.1 Service at 10,000 kilometers 


+ Change engine oil and replace engine oil filter 





























* Rotate tires 


6.4.2 Service at 20 000 kilometers 


+ Change engine oil and replace@ane oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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place if necessary 


Inspect the front suspension, tie rod ends, and boot seals: re- 
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6.4.3 Service at 30,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


6.4.4 Service at 40,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.5 Service at 50,000 kilometers 
@ Change engine-oil and replace engine oil filter 
@ Rotate tires 

@ Replace engine air cleaner filter 

6.4.6 Service at 60,000 kilometers 


@ Change enginetoil and replace engine oil filter 


+ Rotate tires 

@ Inspect engine ait cleaner filter 

@ Replace air conditiâning filter (4.0L only) 

@ Inspect the brake linifgs, replace if necessary 

@ Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary £] 

6.4.7 Service at 70,000 kilometers A 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 


6.4.8 Service at 80,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.9 Service at 90,000 kilometers 


@ Change engine oil and replace engine oil filter 


202 Rep. Gr.03 - Maintenance, Diagnosis 


Maintenance Intervals - Edition 07.2014 


+ Rotate tires 


6.4.10 Service at 100,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Replace engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Flush and replace the engine coolant 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


@ Change automatic transaxle fluid and filter if using your vehicle 
for any of the following: Police, taxi, fleet or frequent trailer 
towing 


6.4.11 Service at 110,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


6.4.12 Service at 120,000 kilometers 


@ Change engine oil and replace engine oilfilter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, repla¢e if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.13 Service at 130,000 kilometers 


@ Change engine oil and replacesengine oil filter 
@ Rotate tires 


6.4.14 Service at 140,000:kilometers 


@ Change engine oil and replace engine oil filter 


Rotate tires F 
Inspect engine air cleaner filter A 
Replace air conditioning filter (4.0L only) = 


Inspect the brake linings, replace if necessary 


“ft > >è o 


Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.15 Service at 150,000 kilometers 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 
@ Replace engine air cleaner filter 
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@ Inspect and replace PCV valve if necessary 


6.4.16 Service at 160,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.17 Service at 170,000 kilometers 


Change engine oil and replace engine oil filter 
Rotate tires 

Flush and replace engine coolant 

Replace ignition cables (3.8L engine) 
Replace spark plugs (3.8L and 4.0L engine) 
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Replace timing belt (4.0L engine) 
6.4.18 Service at 180,000 kilometers 


Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.19 Service at 190,000 kilometers 


@ Change engine oil and replace engine oibfilter 


+ Rotate tires 


6.4.20 Service at 200,000 kilometėrs 


Change engine oil and replace engine oil filter 


+ 


Rotate tires Ie 
Replace engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect the brake linings, replace if necessary 
Inspect CV Joints 

Inspect exhaust system 

Flush and replace the engine coolant 


“ff oo ooo oo o 


Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


+ 


Change automatic transaxle fluid and filter 
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@ Replace accessory belt drive 


6.4.21 Service at 210,000 kilometers 


+ Change engine oil and replace engine oil filter 
@ Rotate tires 


6.4.22 Service at 220,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 
Inspect engine air cleaner filter 


Replace air conditioning filter (4.0L only) 
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Inspect the front suspension, tie rod ends, and böòt seals: re- 
place if necessary 


@ Inspect the brake linings, replace if necessary 


6.4.23 Service at 230,000°kilometers 


@ Change engine oil and replacecéngine oil filter 
+ Rotate tires 


6.4.24 Service at 240,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner-filter 

Replace air conditioning filter (4.0L only) 


Inspect the brake linings, replace if necessary 
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Inspect the front suspension, tie rod ends, and boot seals: re- 
place if necessary 


6.4.25 Service at 250,000 kilometers 


@ Change engine oil and replace engine oil filter 


+ Rotate tires N 
; i , = 

@ Replace engine air cleaner filter A 
hex A, 
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7 MY 2009 Maintenance Intervals 
> “7.1 MY 2009 Maintenance Intervals - USA”, page 206 
> “7.2 MY 2009 Maintenance Intervals - Canada”, page 215 


> “7.3 MY 2009 Maintenance Intervals - Routan - USA”, 
page 224 


> “7.4 MY 2009 Maintenance Intervals - Routan - Canada”, page 
229 





7.1 MY 2009 Maintenance Intervals - YSA 


a Note 


Service through 35,000 miles is included in the Volkswagen Care- 
free Maintenance Program. 


> “7.1.1 Time-Dependent Maintenance Items”, page 206 





> “7.1.2 Service every 5,000 miles”, page 207 
> “7.1.3 Service at 10,000 miles”, page 207 

> “7.1.4 Service at 20,000 miles”, page 207 

> “7.1.5 Service at 30,000 miles”, page 208 

> “7.1.6 Service at 40,000 miles”, page 208 

> “7.1.7 Service at 50,000 miles”, page 209 

> “7.1.8 Service at 60,000 miles”, page 210 

> “7.1.9 Service at 70,000 miles”, page 210 

> “7.1.10 Service at 80,000 miles”, page 211 
> “7.1.11 Service at 90,000 miles”, page 212 
> “7.1.12 Service at 100,000 miles”, page 212 
> “7.1.13 Service at 110,000 miles”, page 213 
> “7.1.14 Service at 120,000 miles”, page 213 
> “7.1.15 Service at 130,000 miles”, page 214 











} 
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7.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

+ Dust and pollen filter: Replace (if applicable) 

@ Check latch for convertible roof (if applicable) 


Tire filler bottle in the tire mobility set: Check (observe expira- 
tion date) 


@ Brake Fluid: Replace (New Beetle) 
Every 3 years, then every 2 years regardless of miles driven 


@ Brake Fluid: Replace (Touareg, Eos, Passat, Jetta models, 
GTI, Rabbit, Tiguan, Passat CC) 


Every 4 years regardless of miles driven 


+è Tire Filler Bottle In The Tire Mobility Set: Replace (Observe 
Expiration Date) 
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Every 6 years regardless of miles driven 
@ Spark Plugs: Replace 
+ Air Filter Element: Replace and clean housing 


@ Tire Pressure Sensors: Replace (where applicable) 


7.1.2 Service every 5,000 miles 
+ AdBlue Fluid: Check and add fluid if necessary (3.0L TDI only) 


7.1.3 Service at 10,000 miles 


a Note 


Service at 10,000 miles or one year after last service, whichever 
occurs first. 


Brake Pads: Check thickness 
Engine: Change oil and replace oil filter 
Headlamps: Check cleaning nozzle functionality (if applicable) 
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Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


+ 


@ Service label: Enter the date of the next service on the service 
label and apply to the driver's side door pillar 


@ Tires: Rotate frontitotear 
@ Windshield: Check cleaning nozzle functionality 
+ Wiper Blades: Check functionality 


7.44 Service at 20,000 miles 


(å) Note 


Service at 20,000 miles or one year after last service, whichever 
occurs first. 
@ Battery: Check 


Brakes: Inspect brake system for leaks and damage, check 
thickness of brake pads and check brake fluid level 


+ 


Engine: Change oil and replace oil filter 

Fuel Filter: Replace (2.0L TDI only) 

Fuel Filter: Drain water (3.0L TDI only) 

Headlamps: Check cleaning nozzle functionality (if applicable) 
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Rear Window: Check cleaning nozzle functionality (if applic& 
ble) 


Second Battery: Check (if applicaiig) 
ServiceInterval Display: Reset A 


+ > 


@ Service label: Enter the date of ane, service on the service 
label and apply to the driver's side‘door pillar 


@ Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 
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@ Tires: Rotate front to rear 
@ Windshield: Check cleaning nozzle functionality 
@ Wiper Blades: Check functionality 


7.1.5 Service at 30,000 miles 


B Note 


Service at 30,000 miles or one year after last service, whichever 
occurs first. 


Brake Pads: Check thickness 
Engine: Change oil and replace-oil filter 
Headlamps: Check cleaning nozzle functionality (if applicable) 
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Rear Window: Check cleaningSnozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


+ 


Service label: Enter the date ofthe next service on the service 
label and apply to the driver's side door pillar 


@ Tires: Rotate front to rear 
@ Windshield: Check cleaning nozzle, functionality 
@ Wiper Blades: Check functionality 


7.1.6 Service at 40,000 miles 


[o 
(å) Note A 


Service at 40,000 miles or one year after last service, whichever 
occurs first. 

@ Battery: Check 

+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system for leaks and damage, check 
thickness of brake pads, and check brake fluid level 


@ Coolant Level And Frost Protection: Check 


+ 


Convertible Roof: Check for function and damage, clean and 
lubricate (if applicable) 


CV Joints: Check for leaks and damage 
Door Checks: Lubricate 
Engine: Change oil and replace oil filter 
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Engine and Engine Compartment Components: Check (from 
above) for leaks and damage 


+ 


Engine and Engine Compartment Components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust System: Check for leaks, damage, and secure fittings 
Fuel Filter: Replace (TDI engines only) 
Haldex Clutch: Change oil (if applicable) 
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Headlamps: Check cleaning nozzle functionality (if applicable) 
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@ Interior and Glove Box Lamps, Cigarette Lighter/Power Out- 
lets, Horn, And All Warning Lamps: Check 


+ Headlamps: Check adjustment 


@ Power Steering: Check oil level 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Retractable Hard Top: Check for function and damage (if ap- 
plicable) 


Ribbed V-belt: Check condition 
Second Battery: Gheck (if applicable) 
Service Interval Display: Reset 
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Service Label: Enter the date of the next service on the service 
label anðapply to the driver's side door pillar 


SparkPlugs: Replace (1.9L, 2.5L and 3.2L only) 
Sunroof: Check, clean, and lubricate (if applicable) 
TieRod Ends: Check for excessive play, check boots 
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Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 

DSG Transmission: Change fluid and filter 
Underbody Sealant: Inspect for damage 
Windshield: Check cleaning nozzle functionality 
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Windshield Washer system: Check function and fluid level 
(add ifnecessary), and inspect for damage 


+ 


Wiper Blades: Check functionality 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary 


Test drive and finaPcheck A 
7.1.7 Service at 50;000_miles 


B Note 


Service at 50,000 miles or one year after last service, whichever 
occurs first. 


Brake Pads: Check thickness 
Engine: Change oil and replace oil filter 
Headlamps: Check cleaning nozzle functionality (if applicable) 
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Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


+ 


Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
label and apply to the driver's side door pillar 


¢ Tires: Rotate front to rear 


@ Transmission: Automatic: Change Fluid (2.5L Jetta models, 
NB, NBC, Rabbit and Golf) 


@ Windshield: Check cleaning nozzle functionality 
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+ Wiper Blades: Check functionality 
7.1.8 Service at 60,000 miles 


a Note 


Service at 60,000 miles or one year after last service, whichever 
occurs first. 

@ Air filter element: Replace and clean housing (if applicable) 

@ Battery: Check 


Brake pads: Inspect brake system for leaks and damage, 
check thickness of brake pads, and check brake fluid level 


+ 


Engine: Change oil and replace oil filter 

Fuel Filter: Replace (2.0L TDI only) 

Fuel Filter: Drain water (3.0L TDI only) 

Headlamps: Check cleaning nozzle functionality (if applicable) 


“ft >è > >è 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


+ 


Second Battery: Check (if applicable) 


+ 


Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
label and apply to the driver's side door pillar 


@ Spark Plugs: Replace (1s8B)2.0L, 3.6L and 4:2loenly) 


@ Tires: Check tread’depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


@ Tires: Rotate front to rear 
@ Windshield: Check cleaning nozzle functionality 
@ Wipér Blades: Check functionality 


7.1.9 Service at 70,000 miles 


a Note 


Service at 70,000 miles or one year after last service, whichever 
occurs first. 


Brake Pads: Check thickness 
Engine: Change oil and replace oil filter 
Headlamps: Check cleaning nozzle functionality (if applicable) 
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Reär Window: Check cleaning nozzle functionality (if applica- 
ble) 


+ 


Serviceđnterval Display: Reset 


+ Service label: Enter the date of the next s&fyice on the service 
label and apply.to the driver's side door per 
pak 


@ Tires: Rotate front to’rear 
@ Windshield: Check cleaning nozzle functionality 
@ Wiper Blades: Check functionality 
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7.1.10 Service at 80,000 miles 


B Note 


Service at 80,000 miles or one year after last service, whichever 
occurs first. 

@ Battery: Check 

@ Body: Visual inspection for corrosion 


+ Brakes: Inspect brake system for leaks and damage, check 
thickness of brake pads, and check brake fluid level 


@ Convertible Roof: Check for function and damage, clean and 
lubricate (if applicable) 


Coolant Level And Frost Protection: Check 
CV Joints: Check for leaks and damage 
Door Checks: Lubricate 

Engine: Change oil and replace oil filter 
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Engine and Engine Compartment Components: Check (from 
above) for leaks and damage 


+ 


Engine and Engine Compartment Components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


Exhaust System: Check for leaks, damage, and secure fittings 
Fuel Filter: Replace (TDI engines only) 

Haldex Clutch: Change oil (if applicable) 

Headlamps: Check cleaning nozzle functionality (if applicable) 
Headlamps: Check adjustment 
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Interior and Glove Box Lamps, Cigarette Lighter/Power Out- 
lets, Horn, and All Warning Lamps: Check 


+ 


Power Steering: Check oil level 


+ 


Retractable Hard Top: Check for function and damage (if ap- fy 


plicable) A 


@ Rear Window: Check cleaning nozzle functionality (if applica; 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 
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Service Label: Enter the date of the next service on the service 
label and apply to the driver's side door pillar 


Spark Plugs: Replace (1.9L, 2.5L and 3.2L only) 
Sunroof: Check, clean, and lubricate (if applicable) 
Tie Rod Ends: Check for excessive play, check boots 
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Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


+ 


Tires: Rotate front to rear 


+ 


DSG Transmission: Change fluid and filter 
@ Underbody Sealant: Inspect for damage 
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+ 


Windshield: Check cleaning nozzle functionality 


Windshield and Headlamp Washer Systems: Check function 
and fluid level (add if necessary), and inspect for damage 


Wiper Blades: Check functionality 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


Test drive and final check 


7.1.11 Service at 90,000 miles 


[4] Note 


Service at 90,000 miles or one year after last service, whichever 
occurs first. 
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+ 
+ 
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Brake Pads: Check thickness 
Engine: Change oil and replace oil filter 
Headlamps: Check cleaning nozzle functionality (if applicable) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the,service 
label and apply to the driver's side door pillar 


Tires: Rotate front to rear 
Windshield: Check cleaning nozzle furictionality 
Wiper Blades: Check functionality. 


7.1.12 | Service at 100,000 miles 


[a] Note 


Service at 100,000 miles or one year after last service, whichever 
occurs first. 


+ 
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Battery: Check 


Brakes: Inspect brake system for leaks and damage, check 
thickness of brake pads, and check brake fluid level. 


Engine: Change oil and replace oil filter 
Fuel Filter: Replace (2.0L TDI only) 
Headlamps: Check cleaning nozZle functionality (if applicable) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery: Check (if applicable) 


— 
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Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
label and apply to the driver's side door pillar 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 
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@ Transmission: Automatic: Change Fluid (2.5L Jetta models; 
NB, NBC, Rabbit and Golf) 


@ Windshield: Check cleaning nozzle functionality 
@ Wiper Blades: Check functionality 


7.1.13 Service at 110,000 miles 


B Note 


Service at 110,000 miles or one year after last service, whichever 
occurs first. 

Brake Pads: Check thickness 

Engine: Change oil and replace oil filter 

Headlamps: Check cleaning nozzle functionality (if applicable) 
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Rear Window: Check cleaningsnozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


+ 


@ Service Label: Enter the date of th&next service on the service 
label and apply to the driver's side door pillar 
@ Timing Belt: Replace (if applicable) 
+ Tires: Rotate front to rear E 
@ Windshield: Check cleaning nozzle functionality A 


@ Wiper Blades: Check functionality 
7.1.14 Service at 120,000 miles 


lis 


Service at 120,000 miles or one year after last service, whichever 
occurs first. 

@ Battery: Check 

+ Body: Visual inspection for corrosion 


@ Brakes: Inspect brake system for leaks and damage, check 
thickness of brake pads, and check brake fluid level 


@ Convertible Roof: Check for function and damage, clean and 
lubricate (if applicable) 


Coolant Level And Frost Protection: Check 
CV Joints: Check for leaks and damage 
Diesel Particle Filter: Check 

Door Checks: Lubricate 

Engine: Change oil and replace oil filter 
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Engine and Engine Compartment Components: Check (from 
above) for leaks and damage 


@ Engine and Engine Compartment Components: Check (from 
below) for leaks and damage, check transmission, final drive, 
and drive shaft boots 


@ Exhaust System: Check for leaks, damage, and secure fittings 
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Fuel Filter: Replace (TDI engines only) 

Haldex Clutch: Change oil (if applicable) 

Headlamps: Check cleaning nozzle functionality (if applicable) 
Headlamps: Check adjustment 


Interior and Glove Box Lamps, Cigarette Lighter/Power Out- 
lets, Horn, and All Warning Lamps: Check 


Power Steering: Check oil level 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Retractable Hard Top: Check for function and damage (if ap- 
plicable) 


Ribbed V-belt: Cheçkeòñdition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
label and apply to the driver's side door pillar 


Spark Plugs: Replace (all gasoline engines) 

Sunroof: Check, clean, and lubricate (if applicable) 
Tie Rod Ends: Check for excessive play, check boots 
Timing Belt: Replace (2.0L TDI only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 

DSG Transmission: Change fluid and filter 
Underbody Sealant: Inspect for damage 
Windshield: Check cleaning nozzle functionality 


Windshield and headlamp washer systems: Check function 
and-fluid level (add if necessary), and inspect for damage 


Wiper-Blades: Check functionality 


Front Sunroof Drains (where applicablé):}Open Sunroof to 
check front water drains and clean if ngepssary. 


Test drive and final €heck — 


7.1.15 Service at 130,000 miles 


B Note 


Service at 130,000 miles or one year after last service, whichever 
occurs first. 


+ 
+ 


Brake pads: Check thickness 


Diesel particle filter: Check ash content within the filter. Re- 
place the filter if ash content is greater than .46 liters (3.0L TDI 
engine only) 


Engine: Change oil and replace oil filter 
Headlight: Check cleaning nozzle functionality (if applicable) 


Rear window: Check cleaning nozzle functionality (if applica- 
ble) 
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@ Service interval display: Reset 


Service sticker: Enter the date of the next service on the serv- 
ice sticker and apply to the driver's side door pillar 


+ Tires: Rotate front to rear 
@ Windshield: Check cleaning nozzle functionality 
+ Wiper blades: Check functionality 


Edition 12022010 


7.2 MY 2009 Maintenance Intervals - Can- 
ada 


> “7.2.1 Time Dependent Service”, page 215 





> “7.2.2 Service at 15,000 kilometers or one year from vehicle in- 
service date”, page 216 


> “7.2.3 Service at 30,000 kilometers”, page 216 
> “7.2.4 Service at 45,000 kilometers”, page 217 
> “7.2.5 Service at 60,000 kilometers”, page 217 
> “7.2.6 Service at 75,000 kilometers”, page 218 
> “7.2.7 Service at 90.000 kilometers”, page 219 


> “7.2.8 Service at 105,000 kilometers”, pagé 219 
> “7.2.9 Service at 120,000 kilometers”, page 220 
> “7.2.10 Service at 135,006`kilometers”, page 221 
> “7.2.11 Service at 150000 kilometers”, page 222 
> “7.2.12 Service at.465,000 kilometers”, page 222 
> “7.2.13 Service at 180,000 kilometers”, page 223 





























7.2.1 Time Dependent Service 
Every 1 Year 

Perform visual-check of airbag system. 

Every 2 Years 

# Dust and pollen filter: Replace (if applicable) 
@ Brake fluid: Replace (New Beetle) 

@ Check latch for convertible roof (if applicable) 


@ Tire filler bottle.in the tire mobility set: Check (observe expira- 
tion date) 


Every 3 Years, then’Every 2 Years Regardless of Kilometers 
Driven 


@ Brake fluid: Replace (Youareg, Eos, Passat, Jetta models, 
GTI, Golf, Tiguan, Passat,CC) 
Every 4 Years Regardless of Kilometers Driven a 


+ Tire filler bottle in the tire mobility set: Replace (observe,expi- 
ration date) 


Every 6 Years 
@ Spark Plugs: Replace 
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+ Air filter element: Replace and clean housing 
@ Tire pressure sensors: Replace (where applicable) 
Brake Fluid Replacement 


The brake fluid must be replaced every 2 years regardless of 
kilometers driven, and every 2 years thereafter regardless of kilo- 
meters driven (New Beetle) 


The brake fluid must be replaced every 3 years regardless of 
kilometers driven, and every 2 years thereafter regardless of kilo- 
meters driven (Touareg, Eos, Passat, Jetta models, GTI, Golf, 
Tiguan, Passat CC) 


7.2.2 Service at 15,000 kilometers or one year 
from vehicle in-service date 


(å) Note 


Service at 15,000 km or one year from vehicle in-service date, 
whichever occurs first. 
@ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar. 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight'Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.2.3 Service at 30,000 kilometers 


a Note 


Service at 30,000 km or one year after last service, whichever 
occurs first. 

+ AdBlue® Fluid: €heck and add if necessary (3.0 L TDI only) 
@ Battery: Check 


@ Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


@ Engine: Change oiland replace oil filter 

@ Fuel Filter: Replace (2.0 L TDI only) 

@ Fuel Filter: Drain water (3,0 L TDI only) 

@ Rear Window: Check cleaning nozzle functionality (if appliea- 
ble) A 

@ Second Battery: Check (if applicable) Ae 


@ Service Interval Display: Reset 
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@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


@ Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.2.4 Service at 45,000 kilometers 


B Note 


Service at 45;000 km or one year after last service, whichever 
occurs first 
+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 


@ Engine: Change oil and replace oil filter 


@ °Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@.; Service Interval Display: Reset 


2 Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ ‘Tires: Rotate front to rear 


+ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
adđ;f necessary 


7.2.5 Service at 60,000 kilometers 


Ye) 


B Note A 


oe 
Service at 60,000 km or onéyear after last service? whichever 
occurs first. 

AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
Battery: Check 


Body: Visual inspection for corrosion 
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Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Coolant level and frost protection: Check 


@ Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 


“ef ¢ 


Engine: Change oil and replace oil filter 
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@ Engine and engine compartment components: Check (from 
above) for leaks and damage 


@ Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 
Fuel Filter: Replace (2.0 L TDI and 3.0 L EDI only) 

Haldex clutch: Change oil (if applicable) 

Headlamps: Check adjustment 
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Interior lighting and glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: ‘Check 


@ Lighting: Check front and rear lights luggage compartment 
lighting, turn signals, hazard warning lights, daytime running 
lights, curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level (if applicable) 


+ 


Rear Window: Check cleaning nozzléfunctionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 
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Service Label: Enter the date of the next service‘on the service rin 
sticker and apply to the driver side door pillar a 


Spark Plugs: Replace (2.5, 3.2, and 3.6 L only) 
Spark Plugs: Replace (All 2.0L only) 


@ Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


o-?¢ 


@ Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


@ Tie Rod Ends: Check for excessive play, check boots 


+ 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 

Transmission: Automatic: Check fluid 
Transmission: DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 
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Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.2.6 Service at 75,000 kilometers 


B Note 


Service at 75,000 km or one year after last service, whichever 
occurs first. 


@ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


@ Brake Pads: Check thickness and brake disc condition (front 
and rear) 
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@ Engine: Change oil and replace oil filter 


@ Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


@ Service Interval Display: Reset 


@ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


¢ Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.2.7 Service at 90.000 kilometers 


i) itis 


Service at 90,000 km or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


+ Air Filter Element and Snow Filter: Replace and clean housing 
(if applicable) 


@ Battery: Check 


Brakes: Inspect brake-system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


+ 


Engine:-Ghange oil and replace oil filter 
Fuel:Filter: Replace (2.0 L TDI only) 
Fuel Filter: Drain water (3.0 L TDI only) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery: Check (if applicable) 
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Service Interval Display: Reset 


+$ Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


@ Spark Plugs: Replace (2.0L gasoline engine only) 


@ Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


¢<=Tires: Rotate front to rear 


@ Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add:if necessary 


7.2.8 Service at 105,000 kilometers 


£ 


B Note a 


Service at 105,000 km or one year after last service, whichever 
occurs first. 


+ AdBlue® Fluid: Check and add if necessary (3.0L TDI only) 
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Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.2.9 Service at 120,000 kilometers 


(å) Note 


Service at 120,000 km or one year after last service, whichever 
occurs first. 
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AdBlue® Fluid: Check and add if necessary (3.0L TDI only) 
Battery: Check 
Body: Visual inspection’ for corrosion 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition agd check brake fluid level 


Convertible Roof, CSC Roof and Retractable Hard Top: Check 
forfunction and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 
CV joints: Check for leaks and damage 
Door checks and mounting pins: Lubricate 
Dust and pollen filter: Replace (if applicable) 
Engine: Change oil and replace oil filter 


Engine and engine compartment components: Check (from 
above) for leaks and damage 


Engine and engine compartment components: Check (from 
below) for leaks and damage, check transmission, final drive 
and drive shaft boots 


Exhaust system: Check for leaks, damage and secure fittings 

Fuelilter: Replace (2.0 LTDI and 3.0 L TDI only) 

Haldex clutch: Change oil (if applicable). 
a | 


Headlamps: ’Gheck adjustment 


Interior lighting and‘glove box lights, cigarette lighter/power 
outlets, horn, and all warning lamps: Check 


Lighting: Check front and rear lights, luggage compartment 
lighting, turn signals, hazard warning lights, daytime running 
lights, curve lighting, and automatic headlights: Check 


Power steering: Check oil level (if applicable) 
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Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Spark Plugs: Replace (2.5, 3.2, and 3.6 L only) 
Spark Plugs: Replace (All 2.0L only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie Rod Ends: Check for excessive play, check boots 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 

Transmission: Automatic: Check fluid 
Transmission: DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.2.10 Service at 135,000 kilometers 


a Note 


Service at 135,000 km or one year atter last service, whichever 
occurs first. 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


Brake Pads: Check thickness-and brake disc condition (front 
and rear) 


Engine: Change oil and replace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the date ofthe next service on the service 
sticker and apply to the driver side door pillar 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 
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7.2.11 Service at 150,000 kilometers 


a Note 


Service at 150,000 km or one year after last service, whichever 
occurs first. 


+ 
+ 
+ 
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AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
Battery: Check 


Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake pads, brake disc con- 
dition and check brake fluid level 


Engine: Change oil and replace oil filter 
Fuel Filter: Replace (2.0 L TDI only) 
Fuel Filter: Drain water (3.0 L TDI only) 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Second Battery: Check (if applicable) 
Service Interval Display: Reset 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 


Tires: Check tread depth, condition, wear pattern and pres- 
sure of all tires (including spare) 


Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid'level and 
add if necessary 


7.2.12 Service at 165,000 kilometers 


(å) Note 


Service at 165,000 km or one year after last service, whichever 
occurs first. 


+ 
+ 


AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 


Brake Pads: Check thickness and brake disc condition (front 
and rear) 


Engine: Change oil and réplace oil filter 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Service Interval Display: Reset 


Service Label: Enter the datesof the next service on the service 
sticker and apply to the drivercside door pillar 


Timing Belt: Replace (if applicable except 2.0 L TDI) 
Tires: Rotate front to rear 


Windshield Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 
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7.2.13 Service at 180,000 kilometers 


a Note 


Service at 180,000 km or one year after last service, whichever 
occurs first. 


AdBlue® Fluid: Check and add if necessary (3.0 L TDI only) 
Battery: Check 
Body: Visual inspection for corrosion 
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Brakes: Inspect brake system and shock absorber for leaks 
and damage, check thickness of brake'pads, brake“disc con- 
dition and check brake fluid level 


@ Convertible Roof, CSC Roof and Retractable Hard Top: Check 
for function and damage, clean and lubricate seals (if appli- 
cable) 


Coolant level and frost protection: Check 
@ CV joints: Chéck for leaks and damage 


+ Diesel particulate filter: (ONLY after 180,000 km.) Check ash 
loading ac€ording to manufacturer work procedure; Replace if 
necessary. NOTE: If DPF replacement is not necessary, per- 
form check every 30,000 km thereafter until replacement be- 
comes necessary. Subsequent DPF replacement interval is a 
minimunsof 180,000 km thereafter. (2.0 Land 3.0 L TDI engine 
only) 


@ Door chécks and mounting pins: Lubricate 

Dust and-pollen filter: Replace (if applicable) 

@ Engine: Change oil and replace oil filter 

@ Engine andzengine compartment components: Check (from 
above) for leaks and damage 

@ Engine and engine compartment components: Check (from 
below) for leaks‘and damage, check transmission, final drive 
and drive shaft boots 

@ Exhaust system: Check for leaks, damage and seéure fittings 

@ Fuel Filter: Replace (2.0 L“and 3.0 L TDI only) 

@ Haldex clutch: Change oil (if applicable) 

+ Headlamps: Check adjustment 

@ Interior lighting and glove box lights, cigarette lighter/power 


outlets, horn, and all warning lamps: Check 


@ Lighting: Check front and rear lights, luggage compartment 
lighting, turn signals, hazard warning lights, daytime running 
lights, curve lighting, and automatic headlights: Check 


@ Power steering: Check oil level (if applicable) 


+ 


Rear Window: Check cleaning nozzle functionality (if applica- 
ble) 


Ribbed V-belt: Check condition 
Second Battery: Check (if applicable) 
Service Interval Display: Reset 


© © >è @ 


Service Label: Enter the date of the next service on the service 
sticker and apply to the driver side door pillar 
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Spark Plugs: Replace (2.5, 3.2, and 3.6 L only) 
Spark Plugs: Replace (All 2.0L only) 


Sunroof and Panoramic sunroof: Check, clean, and lubricate 
(if applicable) 


Test Drive: Check braking, kick-down, steering, electrical, 
heating and ventilation systems, air conditioning, and handling 


Tie Rod Ends: Check for excessive play and check boots 
Timing Belt: Replace (2.0 L TDI only) 


Tires: Check tread depth, condition, wear pattern, and pres- 
sure of all tires (including` Spare) 


Tires: Rotate front to’ rear 

Transmission: Adtomatic: Check fluid 
Transmission:.DSG: Change fluid and filter 
Underbody Sealant: Inspect for damage 


Windshield-Washer, Headlight Cleaning System, and Wiper 
Blades: Check for damage and function, Check fluid level and 
add if necessary 


7.3 MY 2009 Maintenance Intervals - Rou- 


a Note 


Service througl¥36, 000 miles ts included in the Volkswagen Care- 
free Maintenance Program. 


tan - USA 
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> “7.3.1 Service at 6,000 miles”, page 225 

> “7.3.2 Service at 12,000 milés”, page 225 

> “7.3.3 Service at 18,000smiles”, page 225 

> “7.3.4 Service at 24,000 miles”, page 226 

> “7.3.5 Service at 30,000 miles”, page 226 

> “7.3.6 Service at 36,000 miles”, page 226 

> “7.3.7 Service at 42,000 miles”, page 226 

> “7.3.8 Service at 48,000 miles”, page 226 

> “7.3.9 Service at 54,000 miles”, page 226 

> “7.3.10 Service atS60,000 miles”, page 226 
> “7.3.11 Service at 66,000 miles”, page 227 
> “7.3.12 Service at 72,000 miles”, page 227 
> “7.3.13 Service at 78,000 miles”, page 227 
> “7.3.14 Service at 84,000 miles”, page 227 
> “7.3.15 Service at 90,000 Miles”, page 227 
> “7.3.16 Service at 96,000 miles’, page 227 
> “7.3.17 Service at 102,000 miles”, page 228 
> “7.3.18 Service at 108,000 miles”, page 228 
> “7.3.19 Service at 114,000 miles”, page 228 
> “7.3.20 Service at 120,000 miles”, page 228 
> “7.3.21 Service at 126,000 miles”, page 228 
> “7.3.22 Service at 132,000 miles”, page 228 
> “7.3.23 Service at 138,000 miles”, page 228 
> “7.3.24 Service at 144,000 miles”, page 229 
> “7.3.25 Service at 150,000 miles”, page 229 


7.3.1 Service at 6,000 miles 























@ Change engine oil and replace engine oil filter 


+ Rotate tires 


7.3.2 Service at 12,000 miles 


@ Change engine oil and replace engine oil filter 


Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 
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Inspect CV Joints 
@ Inspect exhaust system 


7.3.3 Service at 18,000 miles 


+ Change engine oil and replace engine oil filter 


Rotate tires 
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7.3.4 Service at 24,000 miles 


Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 

Inspect CV Joints 
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Inspect exhaust system 
@ Inspect front suspensio tie rod ends and boot seals 


7.3.5 Service at 30,000 miles 


+ Change engine oil And replace engine oil filter 
@ Rotate tires 


@ Replace engine air cleaner filter 


7.3.6 Service at 36,000 miles 


@ Change engine Gil and replace engine oil filter 
+ Rotate tires 

@ Inspect engine aircleaner filter 

@ Replace air conditioning filter (4.0L only) 

@ Inspect brake linings 


7.3.7 Service at 42,000 miles 


@ Change engine oil and replace engine oil filter i 


p 


DE) 


+ Rotate tires 


7.3.8 Service at 48,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 

Inspect CV Joints 
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Inspect exhaust system 
@ Inspect front suspension, tie rod ends and boot seals 


7.3.9 Service at 54,000 miles 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 


7.3.10 | Service at 60,000 miles 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 

@ Replace engine air cleaner filter 

@ Replace air conditioning filter (4.0L only) 
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@ Inspect brake linings 


@ Change automatic transaxle fluid and filter if using your vehicle 
for any of the following: Police, taxi, fleet or frequent trailer 
towing 


7.3.11 Service at 66,000 miles 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 


7.3.12 Service at 72,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 

Inspect CV Joints 
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Inspect exhaust system 


@ Inspect front suspension, tie rod ends and boot seals 


7.3.13 Service at 78,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.3.14 Service at 84,000 miles 


@ Change engine oil and replace engine.oil filter 
Rotate tires 
Inspect engine air cleaner filter 


Replace air conditiéning filter (4.0L only) 
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Inspect brake linings 


7.3.15 Service at 90,000 miles 


+ Change engine oil and replace engine oil filter 
@ Rotate tires 

@ Replace engine air cleaner filter 

+ Inspect and replace PCV valve if necessary 


7.3.16 Service at 96,000 miles 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 

Inspect CV Joints 


fry 
Inspect exhaust system Se 
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Inspect front suspension, tie rod,ends and boot seals 
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7.3.17 Service at 102,000 miles 


Change engine oil and replace engine oil filter 
Rotate tires 

Flush and replace engine coolant 

Replace ignition cables (3.8L engine) 
Replace spark plugs (3.8L and 4.0L engine) 
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Replace timing belt (4.0L engine) 
7.3.18 Service at 108,000°miles 


Change engine oil and replace engine oil filter 
Rotate tires 


Inspect engine air cleaner filter 
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Replace air conditioning filter (4.0L only) 

@ Inspect brake linings 

7.3.19 Servicecat 114,000 miles 

@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.3.20 Service at 120,000 miles 


Change engine oil and replace engine oil filter 


+ 


Rotate tires 

Replace engine air cleaner filter 
Replace air conditioning filter (4.0L only) 
Inspect brake linings 

Inspect CV Joints 


k 


Inspect exhaust system 
Inspect front suspension, tie rod ends and boot seals 
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Change automatic transaxle fluid and filter 


+ 


Replace accessory belt drive 


7.3.21 Service at 126,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.3.22 Service at 132,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 

@ Inspect engine air cleaner filter 

@ Replace air conditioning filter (4.0L only) 

@ Inspect brake linings 


7.3.23 Service at 138,000 miles 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 
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7.3.24 Service at 144,000 miles 


Change engine oil and replace engine oil filter 
Rotate tires 
Inspect engine air cleaner filter 


Replace air conditioning filter (4.0L only) 
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Inspect brake linings 
+ Inspect front suspension, tie rod ends and boot seals 


7.3.25 Service at 150,000 miles 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 
@ Replace engine air cleaner filter 
7.4 MY 2009 Maintenance Intervals - Rou- 
tan - Canada 
> “7.4.1 Service at 10,000 kilometers”, page 229 
> “7.4.2 Service at 20,000 kilometers”, page 230 
> “7.4.3 Service at 30,000 kilometers”, page 280 
> “7.4.4 Service at 40,000 kilometers”, page 230 
> “7.4.5 Service at 50,000 kilometers page 230 
> “7.4.6 Service at 60,000 kilometers”, page 230 
> “7.4.7 Service at 70,000 kilometers”, page 230 
> “7.4.8 Service at 80,000 kilometers”, page 230 
> “7.4.9 Service at 90,000 kilometers”, page 231 
> “7.4.10 Service at 100,000 kilometers”, page 231 
=> “7.4.11 Service at 110,000 kilometers”, page 231 
> “7.4.12 Service at 120,000 kilometers”, page 231 
> “7.4.13 Service at 130,000 kilometers”, page 231 
> “7.4.14 Service at 140,000 kilometers”, page 231 
> “7.4.15 Service at 150,000 kilometers”, page 231 
> “7.4.16 Service at 160,000 kilometers”, page 232 


> “7.4.17 Service at 170,000 kilometers”, page 232 
> “7.4.18 Service at 180,000 kilometers”vpage 232 


















































Sa 
> “7.4.19 Service at 190,000 kilometers”, page.232 A 
> “7.4.20 Service at 200,000 kilometers”, page 232 van 





> “7.4.21 Service at 210,000 kilometers”, page 233 
> “7.4.22 Service at 220,000 kilometers”, page 233 


> “7.4.23 Service at 230,000 kilometers”, page 233 
> “7.4.24 Service at 240,000 kilometers”, page 233 


> “7.4.25 Service at 250,000 kilometers”, page 233 
7.4.1 Service at 10,000 kilometers 


+ Change engine oil and replace engine oil filter 
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Rotate tires 


7.4.2 Service at 20,000 kilometers 


+ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 
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Inspect CV Joints 
@ Inspect exhaust system 


7.4.3 Service at 30,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.4.4 Service at 40,000 kilometers 


@ Change engine oil and replaceyengine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brakedlinings 

Inspect CV Joints 
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Inspect exhaust system 
@ Inspect front suspension, tie rod ends and boot seals 


7.4.5 Service at 50,000 kilometers 


@ Change.engine oil and replace engine oil filter 
@ Rotate tires 
@ Replace engine air cleaner filter 


7.4.6 Service at 60,000 kilometers 


@ Change engine oil and replace engine oil filter 

+ Rotate tires 

@ Inspect engine aircleaner filter 

@ Replace air conditioning filter (4.0L only) {= +) 
@ Inspect brake linings pf 


7.4.7 Service at 70,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.4.8 Service at 80,000 kilometers 
+ Change engine oil and replace engine oil filter 
@ Rotate tires 

@ Inspect engine air cleaner filter 

@ Replace air conditioning filter (4.0L only) 
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@ Inspect brake linings 

@ Inspect CV Joints 

@ Inspect exhaust system 

@ Inspect front suspension, tie rod ends and boot seals 


7.4.9 Service at 90,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.4.10 Service at 100;000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Replace engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 
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Change automatic transaxle fluid and filter if using your vehicle 
for any-of the following: Police, taxi, fleet or frequent trailer 
towing 


7.4.11 Service at 110,000 kilometers 


@ Change engine oil and replace engine oil filter 
@ Rotate tires 


7.4.12 = Service at 120,000 kilometers 


@ Change engine oil and replace engine oil filter 


@ Rotate tires 

+ Inspect engine air cleaner filter 

@ Replace air conditioning filter (4.0L only) a 
+ Inspect brake linings a 
@ Inspect CV Joints a 
+ 


Inspect exhaust system 
@ Inspect front suspension, tie rod ends and boot seals 


7.4.13 Service at 130,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 


7.4.14 Service at 140,000 kilometers 
@ Change engine oil and replace engine oil filter 
Rotate tires 


Inspect engine air cleaner filter 
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Replace air conditioning filter (4.0L only) 
@ Inspect brake linings 


7.4.15 Service at 150,000 kilometers 


@ Change engine oil and replace engine oil filter 
+ Rotate tires 
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@ Replace engine air cleaner filter 
@ Inspect and replace PCV valve if necessary 


7.4.16 Service at 160,000 kilometers 


@ Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning iltér (4.0L only) 
Inspect brake. linings 

Inspect CVJoints 

Inspect exhaust system 
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Inspect front suspension, tie rod ends and boot seals 


7.4.17 — Service at 170,000 kilometers 


Change engine oil and replace engine oil filter 
Rotate tires 

Flush and replace engine coolant 

Replace ignition cables (3.8L engine) 
Replace spark plugs (3.8L and 4.0L engine) 
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Replace timing belt (4.0L engine) 
74.18 Service at 180,000 kilometers 


Change engine oil and replace engine oil filter 
Rotate tires 


Inspect engine air cleaner filter 
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Replace“air conditioning filter (4.0L only... 

ae 
@ Inspect brakédinings A 
7.4.19 Service át:490,000 kilometers 
@ Change engine oil and replace engine oil filter 
@ Rotate tires 


7.4.20 Service at 200,000 kilometers 


Change engine oil and replace engine oil filter 


+ 


Rotate tires 

Replace engine air cleaner filter 

Replace air conditioning filter (4.0L only) 

Inspect brake linings 

Inspect CV Joints 

Inspect exhaust system 

Inspect front suspension, tie rod ends and boot seals 
Change automatic transaxle fluid and filter 
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Replace accessory belt drive 
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7.4.21 


+ 
+ 


7.4.22 


+ 
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+ 


7.4.23 


+ 
+ 


7.4.24 


+ 
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Service at 210,000 kilometers 
Change engine oil and replace,engine oil filter 
Rotate tires 


Servicexat 220,000 kilometers 


Change engine.oil and replace engine oil filter 
Rotate tires 

Inspect engine air cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 


Service at 230,000 kilometers 


Change engine oil and replace engine oil filter 
Rotate tires 


Service at 240,000 kilometers 


Change engine oil and replace engine oil filter 
Rotate tires 

Inspect engine ait-cleaner filter 

Replace air conditioning filter (4.0L only) 
Inspect brake linings 

Inspect front suspension, tie rodvends and boot seals= 


> 
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7.4.25 Service at 250,000 kilometers 
+ Change engine oil and replace engine oil filter 

@ Rotate tires 

@ Replace engine air cleaner filter 
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8 MY 2008 Maintenance Intervals 
> “8.1 MY 2008 Maintenance Intervals - USA”, page 234 
> “8.2 MY 2008 Maintenance Intervals - Canada”, page 245 


8.1 MY 2008 Maintenance Intervals - USA 


> “8.1.1 Time-Dependent Maintenance Items”, page 234 
> “8.1.2 Service at 5,000 miles”, page 234 

> “8.1.3 Service at 10,000 miles”, page 235 

> “8.1.4 Service at 20,000 miles”, page 235 

> “8.1.5 Service at 30,000 miles”, page 236 

> “8.1.6 Service at 40,000 miles”, page 236 


> “8.1.7 Service at 50,000 miles”, page 238 

> “8.1.8 Service at 60,000 miles”, page 238 

> “8.1.9 Service at 70,000 miles”, page 239 

=> “8.1.10 Service at 80,000 miles”, page:248 
> “8.1.11 Service at 90,000 milés”, page 241 
> “8.1.12 Service at 100;000 miles”, page 242 


> “8.1.13 Service atst10,000 miles”, page 243 
> “8.1.14 Servicesat 120,000 miles”, page 243 






































8.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 


+ Dust and pollen filter: Replace (if applicable) (for vehicles driv- 
en less than 40,000 miles in 2 years) 


@ Check latch for convertible roof (if applicable) 
+ Brake fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front-water drains and clean if necessary. 


Every 4 years regardless of miles driven 


Tire filler bottlein the tire mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless-of miles driven fy 


+ Air filter element: Replace‘and clean housing (forty fvehicles 
driven less than 60,000 miles in/6, years) 


Tire pressure sensors: Replace (where applicable) 


8.1.2 Service at 5,000 miles 


+ Engine Oil: Change and replace filter 

Brake System: Check for damage, leaks and fluid level 
Brake System: Check brake pad thickness 

Service Interval Display: Reset (where applicable) 
Water Separator: Drain (TDI) 
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8.1.3 Service at 10,000 miles 


+ 
+ 


Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 


Service Interval Display: Adapt (for 10,000 mile/16,000 Km 
service interval only) (where applicable) 


Water Separator: Drain (TDI) 
12V Starter and Auxiliary Battery: Check (where applicable) 


8.1.4 Servicesat 20,000 miles 


+ 
+ 


Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


@ Windshield Wiper and Headlight fluid: Check level; add if nec- 
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essary 


Automatic:Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 
Battery: Check 

Second battery: Check (Eos, where applicable) 
Engine: Check‘for leaks 


Dust and Pollen Filter: Replace (New Beetle, City Golf, City 
Jetta) (where applicable) 


Fs 
Cooling System: Check-coolant level; add if alas 
Automatic Transmission: Check for leaks oN 


Manual Transmission: Check for leaks and level; addbif nec- 
essary (where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door arresters: Lubricate 
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8. 


+ 
+ 


+ 
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Exterior lights: Check front and rear 
Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Turbocharger: Lubricate servo motor rods (5.0L TDI) 


1.5 Service at 30,000 miles 


Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight fluid: Check level; add if’nec- 
essary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Gheck tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear-Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 


1.6 Service at 40,000 miles 


Enginé-Oil: Change and replace filter 
Ribbed Belt: Check condition and tension; adjust if necessary 


Spark Plugs: Replace (2.0L engine, Canada only) (2.5L, 3.2L 
engines only) 


Air Cleaner: Replace filter and clean housing (New Beetle, City 
Golf, City Jetta) y 

Airbag System: Visual check every 12 KUAT of 
mileage (kilometers) 

Headlamps: Check and adjust if necessary 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Wiper Blades: Check 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 


@ Brake Fluid: Replace every 2 years regardless of mileage 
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(New Beetle, City Golf, City Jetta) (where applicable) 


Brake Fluid: Replace every 3 years regardless of mileage 
(Touareg, Eos, Passat, Jetta, GTI, Rabbit) (where applicable) 


Battery: Check 

Second Battery: Check (Eos, where applicable) 
Second Battery: Check (5.0L TDI 

Engine: Check for leaks 


Dust and Pollen Filter: Replace (All models) (where applica- 
ble) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 
Automatic Transmission: Check ATF 


Automatic Transmission Final Drive Oil: Check level and for 
leaks; add if necessary 


Manual Transmission: check for leaks and level; add if nec- 
essary (where applicable) 


DSG transmission: Change transmission fluid and filter (where 
applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: G@heck DTC Memory; purge iffy 
necessary £ 


Door arresters: Lubricate ama 
Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 

Sunroof Frame: Clean and lubricate 

CSC Sunroof: Clean and lubricate guide rails. (Eos) 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Convertible Top: Check function and check roll-over protection 
with convertible top open (New Beetle Convertible) 


@ Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Power Steering: check fluid level 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 
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Underbody: Check for damage 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and auxiliary battery: Ghéck (where applicable) 
Interior Lights and power outlets: Check 

Turbocharger: Lubricate servo motor rods (5.0L TDI) 

Air Suspension: Check for leaks and damage (Touareg) 
Haldex Clutch: Check fluid level (where applicable) 
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Front Sunroof Drainswhere applicable): Open Sunroof to 
check front water drains and clean if necessary. 


8.1.7 Service-at 50,000 miles 


+ Engine Oil: Change-and replace filter 


@ Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


@ Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


@ Automatic Shift Lock: Gheck operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake ‘pad thickness 


+ 


Tires: Check tread depth and pressure; adjust if necessary. E } 
Wheels: Rotate A 
Rear Spoiler: Lubricate (New Beetle) 


a 


Service Interval Display: Reset (where applicable) 
Water Separator: Drain (TDI) 
12V Starter and Auxiliary Battery: Check (where applicable) 


1.8 Service at 60,000 miles 
+ Engine Oil: Change and replace filter 
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@ Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


@ Spark Plugs: Replace (2.0T FSI, 3.6L FSI and 4.2L FSI en- 
gines only) 


@ Air Cleaner: Replace filter and clean housing (Eos, Passat, 
GTI, Jetta, Rabbit) 


@ Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


+ Headlamps: Check and adjust if necessary 


@ Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 
Battery: Check 

Second Battery: Check (Eos, where applicable) 
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Engine: Check for leaks 


Dust and Pollen Filter: Replace (New Beetle, City Golf, City 
Jetta) (where applicable) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 


Manual Transmission- check for leaks and level; add if nec- 
essary (where applicable) 


Tires: Check tread.depth and pressure; adjust if necessary. 
Tires/Spare: Gheck condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 


ESC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where apptieable) 

Water Separator’Drain (TDI) A 

Fuel Filter: Replace (TDI) > 

12V Starter and Auxiliary Battery: Check (where applicable) 
Turbocharger: Lubricate servo motor rods (5.0L TDI) 


8.1.9 Service at 70,000 miles 


+ 
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Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 
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12V Starter and Auxiliary Battery: Check (where applicable) 


8.1.10 Service at 80,000 miles 


+ 
+ 
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Engine Oil: Change and replace filter 


Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


Ribbed Belt: Check condition and tension; adjust if necessary 


Spark Plugs: Replace (2.0L engine, Canada only) (2.5L, 3.2L 
engines only) 


Air Cleaner: Replace filter and clean housing (New Beetle, City 
Golf, City Jetta) 


Air Cleaner: Replace filter element, clean housing and snow 
filter (Touareg) 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Wiper Blades: Check 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 


Brake Fluid: Replace every 2 years*regardless of mileage 
(kilometers) (New Beetle, City Golf, City Jetta) (where appli- 
cable) 


Brake Fluid: Replace every 3 years regardless of mileage 
(kilometers) (Tovareg, Eos, Passat, Jetta, GTI, Rabbit) (where 
applicable) 


Battery: Check 

Second Battery: Check (Eos, where applicable) 
Second Battery: Check (5.0L TDI) 

Engines Check for leaks 


Dust and Pollen Filter: Replace (All models) (where applica- 
ble) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 
Automatic Transmission: Check ATF 


Automatie. Transmission Final Drive Oil: Check level and for 
leaks; addäf necessary 


Manual Transmission: Check for leaks and level; add if nec- 
essary (wherézapplicable) 


DSG Transmission: Change transmission fluid and filter 
(where applicable) fy 


Tires: Check tread depth’and pressure; adjust acessar. 
Tires/Spare: Check condition andpressure 

Wheels: Rotate 

Driveshaft: Check boots 
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Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 

CSC Sunroof: Clean and lubricate guide rails. (Eos) 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Convertible Top: Check function and check roll-over protection 
with convertible top open (New Beetle Convertible) 


@ Rear Spoiler: Lubricate (New Beetle) 


+ 
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Road Test: Check kick down, braking, Steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Power Steering: Check fluid level 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 
Underbody: Check for damage 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: heck (where applicable) 
Interior Lights and Power Outlets: Check 

Turbocharger: Lubricate servo motor rods (5.0L TDI) 

Air Suspension: Check for leaks and damage (Touareg) 


Haldex Clutch: Check fluid level (where applicable) fy 
Front Sunroof Drains (where applicable): Open Sunroof to A 
check front water drains and clean if necessary. — 


8.1.11 Service at 90,000 miles 


+ 
+ 


+ 
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Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
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8.1.12 Service at 100,000 miles 


+ 
+ 


Engine Oil: Change and replace filter 


Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


Airbag system: Visual check every 12:months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


@ Windshield Wiper and Headlight fluid: Check level; add if nec- 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 
Battery: Check 

Second Battery: Check (Eos, where applicable) 


Engine: Check for leaks fy 
Dust and Pollen Filter: Replace (New Beetle, City Golf, City A 
Jetta) (where applicable) ae 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 


Manual Transmission: Check for leaks and level; add if nec- 
essary (where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Turbocharger: Lubricate servo motor rods (5.0L TDI) 
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8.1.13 Service at 110,000 miles 


+ Engine Oil: Change and replace filter 
@ Timing Belt and Tensioning Roller: Replace (2.0T FSI engine) 


@ Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


+ 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 


.1.14 Service at 120,000 miles 


+ Engine Oil: Change and replace filter 
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@ Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


@ Ribbed Belt: Check condition and tension; adjust if necessary 


@ Spark Plugs: Replace (2.0L engine, Canada only) (2.5L, 3.2L 
engines only) 


@ Spark Plugs: Replace (2.0T FSI, 3.6L FSRand 4.2L FSI en- 
gines only) 


@ Spark Plugs: Replace (All models) 


@ Air Cleaner: Replace filter element, clean housing all models i. J 
except Touareg) 


Di 


k 


@ Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


@ Headlamps: Check and adjust if necessary 


@ Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


@ Wiper Blades: Check 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check damage/leaks, fluid level 
@ Brake System- Check brake pad thickness 


@ Brake Fluid: Replace every 2 years regardless of mileage 
(kilometers) (New Beetle, City Golf, City Jetta) (where appli- 
cable) 


@ Brake Fluid: Replace every 3 years regardless of mileage 
(kilometers) (Touareg, Eos, Passat, Jetta, GTI, Rabbit) (where 
applicable) 


@ Battery: Check 
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Second Battery: Check (Eos, where applicable) 
Second Battery: Check (5.0L TDI) 
Engine: Check for leaks 


Dust and Pollen Filter: Replace (All models) (where applica- 
ble) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 
Automatic Transmission: Check ATF 


Automatic Transmission Final Drive Oil: Check level and for 
leaks; add if necessary 


Manual Transmission: Check for leaks and level; add if nec- 
essary (where applicable) 


DSG Transmission: Change transmission fluid and filter 
(where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and préssure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 


AB | 
CSC Sunroof: Clean and lubricate guide rails. (Eos) A 
CSC Roof: Check for damage and function; clean wind de? ae 


flector and seals. (Eos) 


Convertible Top: Check function and check roll-over protection 
with convertible top open (New Beetle Convertible) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Power Steering: cCheck fluid level 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 
Underbody: Check for damage 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Interior Lights and Power Outlets: Check 

Turbocharger: Lubricate servo motor rods (5.0L TDI) 

Diesel Particle Filter: Replace (5.0L TDI) 

Air Suspension: Check for leaks and damage (Touareg) 
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@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


8.2 MY 2008 Maintenance Intervals - Can- 
ada 


@ Haldex Clutch: Check fluid level (where applicable) 


> “8.2.1 Time-Dependent Maintenance Items”, page 245 
> “8.2.2 Service at 8,000 kilometers”, page 245 

> “8.2.3 Service at 16,000 kilometers”, page 245 

> “8.2.4 Service at 32,000 kilometers”, page 246 

> “8.2.5 Service at 48,000 kilometers” page-24Z 

> “8.2.6 Service at 64000 kilometers”, page 247 

> “8.2.7 Servicesat 80,000 kilometers”, page 249 

> “8.2.8 Service at 96,000 kilometers”, page 249 

> “8.2.9Service at 112,000 kilometers”, page 250 

> “8.2210 Service at 128,000 kilometers”, page 251 

> “8°2.11 Service at 144,000 kilometers”, page 252 

> £8.2.12 Service at 160,000 kilometers”, page 252 
>3'8.2.13 Service at 176,000 kilometers”, page 253 
38"8.2.14 Service at 180,000 kilometers”, page 254 
8.2.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 


+ Dust and pollen filter: Replace (if applicable) (for vehicles driv- 
en less than 64,000 Km in 2 years) 


@ Check-latch for convertible roof (if applicable) 
@ Brake fluid Replace E 
Every 4 years regardless of kilometers drivary 


+ Tire filler bottle in the 'tire-mobility set: Replace (observe expi- 
ration date) 


Every 6 years regardless of kilometers driven 


+ Air filter element: Replace and clean housing (for vehicles 
driven less than 96,000 Km in 6 years) 


@ Tire pressure sensors: Replace (where applicable) 


8.2.2 Service at 8,000 kilometers 

+ Engine Oil: Change and replace filter 

Brake System: Check for damage, leaks and fluid level 
Brake System: Check brake pad thickness 


+ > ¢ 


Service Interval Display: Reset (where applicable) 
@ Water Separator: Drain (TDI) 


8.2.3 Service at 16,000 kilometers 
@ Engine Oil: Change and replace filter 
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Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Checkodamage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread:depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 


Service Interval Display: Adapt (for 10,000 mile/16,000 Km 
service interval only) (where applicable) 


Water Separator: Drain (TDI) 
12V Starter and Auxiliary Battery: Check (where applicable) 


8.2.4 Service at’32,000 kilometers 


+ 
+ 


Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of- =) 
mileage (kilometers) A 


Headlamps: Check and adjust if necessary. =a 


@ Windshield Wiper and Headlight fluid: Check level; add if nec- 
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essary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 
Battery: Check 

Second Battery: Check (Eos, where applicable) 
Engine: Check for leaks 


Dust and Pollen Filter: Replace (New Beetle, City Golf, City 
Jetta) (where applicable) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 


Manual Transmission: Check for leaks and level; add if nec- 
essary (where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door arresters: Lubricate 
Exterior Lights: Check front and rear 
Exhaust System: Check for damage and links 
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Sunroof Frame: Clean and lubricate 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

Fuel Flter; Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Turbocharger: Lubricate servo motor rods (5.0L TDI) 


8.2.5 Service at 48,000 kilometers 


+ 
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Engine Oil: Change and replace filter 


Airbag-System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


Automatic:Shift Lock: Check operation including park/neutral 
position switch 


Brake System*Check damage/leaks, fluid level 

Brake System: Check brake pad thickness fy 

Tires: Check tread depth and pressure; adjust igigcessary. 
Wheels: Rotate = 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 


8.2.6 Service at 64,000 kilometers 


+ 
+ 
+ 


Engine Oil: Change and replace filter 
Ribbed Belt: Check condition and tension; adjust if necessary 


Spark Plugs: Replace (2.0L engine, Canada only) (2.5L, 3.2L 
engines only) 


Air Cleaner: Replace filter and clean housing (New Beetle, City 
Golf, City Jetta) 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Wiper Blades: Check 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 


Brake Fluid: Replace every 2 years regardless of mileage 
(kilometers) (New Beetle, City Golf, City Jetta) (where appli- 
cable) 


Brake Fluid: Replace every 3 years regardless of mileage 
(kilometers) (Touareg, Eos, Passat,Jetta, GTI, Rabbit) (where 
applicable) 


Battery: Check 

Second Battery: Check (Eos, where applicable) 
Second Battery: Check (5.0L TDI) 

Engine: Check for leaks 


Dust and Pollef Filter: Replace (All models) (where applica- 
ble) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 
Automatic Transmission: Check ATF 


Automatic Transmission Final Drive Oil: Check level and for 
leaks; add if necessary 


Manual Transmission: check for leaks and level; add if nec- 
essary (where applicable) 


DSG Transmission: Change transmission fluid and filter 
(where applicable) 


Tires: Check tread dépth and pressure; adjust if necessary. 


Tires/Spare: Check condition and pressure tay 
i} 


Wheels: Rotate A 
Driveshaft: Check boots = 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 

CSC Sunroof: Clean and lubricate guide rails. (Eos) 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Convertible Top: Check function and check roll-over protection 
with convertible top open (New Beetle Convertible) 


@ Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Power Steering: check fluid level 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 
Underbody: Check for damage 
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Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Interior Lights and Power Outlets: Check 

Turbocharger: Lubricate servo motor rods (5.0L TDI) 

Air Suspension: Check for leaks and damage (Touareg) 
Haldex Clutch: Check fluid level (where applicable) 


8.2.7 Service at 80,000 kilometers 


+ 
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Engine Oil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler;Cubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 


8.2.8 Service at 96,000 kilometers 


Engine Oil: Change and replace filter 


Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


Spark Plugs: Replace (2.0T FSI, 3.6L FSI and 4.2L FSI en- 
gines only) 


Air Cleaner: Replace filter and clean housing (Eos, Passat, 
GTI, Jetta, Rabbit) 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


@ Windshield Wiper and Headlight Fluid: Check level; add if 
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necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damageléaie fluid level 
Brake System>Check brake padthickness 
Battery: Check 

Second Battery: Check (Eos, where applicable) 
Engine: Check for leaks 


Dust and Pollen Filter: Replace (New Beetle, City Golf, City 
Jetta) (where applicable) 
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Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 


Manual Transmission- check for leaks and level; add if nec- 
essary (where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (PDI) 

12V Starter and.Auxiliary Battery: Check (where applicable) 
Turbocharger Lubricate servo motor rods (5.0L TDI) 


8.2.9 Service at 112,000 kilometers 


+ 
+ 


“ff oo ooo o o 


Engine Oil: Change and replace filter 


AirbagSystem: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight Fluid: Check level; add if 
necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: “Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable), 

Water Separator: Dratr(TDI) A 

12V Starter and Auxiliary Battery; Check (where applicable) 
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Engine Oil: Change and replace filter 


Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


Ribbed Belt: Check condition and tension; adjust if necessary 


Spark Plugs: Replace (2.0L,engine, Canada only) (2:5ks,.3.2L 
engines only) 


Air Cleaner: Replace filter and clean housing (New Beetle, City 
Golf, City Jetta) 


Air Cleaner:Replace filter element, clean housing and snow 
filter (Touareg) 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Wiper Blades: Check 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake; System: Check damage/leaks, fluid level 
Brake‘System- Check brake pad thickness 


Brake Fluid: Replace every 2 years regardless of kilometers 
(New Beétle, City Golf, City Jetta) (where applicable) 


Brake Fluid%Replace every 3 years regardless of kilometers 
(Touareg, Eos,,Passat, Jetta, GTI, Rabbit) (where applicable) 


Battery: Check fy 
Second Battery: Check(Eos, where applicabigfy 
Second Battery: Check (5.0L TDI) 

Engine: Check for leaks 


Dust and Pollen Filter: Replace (All models) (where applica- 
ble) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 
Automatic Transmission: Check ATF 


Automatic Transmission Final Drive Oil: Check level and for 
leaks; add if necessary 


Manual Transmission: Check for leaks and level; add if nec- 
essary (where applicable) 


DSG Transmission: Change transmission fluid and filter 
(where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 
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Door Arresters: Lubricate 

Exterior Lights: Check front and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 

CSC Sunroof: Clean and lubricate guide rails. (Eos) 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Convertible Top: Check function and check roll-over protection 
with convertible top open (New Beetle Convertible) 


@ Rear Spoiler: Lubricate (New Beetle) 
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Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Power Steering: Check fluid level 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 
Underbody: Check for‘damage 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Interior Lights and Power Outlets: check 

Turbocharger: Lubricate servo motor rods (5.0L TDI) 

Air Suspension: Check for leaks and damage (Touareg) 
Haldex Glutch: Check fluid level (where applicable) 


8.2.11 Service at 144,000 kilometers 


+ 
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Engine Gil: Change and replace filter 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Automatic Shift*tock: Check operation including park/neutral 
position switch 


Brake System: Check,damage/leaks, fluid level fy 
Brake System: Check brake,pad thickness ra} 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI) 


12V Starter and Auxiliary Battery: Check (where applicable) 


8.2.12 Service at 160,000 kilometers 


+ 


Engine Oil: Change and replace filter 
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Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


Airbag system: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if necessary 


@ Windshield Wiper and Headlight Fluid: Check level; add if 
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necessary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 
Battery: Check 

Second Battery: Check (Eos, where applicable) 
Engine: Check for leaks 


Dust and Pollen Filter: Replace (New Beetle, City Golf, City 
Jetta) (where applicable) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 


Manual Transmission: check for leaks and level; add if nec- 
essary (where applicable) 


Tires: Check tread depth and pressure; adjust if necessary. 
Tires/Spare: Check condition and pressare 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board‘Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check front and rear 
ExhaustSystem: Check for damage and links 
Sunroof£Frame: Clean and lubricate 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Rear Spoiler: Lubricate (New Beetle) 


Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems. 


Front Axle: Check dust seals on ball joints, tie rods; check tie 
rods 


Service Interval Display: Reset (where applicable) 

Water Separator; Drain (TDI) 

Fuel Filter: Replace(T DI) © 

12V Starter and Auxiliary, Battery: Check (where dpplicable) 
Turbocharger: Lubricate servo’motor rods (5. OL TDi) 


8.2.13 Service at 176,000 kilometers 
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Engine Oil: Change and replace filter 
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Timing Belt and Tensioning Roller: Replace (2.0T FSI engine) 


Airbag System: Visual check every 12 months regardless of 
kilometers 


Windshield Wiper and Headlight fluid: Check level; add if nec- 
essary 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 

Brake System: Check brake pad thickness 

Tires: Check tread depth and pressure; adjust if necessary. 
Wheels: Rotate 

Rear Spoiler: Lubricate (New Beetle) 

Service Interval Display: Reset (where applicable) 
WaterSeparator: Drain (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 


8.2.14 Service at 180,000 kilometers 


¢ 
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Engine Oil: Change and replace filter 


Timing Belt: Check condition and replace if necessary (2.0L 
engine, Canada only) 


Ribbed Belt: Check condition and tension; adjust if necessary 


Spark Plugs: Replace (2.0L engine, Canada only) (2.5L, 3.2L 
engines only) 


Spark Plugs: Replace (2.0T FSI, 3.6L FSI and 4.2L FSI en- 
gines only) 


Spark Plugs: Replace (All models) 


Air Cleaner: Replace filter element, clean housing (all models 
except Touareg) 


Airbag System: Visual check every 12 months regardless of 
mileage (kilometers) 


Headlamps: Check and adjust if negessary 


Windshield Wiper and Headlight fuid®heck level; add if nec- 
essary 


Wiper Blades: Check 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check damage/leaks, fluid level 
Brake System: Check brake pad thickness 


Brake Fluid: Replace every 2 years regardless of mileage 
(kilometers) (New Beetle, City Golf, City Jetta) (where appli- 
cable) 


Brake Fluid: Replace every 3 years regardless of mileage 
(kilometers) (Touareg, Eos, Passat, Jetta, GTI, Rabbit) (where 
applicable) 


Battery: Check 
Second Battery: Check (Eos, where applicable) 
Second Battery: Check (5.0L TDI) 


254 Rep. Gr.03 - Maintenance, Diagnosis 


¢- ++ © © o 


+ 


© © > >è @ 


o © >è > Oo o 


Maintenance Intervals - Edition 07.2014 


Engine: Check for leaks 


Dust and Pollen Filter: Replace (All models) (where applica- 
ble) 


Cooling System: Check coolant level; add if necessary 
Automatic Transmission: Check for leaks 
Automatic Transmission: Check ATF 


Automatic Transmission Final Drive Oil: Check level and for 
leaks; add if necessary 


Manual Transmission: Check for leaks and level; add if nec- 
essary (where applicable) 


DSG Transmission: Change transmission fluid and filter 
(where applicable) 


Tires: Check tread depth and pressure;adjust if necessary. 
Tires/Spare: Check condition and pfèssure 

Wheels: Rotate 

Driveshaft: Check boots 


Engine On Board Diagnosis: Check DTC Memory; purge if 
necessary 


Door Arresters: Lubricate 

Exterior Lights: Check ffont and rear 

Exhaust System: Check for damage and links 
Sunroof Frame: Clean and lubricate 

CSC Sunroof: Clean and lubricate guide rails. (Eos) 


CSC Roof: Check for damage and function; clean wind de- 
flector and seals. (Eos) 


Convertible Top: Check function and check roll-over protection 
with convertible top open (New Beetle Convertible) 


@ Rear Spoiler: Lubricate (New-Beetle) 
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Road Test: Check kick down, braking, steering, heating and 
ventilation, air conditioning, poweraccessories and electrical pax. 


systems. A 
Power Steering: Check fluid level = 
Front Axle: Check dust seals on ball joints, tie rods;‘check tie 


rods 

Service Interval Display: Reset (where applicable) 
Underbody: Check for damage 

Water Separator: Drain (TDI) 

Fuel Filter: Replace (TDI) 

12V Starter and Auxiliary Battery: Check (where applicable) 
Interior Lights and Power Outlets: Check 

Turbocharger: Lubricate servo motor rods (5.0L TDI) 
Diesel Particle Filter: Replace (5.0L TDI) 

Air Suspension: Check for leaks and damage (Touareg) 
Haldex Clutch: Check fluid level (where applicable) 
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9 MY 2007 Maintenance Intervals 
> “9.1 MY 200#Maintenance Intervals - USA”, page 256 
> “9.2 MY.2007 Maintenance Intervals - Canada”, page 266 


9.1 MY 2007 Maintenance Intervals - USA 
> “9.4.1 Time-Dependent Maintenance Items”, page 256 
> “91.2 Service at 5,000 miles”, page 257 

> 9.1.3 Service at 10,000 miles”, page 257 

><9.1.4 Service at 20,000 miles”, page 257 

><'9.1.5 Service at 30,000 miles”, page 258 

>49.1.6 Service at 40,000 miles”, page 258 

> 9.1.7 Service at 50,000 miles”, page 259 

> “9.1.8 Service at 60,000 miles”, page 260 

> “94.9 Service at 70,000 miles”, page 261 

> “9.140 Service at 80,000 miles”, page 261 

> “9.1.1#Service at 90,000 miles”, page 262 

> “9.1.12 Sémice at 100,000 miles”, page zoo 


> “9.1.13 Servicevat 110,000 miles”, page a 4 

> “9.1.14 Service at 120,000 miles”, page 

9.1.1 Time-Dependent Maintenance Items 
Every 1 year 












































Perform visual check of airbag system. 
Every 2 years 
+ Dust and pollen filter: Replace (if applicable) 


@ Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) 


@ Brake fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


Every 4 years regardless of miles driven 


+ Air filter element: Replace and clean housing (New Beetle on- 
ly) 


Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


@ Spark Plugs: Replace (for vehicles driven less than 40,000 
miles in 4 years) 


Every 6 years regardless of miles driven 


+ Air filter element: Replace and clean housing (for vehicles 
driven less than 60,000 miles in 6 years) 


@ Tire pressure sensors: Replace (where applicable) 


@ Spark Plugs: Replace (2.0L TFSI, 3.6L FSI only) (for vehicles 
driven less than 60,000 miles in 6 years) 
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9.1.2 Service at 5;000 miles 


+ 


+ 
+ 
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Brake System: Check:fòr leaks/damage, brake pad thickness 
and brake fluid level 


Engine: Change engine oil and oil filter 
Service Interval Display: Reset and Adapt if necessary 
Water Separator: Drain (TDI Engines only) 


9.1.3 Service at 10,000 miles 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness 
and brake fluid level 


Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle only) 

Service Interval Display: Réset and Adapt if necessary 

Tires: Check condition, tread depth and adjust pressure if neg 
ded (including spare) P 


A 


Water Separator: Drain (TDI Engines only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level and add if needed 


9.1.4 Service at 20,000 miles 


+ 


“ef o% ooo ooo o 


> ©% ¢ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 


Brake System: Check for leaks/damage, brake pad thickness 
and brake fluid level 


Cooling System: Check coolant level and add if needed 
Door Arresters: Lubricate 

Dust and Pollen Filter: Replace (2.0L only) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.9L TDI, 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 
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Sunroof Frame: Clean and lubricate 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (1.9L TDI 
only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed (1.9L TDI 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Windshield Washer Fluid: Check level: add if needed 


9.1.5 Service at 30,000 miles 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Enginese¢Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level and add if needed 


9.1.6 Service at 40,000 miles 


+ 
+ 
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Air Cleaner: Replace filterand Clean Housing 


Air Suspension: Check for damage or leaks (Touareg, 4.2L 
FSI only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check Second Battery (5.0L V10 TDI Only) 


Brake System: Check for leaks/damage, brake pad thickness 
and brake fluid level 


Convertible Top: Check function and rollover protection 

Cooling System: Check coolant.level and add if needed 

Door Arresters: Lubricate 

Dust and Pollen Filter: Replace (1.9L DDI, 2.0L TFSI, 2.0L, © 
2.5L, 3.2L, 3.6L FSI, 4.2L FSI ) A 
Drive Shafts: Check boots 


Engine: Change engine oil and oil filter 


A 
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Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 


Haldex Clutch: Change Fluid (where applicable), (3.6L FSI 
only) 


Engine: Check for leaks 
Exhaust System: Check for damage and leaks 


Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (2.0L, 2.0L TFSI, 2.5L, 3.2L, 
3.6L FSI, 1.9L TDI) 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 


Retractable hard Top (CSC roof): Check function and-fọr dam- 
age 


Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L, 2.5, 3.2L ) 
Sunroof Frame: Clean and Jubricate 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (2.0L, 
2.0L TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI, 5.0L V10 
TDI Only) 


Transmission: Direét Shift (DSG): Change fluid and filter (2.0L 
TFSI, 2.5L, 3.2L only) 


Transmission: Mantal: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check forddamage 


V-Belt / Ribbed belt: Check and adjust if needed (2.0L, 2.0L 
TFSI. 2.5L, 3.2L, 3.6L FSb,4.2L FSI, 1.9L TDI 5.01 V10 TDI 


Only) 
Water Separator: Drain (TDI Engines Only) © 
Wheels: Rotate front to rear A 


Wiper Blades: Check 
Windshield Washer Fluid: Check level: add if needed 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


9.1.7 Service at 50,000 miles 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset and Adapt if necessary 
Timing Belt: Check condition (2.0L only) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


9.1.8 Service at 60,000 miles 


+ 


©» +% ooo ooo o 


© >% ¢ 


> © 


“ef > > >è O 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 
Door Arresters: Lubricate 

Dust and Pollen Filter: Replace (2.0L 

Drive Shafts: Check boots 

Engine: Change engine oiland oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check<dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.9L TDI, 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2,0L TFSI, 3.6L FSI, 4.2L FSI only) 
Sunroof Frame: Clean and(ubricate © 
Timing Belt: Check condition (20L TFSI 


Tires: Check condition, tread depth andadjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (1.9L TDI 
only) 
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Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed (1.9L TDI 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Windshield Washer, Fluid: Check level: add if needed 


9.1.9 Service at 70,000 miles 


Automatic’Shift Lock: Check operation including park/neutral 
position?’switch 


Brake System: Check for leaks/damage, brake pad thickness, 
andybrake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


9.1.10 Service at 80,000 miles 


+ 
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Air Cleaner: Replace filter and Clean Housing 


Air Suspension: Check for damage or leaks ( Touareg, 4.2L 
FSI only) rin 
Lasy 


i 
Automatic Shiftdlsock: Check operation inglifding park/neutral 
position switch pf 

Battery: Check 

Battery: Check Second Battery ( 5.0L V10 TDI Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Convertible Top: Check function and rollover protection 
Cooling System: Check coolant level: add if needed 
Door Arresters: Lubricate 


Dust and Pollen Filter: Replace (1.9L TDI, 2.0L TFSI, 2.0L, 
2.5L, 3.2L, 3.6L FSI, 4.2L FSI, ) 


Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 
Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
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Haldex Clutch: Change Fluid (where applicable), (3.6L FSI 
only) 


Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (2.0L, 2.0L TFSI, 2.5L, 3.2L, 
3.6L FSI, 1.9L TDI) 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 


Retractable hard Top (CSC roof): Check function and for dam- 
age 


Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L, 2.5L, 3.2L ) 

Sunroof Frame: Clean and lubricate 

Timing Belt: Replace (1.9L TDI, and 4.21 FSI ) 

Timing Belt: Check condition (2.0L) 

Timing Belt: Check condition (2.0L TFSI 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (2.0L, 
2.0L TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI, 5.0L V10 
TDI Only) 


Transmission: Direct Shift (DSG): Changé fluid and filter (2.0L 
TFSI, 2.5L, 3.2L only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check for damage 


V-Belt / Ribbed belt: Check and adjust if needed (2.0L, 2.0L 
TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TBI 5.01 V10 TDI 
Only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 


I 
Wiper Blades: Check A 
Windshield Washer Fluid: Check level: add if needed ae 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


9.1.11 Service at 90,000 miles 


+ 


+ 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 
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Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


9.1.12 Service at 100,000 miles 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 
Door Arresters: Lubricate 

Dust and Pollen Filter: Replace (2.0b 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Check‘or leaks 

Exhaust System: Check for damage and leaks 


Front Axlé: Check dust seals on ball joints and Tie Rod Ends: 
Check tiè rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.9L TDI, 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 
Sunroof Frame: Clean and lubricate 
Timing Belt: Check condition (2.0L, 
Timing Belt: Check condition (2.0L TFSI 


K 
Tires: Check condition, tread depth and Hiern if nee? 
ded (including spare) 


i> 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (1.9L TDI 
only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check for damage 
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V-Belt / Ribbed belt; Çhečk and adjust if rnèeded (1.9L TDI 
Water Separator: Drain (TDI engines Only) 
Wheels:-Rotate front to rear 

Windshield Washer Fluid: Check level: add if needed 


9.1513 Service at 110,000 miles 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


9.1.142 Service at 120,000 miles 


+ 
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A si 
Air Cleaner; Replace filter and Clearmklousing 


Air Suspension: Gheck for damage orileaks ( Touareg, 4.2L 
FSI only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check Second Battery (5.0L V10 TDI Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Convertible Top: Check function and rollover protection 
Cooling System: Check coolant level: add if needed 
Diesel Particle Filter: Replace (5.0L TDI only) 

Door Arresters: Lubricate 


Dust and Pollen Filter: Replace (1.9L TDI, 2.0L TFSI, 2.0L, 
2.5L, 3.2L, 3.6L FSI, 4.2L FSI, ) 


Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 
Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 


Haldex Clutch: Change Fluid (where applicable), (3.6L FSI 
only) 


Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function 
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On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (2.0L, 2.0L TFSI, 2.5L, 3.2L, 
3.6L FSI, 1.9L TDI) 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 


Retractable hard Top (CSC roof): Check function and for dam- 
age 


Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L, 2.5L, 3.2L ) 

Spark Plugs: Replace (2.0L TFSI, 3.6L FSI, 4.2L FSI only) 
Sunroof Frame: Clean and lubricate 

Timing Belt: Replace (2.0L, 2.0L TFSI only) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (2.0L, 
2.0L TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI, 5.0L V10 
TDI Only) 


Transmission: Direct Shift (DSG):; @hange fluid and filter (2.0 
TFSI, 2.5L, 3.2L only) 


Transmission: Manual: Gheck oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Chéck for damage 


V-Belt / Ribbed belt: Check and adjust if needed (2.0L, 2.0L 
TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI 5.01 V10 TDI 
Only) 


Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield-Washer Fluid: Check level: add if needed 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


pe 
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9.2 MY 2007 Maintenance Intervals - Can- 
ada 

> “9.2.1 Time-Dependent Maintenance Items”, page 266 

> “9.2.2 Service at 8,000 kilometers”, page 266 

> “9.2.3 Service at 16,000 kilometers”, page 267 

> “9.2.4 Service at 32,000 kilometers”, page 267 

> “9.2.5 Service at 48,000 kilometers”, page 268 

> “9.2.6 Service at 64,000 kilometers”, page 268 

> “9.2.7 Service at 80,000 kilometers”, page 269 

> “9.2.8 Service at 96,000 kilometers”, page 270 

> “9.2.9 Service at 112,000 kilometers”, page 271 

> “9.2.10 Service at 128,000 kilometers”, page 271 

> “9.2.11 Service at 144,000 kilometers”, page 272 

> “9.2.12 Service at 160,000 kilometers”, page 272 

> “9.2.13 Service at 176,000 kilometers”, page 273 

> “9.2.14 Service at 180,000 kilometers”, page 274 














9.2.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

Dust and pollen filter: Replace (if applicable) 


@ Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) 


@ Brake fluid: Replace 
Every 4 years regardless of kilometersdriven 


@ Aijr filter element: Replace and:clean housing (New Beetle on- 
ly) 


Tire filler bottle in the tiresmobility set: Replace (observe expi- 
ration date) 


@ Spark Plugs: Replace{for vehicles driven less than 64,000 Km 
in 4 years) 


Every 6 years regardless of kilometers driven 


+ Air filter element: Replace and clean housing (for vehicles 
driven less than 96,000 Km in 6 years) 


+ Tire pressure sensors: Replace (where applicable) 


@ Spark Plugs: Replace (2.0L TFSI, 3.6L FSI only) (for vehicles 
driven less than 96;000 Km in 6 years) 


9.2.2 Service‘at 8,000 kilometers 


@ Brake System: Check-for leaks/damage, brake pad thickness 
and brake fluid level 


+ Engine: Change engine ail and oil filter 
@ Service Interval Display: Reset and Adapt if necessary 


@ Water Separator: Drain (TDI Engines only) a 


Ak 
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2.3 Service at 16,000 kilometers 


Automatic Shift Lock: Chêck operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness 
and brake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Eubricate (New Beetle only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check-condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level and add if needed 


2.4 Service at 32,000 kilometers 


Automatic Shift Kock: Check operation including park/neutral 
position switch 


Battery: Check 


Brake System: Check forleaks/damage, brake pad thickness 
and brake fluid level à 


Cooling System: Check coolant level,and add if needéed= 
Door Arresters: Lubricate 

Dust and Pollen Filter: Replace (2.0L only) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.9L TDI, 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 
Sunroof Frame: Clean and lubricate 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (1.9L TDI 
only) 
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Transmission: Manual:,.@héck oil level’ addvifineeded: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDtOn- 
ly) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed (1.9L TDI 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Windshield Washer Fluid: Check level: add if needed 


2.5 Service at 48,000 kilometers 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires:Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


FE 
Water Sepàrator: Drain (TDI Engines Qiy) 
Wheels: Rotate front to rear = 

Windshield Washer Fluid: Check level and add if needed 


2.6 Service at 64,000 kilometers 


Air Cleaner: Replace filter and Clean Housing 


Air Suspension: Check for damage or leaks (Touareg, 4.2L 
FSI only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
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Battery: Check Second Battery (5.0L V10 TDI Only) 


Brake System: Check for leaks/damage, brake pad thickness 
and brake fluid level 


Convertible Top: Check function and rollover protection 
Cooling System: Check coolant level and add if needed 
Door Arresters: Lubricate 


Dust and Pollen Filter: Replace (1.9L TDI, 2.0L TFSI, 2.0L, 
2.5L, 3.2L, 3.6L FSI, 4.2L FSI ) 


Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 
Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
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Haldex Clutch: Change Fluid (where applicable), (3.6L FSI 
only) 


Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (2.0L, 2.0L TFSI, 2.5L93.2L, 
3.6L FSI, 1.9L TØI) 


Road Test:.Gheck kickdown, braking, steering, heating and 
ventilation; air conditioning, power accessories and electrical 
systems 


Rear.Spoiler: Lubricate (New Beetle Only) 


Retractable hard Top (CSC roof): Check function and for dam- 
age 


Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L, 2.5L, 3.2L ) 
Sunroof Frame: Clean and lubricate 


Pires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (2.0L, 
2.0L TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI, 5.0L V10 
TDI Only) 


Transmission: Direct Shift (DSG): Change fluid and filter (2.0L 
TFSI, 2:6L, 3.2L only) 


Transmission: Manual: Check oil level: addif needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor B OL V10 TDPOn- 
ly) 


Underbody: Check for damage 


V-Belt / Ribbed belt: Check and adjust if needed (2.0L, 2.0L 
TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI 5.01 V10 TDI 
Only) 


Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield Washer Fluid: Check level: add if needed 


2.1 Service at 80,000 kilometers 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset and Adapt if necessary 
Timing Belt: Check condition (2.0L only) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 
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Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


2.8 Service at 96,000 kilometers 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 


Brake System: Check-for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 
Door Arresters;,Lubricate 

Dust and Pollen Filter: Replace (2.0L 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check.and adjust if needed 


On-Board Diagnostic-System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.9L TDI, a 
d 


Road Test: Check kickdown, braking, steering, heatin 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L TFSI, 3.6L FSI, 4.2L FSI only) 
Sunroof Frame: Clean and lubricate 

Timing Belt: Check condition (2.0L TFSI 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (1.9L TDI 
only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed (1.9L TDI 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Windshield Washer Fluid: Check level: add if needed 
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2.9 Service at 112,000 kilometers 


Automatic Shift Lock: Checkioperation including park/néütral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (inceluding spare) 


Water‘Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


.2.10 = Service at 128,000 kilometers 


Air Cleaner: Replace filter and Clean Housing 


Air Suspénsion: Check for damage or leaks ( Touareg, 4.2L 
FSI only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check Hap 
| 
Battery: Check SecondBattery ( 5.0L V10 TDI Oily) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Convertible Top: Check function and rollover protection 
Cooling System: Check coolant level: add if needed 
Door Arresters: Lubricate 


Dust and Pollen Filter: Replace (1.9L TDI, 2.0L TFSI, 2.0L, 
2.5L, 3.2L, 3.6L FSI, 4.2L FSI, ) 


Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 
Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 


Haldex Clutch: Change Fluid (where applicable), (3.6L FSI 
only) 


Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (2.0L, 2.0L TFSI, 2.5L, 3.2L, 
3.6L FSI, 1.9L TDI) 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 
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Rear Spoiler: Lubricate (New Beetle Only) 


Retractable hard Top (CSC roof): Check function and for dam- 
age 


Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L, 2.5L, 3.2L ) 

Sunroof Frame: Clean and lubricate 

Timing Belt: Replace (1.9L TDI, and 4.21 FSI ) 

Timing Belt: Check condition (2.0L) 

Timing Belt: Check condition (2.0L TFSI 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (2.0L, 
2.0L TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI, 5.0L V10 
TDI Only) 


Transmission: Direct Shift (DSG): Change fluid and filter (2.0L 
TFSI, 2.5L, 3.2L only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor Rods (5.0L,.V10 TDI On- 
ly) 


Underbody: Check for damage 


V-Belt / Ribbed belt: Check and adjust if needed (2.0L, 2.0L 
TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI 5.01 V10 TDI 
Only) 


Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield Washer Fluid: Check level: add if needed 


2.11 Service at 144,000 kilometers 


Automatic Shift Lock: Checkoperation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and ‘oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- fry 
ded (including spare) 


paaa, 


poi 


Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


.2.12 Service at 160,000 kilometers 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
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Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 
Door Arresters: Lubricate 

Dust and Pollen Filter: Replace (2.0L 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.9L TDI, 


Road Test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset and Adapt if necessary 
Sunroof Frame: Clean aņndtúbricate 

Timing Belt: Check°condition (2.0L, 

Timing Belt: Check condition (2.0L TFSI 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (ineluding spare) 


Transmission: Automatic: Check for leaks 


Trafismission: Automatic: Check ATF and final drive (1.9L TDI 
only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Furbocharger: Lubricate Servomotor Rods (5.0L V10 TDI On- 
ly) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed (1.9L TDI 
Water Separator: Drain (TDI engines Only) 

Wheels: Rotate front to rear 

Windshield Washer Fluid: Check level: add if needed 


.2.13 “Service at 176,000 kilometers 


Automatic SMift Lock: Check operation incldGing park/neutral 
position switch z 


Brake System: Check fór leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
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Service Interval Display: Reset and Adapt if necessary 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


.2.14 Service at 180,000 kilometers 


Air Cleaner: Replace filter and Clean Housing 


Air Suspension: Check for damage or leaks ( Touareg, 4.2L 
FSI only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
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Battery: Check Second Battery ( 5.0L V10 TDI Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Convertible Top: Check function andsollover protection 
Cooling System: Check coolant level: add if needed 
Diesel Particle Filter: Replace (5.0L TDI only) 

Door Arresters: Lubricate 


Dust and Pollen Filter: Replace (1.9L TDI, 2.0L TFSI, 2.0L, 
2.5L, 3.2L, 3.6LFSI, 4.2L FSI, ) 


Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 
Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 


Haldex Clutch: Change Fluid (where applicable), (3.6L FSI 
only) 


Headlamps: Chéck and adjust if needed 
Interior/Exterior Lamps: Check function 


On-Board Diagnostic System: Check fault memory and erase 
if necessary F 
Power Steering: Check fluiddevel (2.0L, 2.0L TFSI, 2.55 3.2L, 
3.6L FSI, 1.9L TDI) T 


os 


Road Test: Check kickdown, braking, stéering, heating-and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 


Retractable hard Top (CSC roof): Check function and for dam- 
age 


Service Interval Display: Reset and Adapt if necessary 
Spark Plugs: Replace (2.0L, 2.5L, 3.2L ) 
Spark Plugs: Replace (2.0L TFSI, 3.6L FSI, 4.2L FSI only) 
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Sunroof Frame: Clean and lubricate 
Timing Belt: Replace (2.0L, 2.0L TFSI only) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks 


Transmission: Automatic: Check ATF and final drive (2.0L, 
2.0L TFSI. 2.5L, 3.2L, 3.6L FSI, 4.2L FSI, 1.9L TDI, 5.0L V10 
TDI Only) 


Transmission: Direct Shift (DSG): Change fluid and filter (2.0L 
TFSI, 2.5L, 3.2L only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks 


Turbocharger: Lubricate Servomotor,Rods (5:0W444.04FDI On- 
ly) 


Underbody: Check for, damage 


V-Belt / Ribbed belt? Check and adjust if needed (2.0L, 2.0L 
TFSI. 2.5L, 3.2L53.6L FSI, 4.2L FSI, 1.9L TDI 5.01 V10 TDI 
Only) 


Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield Washer Fluid: Check level: add if needed 
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10 MY 2006 Maintenance Intervals 
> “10.1 MY 2006 Maintenance Intervals - USA”, page 276 
> “10.2 MY 2006 Maintenance Intervals - Canada”, page 286 


10.1 MY 2006 Maintenance Intervals - USA 
> “10.1.1 Time-Dependent Maintenance Items”, page 276 
> “10.1.2 Service at 5,000 miles”, page 277 

> “10.1.3 Service at 10,000 miles”, page 277 

> “10.1.4 Service at 15,000 miles”, page 277 

> “10.1.5 Service at 20,000 miles’, page 277 

> “10.1.6 Service at 25,000 miles”, page 278 

> “10.1.7 Service at 30,000 miles”, page 278 

> “10.1.8 Service at 35,000 miles”, page 279 

> “10.1.9 Service at 40,000 miles”, page 279 

> “10.1.10 Service at 45,000 miles”, page 280 
> “10.1.11 Service at 50,000 miles”, page 280 
> “10.1.12 Service at 55,000 miles”, page 281 
> “10.1.13 Service at 60,000 miles”, page 281 
> “10.1.14 Service at 65,000 miles”, page 282 
> “10.1.15 Service at 70,000, miles*;spage,282 
> “10.1.16 Serviceyat 75,000 miles”, page 282 
> “10.1.17 Séfvice at 80,000 miles”, page 282 
=> “10.138 Service at 85,000 miles”, page 284 
> “161.19 Service at 90,000 miles”, page 284 
> &10.1.20 Service at 95,000 miles”, page 284 
» “10.1.21 Service at 100,000 miles”, page 284 
> “10.1.22 Service at 105,000 miles”, page 285 












































10.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

+ Dust and pollen filter: Replace (if applicable) 


@ Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) (or every 20,000 
miles, whichever occurs first) 


@ Brake fluid: Replace 


@ FrontSunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean irigcessary. 


Every 4 years regardless of miles drives 


@ Air filter element: Replace and clean housing (New Beetle on- 
ly) 


Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 
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@ Spark Plugs: Replace (for vehicles driven less than 40,000 
miles in 4 years) 


Every 6 years regardless of miles driven 


¢@ Air filter element: Replace and clean housing (for vehicles 
driven less than 60,000 miles in 6 years) 


@ Tire pressure sensors: Replace (where applicable) 


@ Spark Plugs: Replace (2.0L TFSI only) (for vehicles driven less 
than 60,000 miles in 6 years) 


10.1.2 Service at 5,000 miles 


@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 
@ Engine: Change engine oil and oil filter 

@ Service Interval Display: Reset (where applicable) 

@ Water Separator: Drain (TDI Engines Only) 


10.1.3 Service at 10,000 miles 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


# Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for Jeaks/damage, brake-pad_thickness, 
and brake fluid level 


+ 


Engine: Changé engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 
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Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


+ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.4.4 Service at 15,000 miles 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.5% Service at 20,000 miles 


@ Automati¢;Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDf-6.0L.W42 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


i> 
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Cooling System: Check coolant level: add if needed 
Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 
Drive Shafts: Check boots 
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Engine: Change engine oil and oil-filter 

Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals-on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Orly) 
Service Interval Display: Reset (where applicable) 


Pe 


Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


10.1.6 Service at 25,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.7 Service at 30,000 miles 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 
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@ Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Service Interval Display: Reset (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.1.8 Service at 35,000 miles 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.9 Service at 40,000 miles 
+ Air Cleaner: Replace filter and Clean Housing 


@ Air Suspension: Check for damage or leaks (3.2L, 3.6L, 4.2L, 
5.0L TDI only) 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
@ Battery: Check (3.2L, 3.6L, 4.2L, 5:OL TDI, 6.0L W12 only) 
@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
+ Cooling System: Check coolant leveladd if needed 
@ Door Check Straps: Lubricate 
+ Dust and Pollen Filter: Replace (where applicable) 
+ Dust and Pollen Filter: Replace (3.6L, 5.0L TDI-only) Fi 
+ Drive Shafts: Check boots a 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) ae 
@ Engine: Change engine oil and oil filter 
@ Engine: Check for leaks 
@ Exhaust System: Check for damage and leaks 
@ Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 
@ Fuel Filter: Replace (TDI Engines Only) 
@ Haldex Clutch: Change Fluid (where applicable), (3.6L only) 
+ Headlamps: Check and adjust if needed 
@ Interior/Exterior Lamps: Check function (3.2L, 3.6L, 4.2L, 5.0L 


TDI, 6.0L W12 only) 


+ On-Board Diagnostic System: Check fault memory and erase 
if necessary 


@ Power Steering: Check fluid level (1.8L Turbo, 1.9L TDI, 2.0L, 
3.6L, 4.2L only) 


@ Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


@ Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


10. MY 2006 Maintenance Intervals 279 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


© © >è è 


+ 


“ef © oo oo o o 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (all engines except 2.0L TFSI, Touareg 
and Phaeton V8) 


Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nees 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF and finałdrive (1.8L 
Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L,<3.6L only) 


Transmission: Automatic: Check ATF (4.2Lg 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Direct Shift (DSG): Change-fluid and filter (1.9L 
TDI, 2.0L TFSI, 2.5L only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0LATFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed 
Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 


Wiper Blades: Check fy 
Windshield Washer Fluid: Check level: add if needed A 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


10.1.10 Service at 45,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.11 Service at 50,000 miles 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 
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Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


10.1.12 Service at 55,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L turbo Only) 


10.1.13 Service at 60,000 miles 


+ 
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Automatic Shift Lock: Check operationsincluding park/neutral 
position switch 


Battery: Check 
Battery: Check (3.2L, 3.6L, 4.2L, 5:0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 


Diesel Particle Filter: Check soot load measurement (5.0L TDI 
only) 


Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Change engine oil and oil filter (1.8L7.urbo Only) 


fy 
Engine: Check for leaks A 
Exhaust System: Check for damage and leaks ae 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (2.0L TFSI, Touareg and Phaeton V8 
4.2L, only) 


Sunroof Frame: Clean and lubricate 
Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 
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Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


10.1.14 Service at 65,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.15 Service at 70,000 miles 


+ 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo-Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth:and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check lével: add if needed 


10.1.16 Service at 75,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.17 Service at 80,000 miles 


+ 
+ 


+ 


Air Cleaner: Replace filter and Clean Housing 


Air Suspension: Check for damage or leaks (3;2L, 3.6L, 4.2L, 
5.0L TDI only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


i s 
m 


k 


Cooling System: Check coolant level: add if needed 
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Diesel Particle Filter: Check soot load measurement (5.0L TDI 
only) 


Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Dust and Pollen Filter: Replace (3.6L, 5.0L TDI only) 
Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Haldex Clutch: Change Fluid (where, applicable)e(3,6L only) 
Headlamps: Check and adjùst if needed 


Interior/Exterior Lamps: Check function (3.2L, 3.6L, 4.2L, 5.0L 
TDI, 6.0L W12 only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.8L Turbo, 1.9L TDI, 2.0L, 
3.6L, 4.2L only) 


Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


Roadtest: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (all engines except 2.0L TFSI, Touareg 
and Phaeton V8) 


Sunroof Frame: Clean and lubricate 
Timing Belt®Replace (1.9L TDI, Touareg and Phaeton V8 
4.2L ) 


Timing Belt: Chéck condition (1.8L, 2.0L, 2.0L TESI 


Tire Pressure Monitoring System Sensors: Ch 3 K battery 
charge, replace wheel electronics and aluminum Valve if nec+ 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF and final drive (1.8L 
Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L only) 


Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 
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@ Transmission: Direct Shift (DSG);,Changeluid-and filter (1.9L 
TDI, 2.0L TFSI, 2.5L only) 


@ Transmission: Manwal: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDkonly) 


Underbody#’Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed 

Ribbed Belt Guide Rollers: Replace (Phaeton V8 4.2L only) 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield Washer Fluid: Check level: add if needed 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


10.1.18 Service at 85,000 miles 
@ Engine; Change engine oil and oil filter (1.8L Turbo Only) 


10.1.19 eService at 90,000 miles 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


Fy 
@ Battery: Check (322L, 3.6L, 4.2L, 5.0L TDI, 6 Jw12 only) 
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@ Brake System: Check forleaks/damage, bra ad thickness, 
and brake fluid level 

@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 

@ Engine: Change engine oil and oil filter 

@ Rear Spoiler: Lubricate (New Beetle Only) 

@ Service Interval Display: Reset (where applicable) 

@ Tire Pressure Monitoring System Sensors: Check battery 


charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.1.20 Service at 95,000 miles 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.1.21 Service at 100,000 miles 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
@ Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 
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Diesel Particle Filter: Check (1.9L TDI only) 
Diesel Particle Filter: Replace (5.0L TDI only) 


Diesel Particle Filter: Check soot load measurement (5.0L TDI 
only) 


Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Gheck fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 
Sunroof Frame: Cleanzand lubricate 

Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI 

Tire Pressure Monitoring System Sensors: Check battery 


charge, replace wheel electronics and aluminum valve if neg=s 


essary (where applicable) a 


Tires: Check condition, tread depth and’adjust pressure if ne 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


10.1.22 Service at 105,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
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10.2 MY 2006 Maintenance Intervals - Can- 
ada 

> “10.2.1 Time-Dependent Maintenance Items”, page 286 

> “10.2.2 Service at 8,000 kilometers”, page 287 

> “10.2.3 Service at 16,000 kilometers”, page 287 

> “10.2.4 Service at 24,000 kilometers”, page 287 

> “10.2.5 Service at 32,000 kilometers”, page 287 

> “10.2.6 Service at 40,000 kilometers”, page 288 

> “10.2.7 Service at 48,000 kilometers”, page 288 

> “10.2.8 Service at 56,000 kilometers”, page 289 

> “10.2.9 Service at 64,000 kilometers”, page 289 

> “10.2.10 Service at 72,000 kilometers”, page 290 

=> “10.2.11 Service at 80,000 kilometers”, page 290 

2> “10.2.12 Service at 88,000 kilometers”, page 291 

> “10.2.13 Service at 96,000 kilometers”, page 291 

> “10.2.14 Service at 104,000 kilometers”, page 292 

> “10.2.15 Service at 112,000 kilometers”, page 292 

> “10.2.16 Service at 120,000 kilometers”, page 292 

> “10.2.17 Service at 128,000 kilometers”, page 292 

> “10.2.18 Service at 136;000 kilometers”, page 294 

=> “10.2.19 Servicsé at 144,000 kilometers”, page 294 

> “10.2.20 Service at 152,000 kilometers”, page 294 

> “10.2.21 Service at 160,000 kilometers”, page 294 

> “10.2.22 Service at 168,000 kilometers”, page 295 



























































102.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

@ Dust and pollen filter: Replace (if applicable) 


. Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) (or every 32,000 
km, whichever occurs first) 


@ Brake fluid: Replace 
Every 4 years regardless of kilometers driven 


¢ Aijrfilter element: Replace and clean housing (New Beetle on- 
ly) 


¢ Tire filler-bottle in the tire mobility set: Replace (observe expi- 
ration daté) j- «} 


@ Spark Plugs: Réplace (for vehicles mAAR than 64;000 km 
in 4 years) 


Every 6 years regardless of kilometers driven 


+ Air filter element: Replace and clean housing (for vehicles 
driven less than 96,000 km in 6 years) 
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@ Tire pressure sensors: Replace (where applicable) 


@ Spark Plugs: Replace (2.0L TFSI only) (for vehicles driven less 
than 96,000 km in 6 years) 


10.2.2 Service at 8,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 
@ Engine: Change engine oil and oil filter 

@ Service Interval Display: Reset (where applicable) 

@ Water Separator: Drain (TDI Engines Only) 


10.2.3 Service at 16,000 kilometers 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (wheré-applicable) 
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Tire Pressure Monitoring SystenySensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


@ Water Separator: Draine(TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.2.4 Service at 24,000 kilometers 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.2.5 Service at 32,000 kilometers 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
Battery: Check (3.2L, 3.6L, 42L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, + 
and brake fluid level > 


o- > 


= 
Cooling System: Check coolant level: add, if needed A 
Door Check Straps: Lubricate 
Dust and Pollen Filter: Replace (where applicable) 
Drive Shafts: Check boots 
Engine: Change engine oil and oil filter 
Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Check for leaks 
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Exhaust System: Check for damage and leaks 
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Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 
Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6ly; 
4.2L, 5.0L TDI only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level:zadd if needed 


10.2.6 Service at 40,000 kilometers 


+ 


Engine: Change engine oil and oilfilter (1.8L Turbo Only) 


10.2.7 Service at 48,000:kilometers 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (3.2L, 3.6L, 4.2Ly 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oitfilter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 

Tire Pressure Monitoring System Sensors:‘Check battery 


charge, replace wheel electronics and aluminum valve if nec- E] 
essary (where applicable) A 
AA 
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@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.2.8 Service at 56,000 kilometers 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.2.9 Service at 64,000 kilometers 
@ Air Cleaner: Replace filter and Clean Housing 


@ Air Suspension: Check for damage or leaks (3.2L, 3.6L, 4.2L, 
5.0L TDI only) 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
@ Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 
@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
@ Cooling System: Check coolantdével: add if needed 
@ Door Check Straps: Lubricate 
@ Dust and Pollen Filter: Replac€e (where applicable) 
+ Dust and Pollen Filter: Replace (3.6L, 5.0L TDI only) 
@ Drive Shafts: Check boots 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 
@ Engine: Change engine oil and oil filter 
@ Engine: Check for leaks 
@ Exhaust System: Check for damage and leaks 
@ Front Axle: Check dust seals on, ball joints and Tie Rod Ends: 
Check tie rods 
@ Fuel Filter: Replace (TDI Engines Only) 
@ Haldex Clutch: Change Fluid (where’applicable), (3.6L only) 7 
@ Headlamps: Check and adjust if needed (| 
@ Interior/Exterior Lamps: Check function (3.2L, 3°6L,; 4.2L, 5.0L @ 
TDI, 6.0L W12 only) 
@ On-Board Diagnostic System: Check fault memory and erase 


if necessary 


@ Power Steering: Check fluid level (1.8L Turbo, 1.9L TDI, 2.0L, 
3.6L, 4.2L only) 


@ Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


@ Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


@ Rear Spoiler: Lubricate (New Beetle Only) 


@ Service Interval Display: Reset (where applicable) 
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Spark Plugs: Replace (1.8L, 2.0L, 2.5L, 3.2L except Touareg 
V8, Passat and Touareg 3.6L, 6.0L W12 Phaeton Only) 


Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF and final drive (1.8L 
Turbo, 1.9L TDI, 2.0L -20L TFSI, 2.56 3.2b.3.6L only) 


Transmission:‘Automatic: Check ATF (4.2L , 5.0L°TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Direct Shift (DSG): Change fluid and filter (1.9L 
FDI, 2.0L TFSI, 2.5L only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield Washer Fluid: Check level: add if needed 


10.2.10 Service at 72,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.2.1% Service at 80,000 kilometers 


+ 


+ 


+ 
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fa 
Automatie Shift Lock: Check Vouere. park/neutral 
position switch = 


Battery: Check (3.2L;’3.6L, 4.2L, 5.0L. TDIp6:0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 
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10.2.12 Service at 88,000 kilometers 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.2.13 Service at 96,000 kilometers 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
@ Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Cooling System: Check coolant level: add if needed 


+ 


Diesel Particle Filter: Check soot load measurement (5.0L TDI 
only) 


Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter 

Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Check for leaks 

Exhaust System: Check for.damage and leaks 
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Front Axle: Check dus?seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 


o- > 


Headlamps:.Check and adjust if needed 


+ 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


@ Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


@ Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


@ Rear Spoiler: Lubricate (New Beetle Only) 
@ Serviceinterval Display: Reset (where applicable) 


@ Spark Plugs: Replace (2.0L TFSI, Touareg and Phaeton V8 
4.2L, only) 


@ Sunroof Frame: Clean and lubricate 
@ Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI) 


@ Tire Pressure Monitoring System Sensors: Check battery 
charge, replace whéel electronics and aluminunyalve if nec- 


essary (where applicable) a 
ure if neex 


@ Tires: Check condition, treaddepth and adjust pr 
ded (including spare) 


@ Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


@ Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
@ Transmission: Automatic: Change ATF (6.0L W12 only) 
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@ Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


@ Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.2.14 Service at 104,000 kilometers 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.2.15 Service at 112,000 kilometers 


@ Automatic Shift Lock: Check operation including *park/neutral 
position switch 


+ Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI6.0L W12 only) 


Brake System: Check for leaks/damage; brake pad thickness, 
and brake fluid level 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil fiter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 
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Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: addeif needed 


10.2.16 Service at 120,000 kilometers @ 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) a= 


10.2.17 Service at 128,000 kilometers 
@ Air Cleaner: Replace filter and Clean Housing 


@ Air Suspension: Check for damage or leaks (3.2L, 3.6L, 4.2L, 
5.0L TDI only) 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
@ Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 


+ Diesel Particle Filter: Check soot load measurement (5.0L TDI 
only) 


@ Door Check Straps: Lubricate 
+ Dust and Pollen Filter: Replace (where applicable) 
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Dust and Pollen Filter: Replace (3.6L, 5.0L TDI only) 
Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Haldex Clutch: Change Fluid (where applicable), (3.6L only) 
Headlamps: Check and adjust if needed 


Interior/Exterior Lamps: Check function (3.2L, 3.6L, 4.2L, 5.0L 
TDI, 6.0L W12 only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (1.8L Turbo, 1.9L TDI, 2.0L, 
3.6L, 4.2L only) 


Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (1.8L, 2.0L, 2.5L, 3.2L except Touareg 
V8, Passat and Touareg 3.6L, 6.0L W12 Phaeton Only) 


Sunroof Frame: Clean and lubricate 
Timing Belt: Replace (1.9L TDI,Fouareg and Phaeton V8 
4.2L) 


Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission: Automatic: Check ATF and final drive (1.8L 
Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 2.5L, 3.2L, 3.6L only) 


Transmission: Automatic: Check ATF (4.2L , 5.0L TDI only) 
Transmission: Automatic: Change ATF (6.0L W12 only) 
Transmission: Direct Shift (DSG): Check fluid (2.0L TFSI) 


Transmission: Direct Shift (BSG): Change fluid and filter (1.9L 
TDI, 2.0L TFSI, 2.5L only) 


Transmission: Manual: Check oitlevel: add if needed: Checki yy 
for leaks (1.8L Turbo, 1.9L TDI, 2:0L, 2.0L TFSI, 3.2L, 3.6L, %3 
4.2L, 5.0L TDI only) : 


as 
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Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed 

Ribbed Belt Guide Rollers: Replace (Phaeton V8 4.2L only) 
Water Separator: Drain (TDI Engines Only) 

Wheels: Rotate front to rear 

Wiper Blades: Check 

Windshield Washer Fluid: Check level: add if needed 


10.2.18 Service at 136,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L-Turbo Only) 


10.2.19 Service at 144,000 kilometers 


+ 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6L W12 only) 


Brake System: Check for leaks/damage, brakēgpad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 
Rear Spoiler: Lubricate (New Beetle Only) 


Service Interval Display: Reset (where applicable) a 
Tire Pressure Monitoring System Sensors: Check battery = 


charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


10.2.20 Service at 152,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo Only) 


10.2.21 Service at 160,000 kilometers 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L W12 only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 
Diesel Particle Filter: Check (1.9L TDI only) 
Diesel Particle Filter: Replace (5.0L TDI only) 


Diesel Particle Filter: Check soot load measurement (5.0L TDI 
only) 


Door Check Straps: Lubricate 
Dust and Pollen Filter: Replace (where applicable) 
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Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 
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Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 


o- © 


Headlamps: Check and adjust if needed 


+ On-Board Diagnostic System: Check fault memory and erase 
if necessary 


@ Power Steering: Check fluid level (4.2L, 5.0L TDI, 6.0L W12 
only) 


@ Roadtest: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Réar Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 
Sunroof Frame: Clean and lubricate 

Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 
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@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


@ Transmission: Automatic: Check for leaks (1.8L Turbo, 1.9L 
TDI, 2.0, 2.0L TFSI, 2.5L, 3.2L, 3.6L, 4.2L, 5.0L TDI, 6.0L 
W12 only) 


Transmission‘ Aųytomatic: Check ATF (4.269% .OL TDI only) 
Transmission: Automatic: Change ATF (6.0.W12 only) 
Transmission: Direct Shift (DSG): Check fluid(2?0L TFSI) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.8L Turbo, 1.9L TDI, 2.0L, 2.0L TFSI, 3.2L, 3.6L, 
4.2L, 5.0L TDI only) 


@ Water Separator: Drain (TDI Engines Only) 
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@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 


10.2.22 Service at 168,000 kilometers 
@ Engine: Change engine oil and oil filter (1.8L Turbo Only) 
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11 MY.2005 Maintenance Intervals 
> “11.1 MY 2005 Maintenance Intervals - USA”, page 296 
> “11.2 MY 2005 Maintenance Intervals - Canada”, page 306 


11.1 MY 2005 Maintenance Intervals - USA 
> “11.1.1<Time-Dependent Maintenance Items”, page 296 

> “11.1.2 Service at 5,000 miles”, page 297 

> “11.1.3 Service at 10,000 miles”, page 297 

> “11.1. Service at 15,000 miles”, page 297 

> “11.1.5eService at 20,000 miles”, page 297 

> “11.1.6 Service at 25,000 miles”, page 298 

> “11.1.7 Service at 30,000 miles”, page 298 

> “11.1.8 Service at 35,000 miles”, page 299 

> “11.1.9 ServiGe at 40,000 miles”, page 299 

> “11.1.10 Service“at 45,000 miles”, page 300 
> “11.1.11 Service at 50,000 miles”, page 300 
> “11.1.12 Service at 55,000‘miles”, page 300 
> “11.1.13 Service at 60,000 miles”, page 301 
> “11.1.14 Service at 65,000 miles”, page 302 
> “11.1.15 Service at 70,000 miles”, page 302 
> “11.1.16 Service at 75,000 miles”, page 302 
> “11.1.17 Service at 80,000 miles”, page 302 
> “11.1.18 Service at 85,000 miles”, page 303 
> “11.1.19 Service at 90,000 miles”, page 303 
> “11.1.20 Service at 95,000 miles”, page 304 
> “11.1.21 Service at 100,000 miles”, page 304 
> “11.1.22 Service at 105,000 miles”, page 305 
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11.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

+ Dust and pollen filter: Replace (if applicable) 


@ Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) (or every 20,000 
miles, whichever occurs first) 


@ Brake fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


+ Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
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Every 4 years regardless of miles driven 


+è Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


@ Spark Plugs: Replace (for vehicles driven less than 40,000 
miles in 4 years) 


Every 6 years regardless of miles driven 


@ Air filter element: Replace and clean housing (for vehicles 
driven less than 60,000 miles in 6 years) 


@ Tire pressure sensors: Replace (where applicable) 


11.1.2 Service at 5,000 miles 
+ Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


@ Engine: Change engine, oil.and:oil filter 
@ Service Interval Display: Reset (where applicable) 
@ Water Separator: Drain (TDI Engines Only) 


11.1483 Service at 10,000 miles 


@ <Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


+ > 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 
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Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


¢, Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


+ Water Separator: Drain (TDI Engines Only) 
@ Wheéts: Rotate front to rear E 
@ WindshieldWasher Fluid: Check ie: add if needed 


11.1.4 Service at-15,000 miles 
+ Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.1.5 Service at 20,000 miles 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
@ Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Cooling System: Check coolant level: add if needed 
@ Door Check Straps: Lubricate 
+ Dust and Pollen Filter: Replace (where applicable) 
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Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 
Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 
Transmission Automatic: Check ATF (3.2L, 4.2L, 6.0Lonly) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0E W8, 4.2L only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


11.1.6 Service at 25,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.1.7 Service at 30,000 miles 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter, 

Rear Spoiler; Lubricate (New Beetle Gly) 

Service Interval Display: Reset (wheretàpplicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 
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Tires: Chèck condition, tread depth and adjust pressure if nee- 
ded (including spare 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


1141.8 Service at 35,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


14.1.9 Service at 40,000 miles 


+ 
+ 
+ 
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Air Cleaner: Replace filter 
Air Suspension: Check for damage or leaks ( 3.2L, 6.0L only) 


Aútomatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System; Check for leaks/damage, Brake pad thickness, 
and brake fluid‘level A 


Cooling System: Check:coolant level: adf needed 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function (3.2L, 4.2L only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level 
Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (1.8L, 2.0L, 2.5L, 2.8L, 2.8L VR6, All 
3.2L except Touareg V8, 4.0L W8 only) 


Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 
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Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check or leaks 

Transmission: Automatic: Change Fluid (Phaeton W12 only) 
Transmission: Automatic: Check ATF and final drive 
Transmission: Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 
Transmission: Direct Shift (DSG): Change fluid and filter 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and. adjust if needed 

Water Separator: Drain (TDI Engines Only) 

Wiper Blades: Check 

Wheels: Rotate front to rear 

Windshield Washer Fluid: Check level: add, if needed {- 


Front Sunroof Drains (where applicable): Oper’Sunroof to 
check front water drains and clean if necessary. 


pe 


RDE) 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 


11.1.10 Service at 45,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.1.11 Service at 50,000 miles 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


11.1.12 Service at 55,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
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@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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Cooling System: Check coolant level: add if needed 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check forsléaks 

Exhaust System: Check for damage and leaks 
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Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Chéck tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function (3.2L, 4.2L only) 


© © Oe 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (3.2L, 4.2L only) 


@ Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


+ 


@ Rear Spoiler: Lubricate (New Beetle Only) 
@ Service Interval Display: Reset (where applicable) 


@ Spark Plugs: Replace (2.0L TFSI, 4.2L Touareg and Phaeton 
V8 only) 


+ “Sunroof Frame: Clean and lubricate 
@ Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI, 2.8L.On- 


ly) fy 


= y 
@ Tire Pressure Monitoring System @nsors: Check wwattery 
charge, replace.wheel electronics-aAd aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


@ Transmission: Automatic: Check for leaks 
@ Transmission: Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 


@ Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 
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11.1.14 Service at 65,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.1.15 Service at 70,000 miles 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L,.VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Chéck for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Changé engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (includingsspare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer €luid: Check level: add if needed 


11.1.16 Service at75,000 miles 


+ 


Engine: Change engine oil and-oil filter (1.8L Turbo, 2. ery 


11.1.17 Service at 80,000 milés 


+ 
+ 
+ 


> >% ¢ 


“ff oo ooo oo o o 


» > 


Air Cleaner: Replace filter 
Air Suspension: Check for damage or leaks ( 3.2L, 6.0L only) 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 
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Interior/Exterior Lamps: Check function (3.2L, 4.2L only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level 
Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (1.8L, 2.0L, 2.5L, 2.8L, 2.8L VR6, All 
3.2L except Touareg V8, 4.0L W8 only) 


Sunroof Frame: Clean and lubricate 


Timing Belt: Replace (1.9L TDI, 2.0L TDI, 4.2L Touareg and 
Phaeton V8 Only) 


Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI, 2.8L On- 
ly) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 

Transmission: Automatic: Change Fluid (Phaeton W12 only) 
Transmission: Automatic: Check ATF and final drive 
Transmission: Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 
Transmission: Direct Shift (DSG): Change fluid and filter 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L,2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed 
Water SeparatorsDrain (TDI Engines Only) 

Wiper Blades: Chéck 

Wheels: Rotate frontto rear 

Windshield Washer Fluid: Check level: add if needed 


Front Sunroof Drains (whére applicable): Open Sunroof ps. 
check front water drains and‘clean if necessary. i) 


Plenum Panel: Remove cover for plenum panel to check w 
drains and clean if necessary. (Passat‘and,Passat Wagon on- 


ly) 


11.1.18 Service at 85,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.1.19 Service at 90,000 miles 


+ 


+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 
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Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


11.1.20 Service at 95,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, &X8L Only) 


11.1.21 Service at 100,000 miles 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add iffneeded 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo?2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function (3.2L, 4.2L only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 
Sunroof Frame: Clean and lubricate 
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Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI, 2.8L On- 
ly) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 
Transmission: Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 


Transmission: Manual: Check oil level: addbif needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


Water Separator: Drain (TDI Engines.Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check leVel: add if needed 


11.1.22 Service at 105,000 miles 


+ 
+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Timing Belt: Replace ( 1.8L and 2.0L Only) 
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11.2 MY 2005 Maintenance Intervals - Can- 
ada 

> “11.2.1 Time-Dependent Maintenance Items”, page 306 

> “11.2.2 Service at 8,000 kilometers”, page 307 

> “11.2.3 Service at 16,000 kilometers”, page 307 

> “11.2.4 Service at 24,000 kilometers”, page 307 

> “11.2.5 Service at 32,000 kilometers”, page 307 

> “11.2.6 Service at 40,000 kilometers”, page 308 

> “11.2.7 Service at 48,000 kilometers”, page 308 

> “11.2.8 Service at 56,000 kilometers”, page 308 

> “11.2.9 Service at 64,000 kilometers”, page 309 

> “11.2.10 Service at 72,000 kilometers”, page 310 

=> “11.2.11 Service at 80,000 kilometers”, page 310 

> “11.2.12 Service at 88,000 kilometers”, page 310 

> “11.2.13 Service at 96,000 kilometers”, page 310 

> “11.2.14 Service at 104,000 kilometers: page 311 

> “11.2.15 Serviceat: 112,000 kilometers”, page 311 

> “11.2.16 Setvice at 120,000 kilometers”, page 312 

> “11.2.7 Service at 128,000 kilometers”, page 312 

> “1482.18 Service at 136,000 kilometers”, page 313 

> 11.2.19 Service at 144,000 kilometers”, page 313 

= “11.2.20 Service at 152,000 kilometers”, page 313 

> “11.2.21 Service at 160,000 kilometers”, page 314 

> “11.2.22 Service at 168,000 kilometers”, page 315 























11.2.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

@ Dust and pollen filter: Replace (if applicable) 


-Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) (or every 32,000 
km, whichever occurs first) 


@ Brake fluid: Replace 


Every 4 years, regardless of kilometers ae 


+è Tire filler bottlé4n the tire mobility se 
ration date) 


eplace (observe expi- 

@ Spark Plugs: Replace (for vehicles driven less than 64,000 km 
in 4 years) 

Every 6 years regardless of kilometers driven 


+ Air filter element: Replace and clean housing (for vehicles 
driven less than 96,000 km in 6 years) 


Tire pressure sensors: Replace (where applicable) 
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11.2.2 Service at 8,000 kilometers 


+ 
+ 
+ 
+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Service Interval Display: Reset (where applicable) 

Water Separator: Drain (TDI Engines Only) 


11.2.3 Service at 16,000 kilometers 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve,ifnec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level; add if needed 


11.2.4 Service at 24,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.2.5 Service at 32,000 kilometers 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage,‘brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add ifneeded 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
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Headlamps: Check and adjust if needed 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 
Sunroof Frame: Clean and lubricate 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 
Transmission: Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 


Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: addcif needed 


11.2.6 Service at 40,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.2.7 Service at 48,000 kilometers 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oilfilter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oilfilter 

Rear Spoiler: Lubricate (New Beetle. Only) 

Service Interval Display: Reset (where, applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust préssure if nee- 
ded (including spare 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


11.2.8 Service at 56,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
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11.2.9 Service at 64,000 kilometers 


@ Air Cleaner: Replace filter 
@ Air Suspension: Check for damage or leaks ( 3.2L, 6.0L only) 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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Cooling System: Check coolant level: add if needed 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 
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Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function (3.2L, 4.2L only) 
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On-Board Diagnostic System: Check fault memory and erase 
if necessary 


+ 


Power Steering: Check fluid level 
Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, kêéating and 
ventilation, air conditioning, power accessories and electrical 
systems 


> o 


@ Rear Spoiler: Lubricate (New Beetle Only) 
@ Service Interval Display: Reset (where applicable) 


@ Spark Plugs: Replace (1.8L, 2.0L¢2.5L, 2.8L, 2.8L VR6, All 
3.2L except Touareg V8, 4.0L W8 only) 


@ Sunroof Frame: Clean and lubricate 


@ Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 
Transmission: Automatic: Change Fluid (Phaeton W12 only) 


Transmission: Automatic: Check ATE (3.2L, 4.2L, 6.0L only) 


+ 

+ 

@ Transmission: Automatic: Check ATF and final drive 

+ 

@ Transmission: Direct Shift (DSG): Change fluid and filter 


11. MY, 2005'Maintenance Intervals 309 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


@ Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


Underbody: Check for damage 

V-Belt / Ribbed belt: Check and adjust if needed 
Water Separator: Drain (TDI Engines Only) 

Wiper Blades: Check 

Wheels: Rotate front to rear 

@ Windshield Washer Fluid: Check level: add if needed 


11.2.10 Service at 72,000 kilometers 
+ Engine: Change engine oil and oil filter (1.8L Turbo, 2°8L Only) 


11.2.11 Service;at 80,000 kilometers 


@ Automatic Shiff(Lock: Check operation including park/neutral 
position switch 


+ Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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Engiñe: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 
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Tire, Pressure Monitoring System Sensors: Check battery 
chatge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ TireseCheck condition, tread depth and adjust pressure if nee- 
ded (ifcluding spare) 


@ Water Separator: Drain (TDI Engines Only) 

@ Wheels: Rotate front to rear 

@ Windshield Washer Fluid: Check level: add if needed 
> 


11.2.12  Serviceat 88,000 kilometefs, 
@ Engine: Change engine oil @nd.oil filter (1.8L Turbo, 2.8E°Only) 


11.2.13 Service at 96,000 kilometers 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


o-?¢ 


Cooling System: Check coolant level: add if needed 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
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Engine: Change engine oil and oil filter 
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Engine: Check for leaks 
Exhaust System: Check for damage and leaks 


Front Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter: Replace (TDI Engines Only) 
Headlamps: Check and adjust if needed 
Interior/Exterior Lamps: Check function (3.2L, 4.2L only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level (3.2L, 42bŁ©nly) 


Road test: Check kickdown, braking; steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (2.0L TFSI, 4.2L Touareg and Phaeton 
V8 only) 


Sunroof Frame: Clean and lubricate 


Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI, 2.8L On- 
ly) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 
Transmission: Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 


Transmission: Manual: Gheck oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L ‘TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 

4.0L W8, 4.2L only) 
Water Separator: Drain (TDI Engines Only) A 


Wheels: Rotate front to rear -_ 


Windshield Washer Fluid: Check level: add if needed 


11.2.14 Service at 104,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.2.15 Service at 112,000 kilometers 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


i> 
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Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


11.2.16 Service at 120,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


11.2.17 Service at 128,000 kilometers 


+ 
+ 
+ 
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Air Cleaner: Replace filter 
Air Suspension: Check for damage or leaks ( 3.2L, 6.0L, only) 


Automatic Shift'Lock: Check operation including park/neutral 
position switch 


Battery;sCheck 
Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Cooling System: Check coolant level: add if needed 

Door Check Straps: Lubricate 

Dust and Pollen Filter: Replace (where applicable) 

Drive Shafts: Check boots 

Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Engine: Check for leaks 

Exhaust System: Check for damage and leaks 


Front‘Axle: Check dust seals on ball joints and Tie Rod Ends: 
Check tie rods 


Fuel Filter’’Replace (TDI Engines Only) Fi 
Headlamps: Check and adjust if needed A 
Interior/Exterior Lamps:;Check function (SQL, 4.2L-only) 


On-Board Diagnostic System: Check fault memory and erase 
if necessary 


Power Steering: Check fluid level 
Power Steering: Check fluid level (3.2L, 4.2L only) 


Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 


Rear Spoiler: Lubricate (New Beetle Only) 
Service Interval Display: Reset (where applicable) 


Spark Plugs: Replace (1.8L, 2.0L, 2.5L, 2.8L, 2.8L VR6, All 
3.2L except Touareg V8, 4.0L W8 only) 


Sunroof Frame: Clean and lubricate 
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Timing Belt: Replace (1.9L TDI, 2.0L TDI, 4.2L Touareg and 
Phaeton V8 Only) 


Timing Belt: Check condition (1.8L, 2.0L, 2.0L TFSI, 2.8L On- 
ly) 


Tire Pressure Monitoring SystemSènsors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition;tread depth and adjust pressure if nee- 
ded (including spare 


Transmission: Automatic: Check for leaks 

Transmission: Automatic: Change Fluid (Phaeton W12 only) 
Transmission: Automatic: Check ATF and final drive 
Transmission=Automatic: Check ATF (3.2L, 4.2L, 6.0L only) 
Transmission: Direct Shift (DSG): Change fluid and filter 


Transmission; Manual: Check oil level: add if needed: Check 
for leaks (1.98, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2E.only) 


Underbody: Check for damage 

V-Belt / Ribbed2belt: Check and adjust if needed 

Water Separator: Drain (TDI Engines Only) 

Wiper Blades: Cheek 

Wheels: Rotate front to rear 

Windshield Washer Fluid@Check level: add if needed fy 


11.2.18 Service at 136,000 kilometers A 


+ 


Engine: Change engine oil and oil filter (t-8ŁJ urbo, 2.8L Only) 


11.2.19 Service at 144,000 kilometers 


+ 


+ 


+ 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
Engine: Change engine oil and oil filter 

Rear Spoiler: Lubricate (New Beetle Only) 

Service Interval Display: Reset (where applicable) 


Tire Pressure Monitoring System Sensors: Check battery 
charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


Tires: Check condition, tread depth and adjust pressure if nee- 
ded (including spare) 


Water Separator: Drain (TDI Engines Only) 
Wheels: Rotate front to rear 
Windshield Washer Fluid: Check level: add if needed 


11.2.20 Service at 152,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 
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11.2.21 Service at 160,000 kilometers 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Battery: Check 


@ Battery: Check (2.8L VR6, 3.2L, 4.2L, 6.0L Only) 

@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 

@ Cooling System: Check coolant level: add if needed 

@ Door Check Straps: Lubricate 

+ Dust and Pollen Filter: Replace (where applicable) 

@ Drive Shafts: Check boots 

+ Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 

@ Engine: Change engine oil and oil filter 

@ Engine: Check for leaks 

@ Exhaust System: Check for damage and leaks 

@ Front Axle: Check dust seals on ball joints.and Tie Rod Ends: 
Check tie rods 

@ Fuel Filter: Replace (TDI Engines Only) 

+ Headlamps: Check and adjust if needed 

@ Interior/Exterior Lamps: Gheck function (3.2L, 4.2L only) 

+ On-Board Diagnostic System: Check fault memory and erase 
if necessary 

@ Power Steering: Check fluid level (3.2L, 4.2L only) 

@ Road test: Check kickdown, braking, steering, heating and 
ventilation, air conditioning, power accessories and electrical 
systems 

@ Rear Spoiler: Lubricate (New Beetle Only) 

@ Service Interval Display: Reset (where applicable) 

@ Sunroof Frame: Clean and lubricate 

+ pag Belt: Check condition (1.8L, 2.0L, 2.0L TFSI, 2.8L On- 
y 

@ Tire Pressure Monitoring System Sensors: Check battery 


charge, replace wheel electronics and aluminum valve if nec- 
essary (where applicable) 


@ Tires: Check condition, tread depth and adjust pressure if nee 


ded (including spare E 
Transmission: Automatic: Check for léaks A 


@ Transmission: Automatic: Check ATF (3.2L, 4:2t,,6.0L only) 


@ Transmission: Manual: Check oil level: add if needed: Check 
for leaks (1.9L, 2.0L, 2.0L TFSI, 2.5L, 2.8L. 2.8L VR6, 3.2L, 
4.0L W8, 4.2L only) 


@ Water Separator: Drain (TDI Engines Only) 
@ Wheels: Rotate front to rear 
@ Windshield Washer Fluid: Check level: add if needed 
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11.2.22 Service at 168,000 kilometers 
@ Engine: Change engine oil and oil filter (1.8L Turbo, 2.8L Only) 


@ Timing Belt: Replace (1.8L and 2.0L Only) 
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12 MY 2004 Maintenance Intervals 


> “12.1 MY 2004 Maintenance Intérvals - USA”, page 316 
> “12.2 MY 2004 Maintenance Intervals - Canada”, page 324 


12.1 MY 2004 Maintenance Intervals - USA 
> “12.1.1 Time-Dependent Maintenance Items”, page 316 
> “12.1.2 Service at 5000 miles”, page 317 

> “12.1.3 Service at £0,000 miles”, page 317 

> “12.1.4 Service at 45,000 miles’, page 317 

> “12.1.5 Service at20,000 miles”, page 317 

> “12.1.6 Service at 25,000 miles”, page 318 

> “12.1.7 Service at 30,000 miles”, page 318 

> “12.1.8 Service at 35,000 miles”, page 318 

> “12.1.9 Service at 40900 miles”, page 318 

> “12.1.10 Service at 45,000 miles”, page 319 
> “12.1.11 Service at 50,00@miles”, page 319 
> “12.1.12 Service at 55,000 miles”, page 320 
> “12.1.13 Service at 60,000 miles’,“page 320 
> “12.1.14 Service at 65,000 miles”, pag€°321 
> “12.1.15 Service at 70,000 miles”, page 321 
> “12.1.16 Service at 75,000 miles”, page 321 
> “12.1.17 Service at 80,000 miles”, page 321 
> “12.1.18 Service at 85,000 miles”, page 322 
> “12.1.19 Service at 90,000 miles”, page 322 
> “12.1.20 Service at 95,000 miles”, page 323 
> “12.1.21 Service at 100,000 miles”, page 323 
> “12.1.22 Service at 105,000 miles”, page 323 
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12.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 


+ Dust and pollen filter: Replace (if applicable) (for vehicles driv- 
en less than 40,000 miles) (Tourareg only) 


@ Check function of convertible top and check roll-over protec- 
tion with convertible top open. (if applicable) (or every 20,000 
miles, whichever occurs first) 


@ Brake fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


+ Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
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Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


Every 4 years regardless of miles driven 


+ Air filter element: Replace (for vehicles driven less than 80,000 
miles in 4years) 


@ Spark Plugs: Replace (for vehicles driven less than 40,000 
miles in 4 years) 


Every 6 years regardless of miles driven 


@ Tire pressure monitoring system batteries: Replace (where 
applicable) 


12.1.2 Service at 5,000 miles 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDF 2.0L TDI and 5.0L V10 en- 
gines Only) 


12.1.3. Service at 10,000 miles 
@ Engine: Change engine oil:and oil filter 


@ Water Separator: Drain (159L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Windshield Washer Fluid=Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check 
@ Rear Spoiler: Lubricate (New Béetle Only) 


12.1.4 Service at 15,000 miles 


@ Engine: Change engine oil and oil filter (1<8T and 2.8L engine 
only) 


12.1.5 Service at 20,000 miles 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


DE 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check 

Engine: Check for Leaks 
Dust Pollen Filter: Replace 
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Cooling System: Check Level, add if necessary 
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Auto Transmission: Check ATF (Touareg and Phaeton Only) 


oo > 


Auto Transmission: Check for leaks 


+ 


Manual Transmission: Check oil levels and leaks (All models 
except Touareg) 


Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory and Purge 
Door Check Straps: Lubricate 

Headlamps: Gheck and adjust if necessary 

Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


Power Steering: Check Fluid Level (Touareg and Phaeton 
Only) 
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Rear Spoiler: Lubricate (New Beetle Only) 
@ Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


12.1.6 Service at 25,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.7 Service at 30,000 miles 
+ Engine: Change engine oil and oil filter i 


kK sF 
+ Water Separator: Drain (t94 TDI, 2.0L TDI and 5.QE\V10 en- 
gines Only) ae 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check 
@ Rear Spoiler: Lubricate (New Beetle Only) 


12.1.8 Service at 35,000 miles 


+ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.9 Service at 40,000 miles 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 

@ \V-Belt / Ribbed Belt: Check 

@ Spark Plugs: Replace (1.8T, 2.0L, 2.8L VR6, 3.2L VR6, 2.8L) 

@ Haldex Clutch: Change oil (R32) 

@ Air Cleaner: Replace Filter 
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@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 

@ Wheels: Rotate front to rear 

@ Battery: Check 

@ Engine: Check for Leaks 

Dust Pollen Filter: Replace 

@ Cooling System: Check Level, add if necessary 

@ Auto Transmission: Check ATF (All models except Touareg) 

@ Auto Transmission: Check ATF (Touareg and Phaeton Only) 

@ Auto Transmission: Check for leaks 

@ Auto Trans /Final Drive: Check for Leaks (1.8T, 2.0L, and 2.8L 
Only) 

@ Auto Transmission? Change ATF (Eurovan Only) 

@ Manual Trans;:Check oil levels and leaks (All models except 
Touareg) 

@ Tires / Spare: Check Condition 

+ Drive Shafts: Check Boots 

@ On Board Diagnosis: Check DTC Memory and Purge 

@ Door Check Straps: Lubricate 

+ Headlamps: Check and adjust if necessary 

@ Exhaust System: Check for damage and leaks 

@ Sunroof Frame: Clean and Lubricate 

+ Road fest 

@ Power Steering: Check Fluid Level 

@ Interior/Exterior Lights: Check (Touareg and Phaeton Only) 

@ Air Suspension: Check (Touareg and Phaeton Only) 

@ Underbody: Check (Touareg and Phaeton Only) 

@ Direct Shift Trans€{DSG): Change Fluid læn; 

@ Rear Spoiler: Lubricaté(New Beetle Only) A 

@ Front Axle: Check Dust Seals/Ball Joints, and Tie Rods 

@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 

+ Plenum Panel: Remove cover for plenum panel to check water 


drains and clean if necessary. (Passat and Passat Wagon on- 
ly) 


12.1.10 Service at 45,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.11 Service at 50,000 miles 


@ Engine: Change engine oil and oil filter 
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Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V40 en- 
gines Only) 


Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check 
Rear Spoiler: Lubricate (New Beetle Only) 


12.1.12 Service at 55,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.13 Service at 60,000 miles 


+ 
+ 


+ 


Engine: Change engine oil and oil filter 


Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
ginescOnly) 


Fuel Filter; Replace (1.9L TDI, 2.0L TDtand 5.0L V10 engines 
Only) <= 


Windshield Washeér-Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
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position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check 

Engine: Check for Leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level, add if necessary 

Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 


Auto Trans / Final Drive: Check for Leaks (1.8T, 2.0L, and 2.8L 
Only) 


Manual Transmission: Check oil levels and leaks (All models 
except Touareg) 


Tires / Spare: Check Condition 

Timing Belt: Check Condition (1.8T Only) 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory and Purge 
Door Check Straps: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Spark Plugs: Replace (4.2 Only) 

Sunroof Frame: Clean and Lubricate 

Road Test 
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@ Power Steering: Check Fluid Level (Touareg and Phaeton 
Only) 


@ Rear Spoiler: Lubricate (New Beetle Only) 
@ Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


12.1.14 Service at 65,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.15 Service at 70,000 miles 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check 
@ Rear Spoiler: Lubricate (New Beetle Only) 


12.1.16 Service at 75,000 miles 


@ Engine: Change engine oil and oil filter.¢1.8T and 2.8L engine 
only) 


12.1.17 Service at 80,000 miles 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L3TDI and 5.0L V10 engines 
Only) 


@ V-Belt / Ribbed Belt: Check 


@ Timing Belt: Check Condition (1.9L PDI, 2.0L TDI, 5.0L V10, 
1.8T and 2.8L engines) 


@ Haldex Clutch: Change oil (R32) 


Spark Plugs: Replace (2.8L VR6, 3.2L VR6, W8, W12, 2.8L, 
1.8T and 2.0L engines) 


Timing Belt: Replace (4.2L V8 engine only) i. 


+ 


Air Cleaner: Replace Filter 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


k 
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Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check 
Engine: Check for Leaks 
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Dust Pollen Filter: Replace 
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Cooling System: Check Level, add if necessary 

Auto Transmission: Check ATF (All models except Touareg) 
Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 


Auto Trans / Final Drive: Check for Leaks (1.8T, 2.0L, and 2.8L 
Only) 


Auto Transmission: Change ATF (Eurovan Only) 


Manual Trans: Check oil levels and leaks (All models except 
Touareg) 


Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory and Purge 
Door Check Straps: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Power Steering: Check Fluid Level 

Interior/Exterior Lights: Check (Touareg and Phaeton Only) 
Air Suspension: Check (Touareg and Phaeton Only) 
Underbody: Check (Touareg and Phaeton Only) 

Direct Shift Trans (DSG): Change Fluid 

Rear Spoiler: Lubricate (New Beetle Only) 

Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


Front Sunroof Drains (where applicable)? Open Sunroof to 
check front water drains and clean if.Aecessary. 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 


12.1.18 Service at 85,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.19 Service at 90;000 miles 


+ 
+ 


+ 


Engine: Change engine oil and oil filter 


Water Separator: Drain (1.9Ł TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


Windshield Washer Fluid: Chèck level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check 
Rear Spoiler: Lubricate (New Beetle Only) 


BO 
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12.1.20 Service at 95,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.1.21 Service at 100,000 miles 


+ 
+ 


Engine: Change engine oil and oil filter 


Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 


Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
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position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check 
Engine?Çheck for Leaks 
Dust PollerFilter: Replace fn 
Cooling SystemCheck Level, add if necgägary 

Auto Transmission: Check ATF (Touareg ard Phaetén Only) 
Auto Transmission: Check for leaks 


Manual Transmission: Check oil levels and leaks (All models 
except Touareg) 


Timing Belt: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines) 


Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory and Purge 
Door Check Straps: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


Power Steering: Check Fluid Level (Touareg and Phaeton 
Only) 


Rear Spoiler: Lubricate (New Beetle Only) 
Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


12.1.22 Service at 105,000 miles 


+ 


+ 
+ 


Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


Timing Belt: Replace (2.0L engine only) 


Timing Belt and Tensioning Roller: Replace (1.8T and 2.8L 
engine only) 
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12.2 MY 2004 Maintenance Intervals - Can- 
ada 

> “12.2.1 Time-Dependent Maintenance Items”, page 324 

> “12.2.2 Service at 8,000 kilometers”, page 325 

> “12.2.3 Service at 16,000 kilometers”, page 325 

> “12.2.4 Service at 24,000 kilometers”, page 325 

> “12.2.5 Service at 32,000 kilometers”, page 325 

> “12.2.6 Service at 40,000 kilometers”, page 326 

> “12.2.7 Service at 48,000 kilometers”, page 326 

> “12.2.8 Service at 56,000 kilometers”, page 326 

> “12.2.9 Service at 64,000 kilometers”, page 326 

> “12.2.10 Service at 72,000 kilometers”, page 327 

=> “12.2.11 Service at 80,000 kilometers’ page 327 

> “12.2.12 Service at 88,000 kilometers”, page 328 

> “12.2.13 Service at 96,000 kitometers”, page 328 

> “12.2.14 Service at 104,000 kilometers”, page 328 

> “12.2.15 Service at 112,000 kilometers”, page 328 

> “12.2.16 Service at 120,000 kilometers”, page 329 

> “12.2.17 Service at28,000 kilometers”, page 329 

> “12.2.18 Service at 136,000 kilometers”, page 330 

> “12.2.19 Service at 144,000 kilometers”, page 330 

> “12.2.20 Service at 152,000 kilometers”, page 330 

> “12.2.21 Service at 160,000 kilometers”, page 330 

> “12.2.22 Service at 168,000 kilometers”, page 331 



























































12.2.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 


@ Dust and pollen filter: Replacedif applicable) (for vehicles dfiva 
en less than 64,000 km) (Tourareg only) a 


@ Check function of convertible top and check roll-over protee= 
tion with convertible top open. (if applicable) (or,every 32,000 
km, whichever occurs first) 


@ Brake fluid: Replace 
Every 4 years regardless of kilometers driven 


Tire filler bottle in the tire mobility set: Replace (observe expi- 
ration date) 


+ Air filter element: Replace (for vehicles driven less than 
128,000 km in 4years) 


+ Spark Plugs: Replace (for vehicles driven less than 64,000 km 
in 4 years) 
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@ Tire pressure monitoring system batteries: Replace (where 
applicable) 


12.2.2 Service at 8,000 kilometers 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


12.2.3. Service at 16,000 kilometers 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


Every 6 years regardless of kilometers driven 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check 
@ Rear Spoiler: Lubricate-(New Beetle Only) 


12.2.4 Service at 24,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.5 Service at 32,000 kilometers 
@ Engine: Change éngine oil and oil filter 


@ Water Separator:-Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Gheck operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level AB 


i 
Wheels: Rotate front to rear A 
Battery: Check 

Engine: Check for Leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level, add if necessary 

Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 
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Manual Transmission: Check oil levels and leaks (All models 
except Touareg) 


+ 


Tires / Spare: Check Condition 
Drive Shafts: Check Boots 


+ 
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On Board Diagnosis: Check DTC Memory and Purge 
Door Check Straps: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


Power Steering: Check Fluid Level (Touareg and. Phaeton 
Only) 
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@ Rear Spoiler: Lubricate (New Beetle.Only) 
@ Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


12.2.6 Service at 40,000 kilometers 


@ Engine: Change engine oifand oil filter (1.8T and 2.8L engine 
only) 


12.2.7 Service at48,000 kilometers 
@ Engine: Change engine oil and oil filter 


+ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check 
@ Rear Spoiler: Lubricate (New Béetle Only) 


12.2.8 Service at 56,000 kilometers A 


@ Engine: Change engine oil and oil filter (1.8T and2,8L engine 
only) 


12.2.9 Service at 64,000 kilometers 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 


V-Belt / Ribbed Belt: Check 

Spark Plugs: Replace (1.8T, 2.0L, 2.8L VR6, 3.2L VR6, 2.8L) 
Haldex Clutch: Change oil (R32) 

Air Cleaner: Replace Filter 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
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Battery: Check 

Engine: Check for Leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level, add if necessary 

Auto Transmission: Check ATF (All models except Touareg) 
Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 


Auto Trans / Final Drive: Check for Leaks (1.8T, 2.0L, and 2.8L 
Only) 


Auto Transmission: Change ATF (Eurovan Only) 


Manual Trans: Check oil levels and leaks (All models except 
Touareg) 


Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory and Purge 
Door Check Straps: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Power Steering: Check Fluid Level 

Interior/Exterior Lights: Check (Touareg and Phaeton Only) 
Air Suspension: Check (Touareg and Phaeton Only) 
Underbody: Check (Touareg and Phaeton Only) 

Direct Shift Trans (DSG): Change Fluid 

Rear Spoiler: Lubricate (New Beetle Only) 

Front Axle~Check Dust Seals, Ball Joints, and Tie Rods 


12.2.10 Service at 72,000 kilometers 


+ 


Engine:.Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.11 ¢ Service at 80,000 kilometers 


+ 
+ 


Engine: Change engine oil and oil filter 


Water Séparator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


WindshieldWasher Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Chéck for leaks/damage, brake pad thickness, 
and brake fluid level iy 


& 
Wheels: Rotate front to rear A 
ae 
Battery: Check 
Rear Spoiler: Lubricate (New Beetle Only) 
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12.2.12 Service at 88,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.13 Service at 96,000 kilometers 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 


@ Windshield Washer Fluid: Checkdével 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check 

Engine: Check for Leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level, add if necessary 

Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 


Auto Trans? Final Drive: Check for Leaks (1.8T, 2.0L, and 2.8L 
Only) 


Manual Transmission: Check oil levels and leaks (All models 
except Touareg) 
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Tires / Spare: Check Condition 

Timing Belt: Check Condition (1.8T Only) 

Drive Shafts: Check Boots fy 
On Board Diagnosis: Check, DTC Memory and Purge 
Door Check Straps: Lubricate =" 
Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Spark Plugs: Replace (4.2 Only) 

Sunroof Frame: Clean and Lubricate 

Road Test 


Power Steering: Check Fluid Level (Touareg and Phaeton 
Only) 
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@ Rear Spoiler: Lubricate (New Beetle Only) 
@ Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


12.2.14 Service at 104,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.15 Service at 112,000 kilometers 


@ Engine: Change engine oil and oil filter 
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Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check 
Rear Spoiler: Lubricate (New Beetle Only) 


12.2.16 Service at 120,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.17 Service at 128,000 kilometers 


+ 
+ 


+ 
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Engine: Change engine oil and oil filter 


Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


Fuel Filter: Replace (1.9L-TDI, 2.0L TDI and 5.0L V10 engities 
Only) 


V-Belt / Ribbed Bêlt: Check 


Timing Belt: Gheck Condition (1.9L TDI, 2.0L TDI, 5.0L V10, 
1.8T and 2:8L engines) 


Haldex Glutch: Change oil (R32) 


Spark Plugs: Replace (2.8L VR6, 3.2L VR6, W8, W12, 2.8L, 
1.8T and 2.0L engines) 


Timing Belt: Replace (4.2L V8 engine only) 
Air Gleaner: Replace Filter 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake-System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels $Rotate front to rear 

Battery: Check 

Engine: Check for Leaks 

Dust Pollen Filter; Replace fy 

Cooling System: Chéck Level, add if necessary 

Auto Transmission: Check A?&.(All models extent Touareg) 
Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 


Auto Trans / Final Drive: Check for Leaks (1.8T, 2.0L, and 2.8L 
Only) 


Auto Transmission: Change ATF (Eurovan Only) 


Manual Trans: Check oil levels and leaks (All models except 
Touareg) 
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Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis:;Check DTC Memory and Purge 

Door Check StrapssLubricate 

Headlamps: Checkand adjust if necessary 

Exhaust System: Gheck for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Power Steering: Check Fluid Level 

Interior/Exterior Lights: Check (Touareg and Phaeton Only) 
Air Suspension: Check-(Touareg and Phaeton Only) 
Underbody: Check (Touareg and Phaeton Only) 

Direct Shift Trans (DSG): Change Fluid 

Rear Spoiler: Lubricate (New Beetle Only) i: 
Front Axle: Check Dust Seals, Ball Joints, and Tie Rods A 


12.2.18 Service at 136,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.19 Service at 144,000 kilometers 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check 
@ Rear Spoiler: Lubricate (New Beetle Only) 


12.2.20 Service at 152,000 kilometers 


+ Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


12.2.21 Service at 160,000 kilometers 
@ Engine: Change engine oil and oil filter 


@ Water Separator: Drain (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines Only) 


@ Fuel Filter: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 engines 
Only) 


@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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Wheels: Rotate front to rear 

Battery: Check 

Engine: Check for Leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level, add if necessary 

Auto Transmission: Check ATF (Touareg and Phaeton Only) 
Auto Transmission: Check for leaks 


Manual Transmission: Check oil levels and leaks (All models 
except Touareg) 


Timing Belt: Replace (1.9L TDI, 2.0L TDI and 5.0L V10 en- 
gines) 


Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

©n Board Diagnosis: Check DTC Memory and Purge 
DoonCheck Straps: Lubricate © 
Headlamp$»Check and adjust ‘ar. 

Exhaust System: Check for damage ‘and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


Power Steering: Check Fluid Level (Touareg and Phaeton 
Only) 


Rear Spoiler: Lubricate (New Beetle Only) 
Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


12.2.22 Service at 168,000 kilometers 


+ 


+ 
+ 


Engine: Change engine oil and oil filter (1.8T and 2.8L engine 
only) 


Timing Belt: Replace (2.0L engine only) 


Timing Belt and Tensioning Roller: Replace (1.8T and 2.8L 
engine only) 
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13 MY 2003 Maintenance Intervals 


> “13.1 MY 2003 Maintenance Intervals - USA”, page 332 
> “13.2 MY 2003 Maintenance Intervals - Canada”, page 339 


13.1 MY 2003 Maintenance Intervals - USA 
> “13.1.1 Time-Dependent Maintenance Items”, page 332 
> “13.1.2 Service at 5,000 miles”, page 332 

> “13.1.3 Service at 10,000 miles”, page 333 

=> “13.1.4 Service at 15,000 miles”, page 333 

> “13.1.5 Service at 20,000 miles’, page 333 

> “13.1.6 Service at 25,000 miles”, page 334 

> “13.1.7 Service at 30,000 miles”, page 334 

> “13.1.8 Service at 35,000 miles”, page 334 

> “13.1.9 Service at 40,000 miles”, page 334 

> “13.1.10 Service at 45,000 miles”, page 335 
> “13.1.11 Service at 50,000 miles”, page 335 
> “13.1.12 Service at 55,000 miles”, page 335 
> “13.1.13 Service at 60,000 miles”, page 335 
> “13.1.14 Service at 65,000 miles”, page 336 
> “13.1.15 Service at 70,000 miles”, page 336 
> “13.1.16 Service at 75,000 miles”, page 336 
> “13.1.17 Service at 80,000 miles”, page 336 
> “13.1.18 Service at 85,000 miles”, page 337 
> “13.1.19 Service at 90,000 miles”, page\33¢ 
> “13.1.20 Service at 95,000`MmMiles”, page 338 
> “13.1.21 Service atxf00,000 miles”, page 338 
> “13.1.22 Servic at 105,000 miles”, page 338 





























13.1.1 Fime-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

@ Brake Fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


+ Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
13.1.2 = Service at 5,000 miles 


+ Engine::Change engine oil and oil filter 
@ Water Separator: Drain (1.9L TDI engine only) 


i> 


k 
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13.1.3 Service at 10,000 miles 


+ 
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Engine: Change engine oil and oil filter 

Timing Belt: Check condition (1.9L TDI engine only) 
Water Separator: Drain (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 


13.1.4 Service at 15,000 miles 


+ 


Engine: Change engine oil and'òil filter (1.8T, 2.0L- ánd:2.8L 
V6 engines only) 


13.1.5 Service at 20,000 miles 


© ©% © Oe Oe O 


> ¢ 


“eff Hh HmhU OO HH HH HH OH OH G 


Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 
TimingBelt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery:. Check electrolyte level 
Engine: @heck for leaks 

Dust PollerFilter: Replace 
Cooling System: Check Level 


anh 
P 


Automatic Transmission’Gheck for Leaks a4 


Manual Transmission: Check for Leaks, add 


Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 
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13.1.6 Service at 25,000 miles 


@ Engine: Change engine oil and oil filter.¢1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.7 Service at 30,000 miles 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 
Timing Belt: Check condition (1.9L=TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
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Airbag System: Check function/damage 


@ Brake System: Check for leaks/damagé, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check electrolyte level 


13.1.8 Service at 35,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L: 
V6 engines only) 


13.1.9 Service at 40,000 miles 


@ Engine: Change engine oil and oil filter 


Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

V-Belt / Ribbed Belt: Check 

vey Belt: Check Condition (1.9L TDI, 1.8T, 2.0L and 2.8L 
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Spark Plugs: Replace (1.8T, 2.0L, VR6, 4.0L W8 and 2.8L V6) 
Air Cleaner: Replace Filter 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
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Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Power Steering: Check Fluid Level 

Brake Fluid: Replace 

ATF and Differential Levels: Check, áđeif necessary 
ATF: GHange ATF ( Euro Van only) 

Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 


13.1.10 Service at 45,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.11 Service at 50,000 miles 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 
Timing Belt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaksi@emage, brake pad thickness, 
and‘brake fluid level 


Wheels: Rotate front to rear 45 
Airbag System: Check function/damage 
Battery: Check electrolyte level 


13.1.12 Service at 55,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.13 Service at 60,000 miles 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

Timing Belt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check*for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
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Sunroof Frame: Clean and Lubricate 
Road Test 
13.1144 Service at 65,000 miles 


@ Engines Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.15 Service at 70,000 miles 


@ Engine: Change engine,il and oil filter 


+ 


Water Separator: Drain (1.9L TDI engine only) 
Timing Belt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


13.1.16 Service at 75,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.17 Service at 80,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 
Fuel Filter: Replace (1.9L TDI engine only) 
V-Belt / Ribbed Belt: Check 

V-Belt: Replace (1.8T and 2.0L engines only) 


Timing Belt: Check Condition (1.9L TDI, 1.8T, 2.0L and 2.8L 
V6) 


@ Spark Plugs: Replace (1.8T, 2.0L, VR6, 4.0L W8 and 2.8L V6) 
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@ Air Cleaner: Replace Filter 

@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damagë“and leaks 

Sunroof Frame: Clean and.Kubricate 

Road Test 

Power Steering: Check Fluid Level 

Brake Fluid: Replace 

ATF and Differential Levels: Check, add if necessary 
ATF: Change ATF ( Euro Van only) 

Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


Front Sunroof Drains (where applicable): Open Sunroof to 
check frontwater drains and clean if necessary. 
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Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
13.1.18 Service at 85,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.19 Service at 90,000 miles 


@ Engine: Change engine oil and oil filter a 
Water Separator: Drain (1.9L TDI engine only) GJ 
Timing Belt: Check condition (194, TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


© © > ¢ 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


13.1.20 Service at 95,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.1.21 Service at 100,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

Timing Belt: Check condition (1.9L TDI enginesonly) 
Timing Belt: Replace (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary Sy 
Automatic Transmission: Check for Leaks a 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 


3.1.22 Service at 105,000 miles 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


@ Timing Belt: Replace (2.0L and 2.8L V6 engine only) 


@ Timing Belt Tensioner: Replace (2.0L and 2.8L V6 engine on- 
ly) 
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13.2 MY 2003 Maintenance Intervals - Can- 


ada 


> “13.2.1 Time-Dependent Maintenance Items”, page 339 


> “13.2.2 Service at 8,000 kilometers”, page 339 

> “13.2.3 Service at 16,000 kilometers”, page 339 

> “13.2.4 Service at 24,000 kilometers”, page 340 

> “13.2.5 Service at 32,000 kilometers”, page 340 

> “13.2.6 Service at 40,000 kilometers”, page 340 

> “13.2.7 Service at 48,000 kilometers”, page 340 

> “13.2.8 Service at 56,000 kilometers”, page 344 

> “13.2.9 Service at 64,000 kilometers”, page 341 

> “13.2.10 Service at 72,000 kilometers? page 342 
> “13.2.11 Service at 80,000 kilometers”, page 342 
> “13.2.12 Service at 88,000 kilometers”, page 342 
> “13.2.13 Service at 96,000 kilometers”, page 342 
> “13.2.14 Service at 104,000 kilometers”, page 343 
> “13.2.15 Service at 112,000 kilometers”, page 343 
> “13.2.16 Service at 120,000 kilometers”, page 343 
> “13.2.17 Service at 128,000 kilometers”, page 343 
> “13.2.18 Service at 136,000 kilometers”, page 344 
=> “13.2.19 Service at 144,000 kifometers”, page 344 
> “13.2.20 Service at 152,000 kilometers”, page 344 
> “13.2.21 Service at 160,000 kilométers”, page 344 
> “13.2.22 Service at 168,000 kilometérs”, page 345 























13.2.1 Time-Dependent Maintenance Items rs 


Every 1 year 

Perform visual check of airbag system. 
Every 2 years 

@ Brake Fluid: Replace 


13.2.2 Service at 8,000 kilometers 


+ Engine: Change engine oil and oil filter 
+ Water Separator: Drain (1.9L TDI engine only) 


13.2.3 Service at 16,000 kilometers 


+ Engine: Change engine oil and oil filter 


Water Separator: Drain (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 
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position switch 
@ Airbag System: Check function/damage 


Timing Belt: Check condition (1.9L TDI engine only) 


Automatic Shift Lock: Check operation including park/neutral 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Battery: Check electrolyte level 


13.2.4 Service at 24,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.5 Service at 32,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

Timing Belt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if ñecessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 


Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
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Sunroof Frame: Clean and Lubricate 
Road Test 
13.2.6 Service at 40,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.7 | Service at 48,000 kilometers 


@ Engine: Change engine oil and oil filter 


+ 


@ Water Separator: Drain (1.9L TDI engine only) 
@ Timing Belt: Check condition (1.9L TDI engine only) 
@ Windshield Washer Fluid: Check level 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 


13.2.8 — Service at 56,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.9 Service at 64,000 kilometers 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

V-Belt / Ribbed Belt: Check 

ve. Belt: Check Condition (1.9L TDI, 1.8T, 2.0L and 2.8L 


Spark Plugs: Replace (1.8T, 2.0L, VR6, 4.0L W8 and 2.8L V6) 
Air Cleaner: Replace Filter 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

ManualTransmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires-/ Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Power Steéring: Check Fluid Level 

Brake Fluid: Réplace E 

ATF and Differential, Levels: Check, add if netgasary 


= - 
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@ ATF: Change ATF ( Euro Van only) 
@ Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


13.2.10 Service at 72,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.11 Service at 80,000 kilometers 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 
Timing Belt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


13.2.12 Service at 88,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 28L 
V6 engines only) 


13.2.13 Service at 96,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

Timing Belt: Check condition (1,9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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+ 


Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add.if necessary = 
Automatic Transmission: Check for Leaks A 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


13.2.14 Service at 104,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.15 Service at 112,000 kilometers 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 
Timing Belt: Check condition (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check funetion/damage 
Battery: Check electrolyte level 


13.2.16 Service at 120,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.17 Service at 128,000 kilometers 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine only) 

V-Belt / Ribbed Belt: Check 

V-Belt: Replace (1.8T and 2,0L engines only) 

ve. Belt: Check Condition (1.9L TDI, 1.8T, 2.0L and 2.8L 


fy 
Spark Plugs: Replace (1.8T, 2.0L, VR6,.4.0L W8 and 2.8L V6) A 
Air Cleaner: Replace Filter vas 


Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 
Engine: Check for leaks 

Dust Pollen Filter: Replace 
Cooling System: Check Level 
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Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Power Steering: Check Fluid Level 

Brake Fluid: Replace 

ATF and Differential Levels: Check, add if necessary 
ATF: Change ATF ( Euro Van only) 

Front Axle: Check Dust Seals, Ball Joints, and Tie Rods 


13.2.18 Service at 136,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.19 Service at 144,000 kilometers 


@ Engine: Change engine oil and oil filter 
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+ 


Water Separator: Drain (1.9L TDI engine only) 
Timing Belt: Check condition (1<9L TDI engine only) 
Windshield Washer Fluid: Chéck level 


Automatic Shift Lock: Cheék operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check-function/damage 
@ Battery: Check electrolyte level 


13.2.20 Service at 152,000 kilometers 


@ Engine: Change engineéoil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


13.2.21 Service at 160,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (1.9L TDI engine only) 

Fuel Filter: Replace (1.9L TDI engine.only) E 
Timing Belt: Check condition (1.9L TDI efgine only) A 


Timing Belt: Replace (1.9L TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


3.2.22 Service at 168,000 kilometers 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


Timing Belt: Réplace (2.0L and 2.8L V6 engine only) 


Timing Belt Tensioner: Replace (2.0L and 2.8L V6 engine on- 
ly) 
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14 MY 2002 Maintenance Intervals 


> “14.1 MY 2002 Maintenance Intervals - USA”, page 346 
> “14.2 MY 2002 Maintenance Intervals - Canada”, page 353 


14.1 MY 2002 Maintenance Intervals - USA 
> “14.1.1 Time-Dependent Maintenance Items”, page 346 
> “14.1.2 Service at 5,000 miles”, page 346 

> “14.1.3 Service at 10,000 miles”, page 347 

> “14.1.4 Service at 15,000 miles”, page 347 

> “14.1.5 Service at 20,000 miles”, page 347 

> “14.1.6 Service at 25,000 miles”, page 348 

> “14.1.7 Service at 30,000 miles”, page 348 

> “14.1.8 Service at 35,000 miles”, page 348 

> “14.1.9 Service at 40,000 miles”, page 348 

> “14.1.10 Service at 45,000 miles”) page 349 
=> “14.1.11 Service at 502000 miles”, page 349 
> “14.1.12 Servic®at 55,000 miles”, page 349 
> “14.1.13 Service at 60,000 miles”, page 349 
> “14.1.14.Service at 65,000 miles”, page 350 
> “14.1.15 Service at 70,000 miles”, page 350 
> “14.1216 Service at 75,000 miles”, page 350 
> “14.4.17 Service at 80,000 miles”, page 350 
> “141.18 Service at 85,000 miles”, page 351 
> “141.19 Service at 90,000 miles”, page 351 
> “1421.20 Service at 95,000 miles”, page 352 
> “1421.21 Service at 100,000 miles”, page 352 
> “14.4.22 Service at 105,000 miles”, page 352 





























14.1.1% Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 
Every 2 years _ 
¢ Brake Fluid: Replace =| 


@ Front Sunroof Drains (Where applicable): Oper Sunroof to 
check front water drains and‘clean if necessary, 


+ Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
14.1.2 Service at 5,000 miles 


+ Engine: Change engine oil and oil filter 
@ Water Separator: Drain (TDI engine only) 


346 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


14.1.3 Service at 10,000 miles 


+ 
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Engine: Change engine oil and.oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels:Rotate front to rear 
Airbag System: Check function/damage 
Battery:-Check electrolyte level 


14.1.4 =Service at 15,000 miles 


+ 


Engine: Ghange engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.5 Service at 20,000 miles 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Fuel Filter: Replace“@T DI engine only) i 
Timing Belt: Check condition (TDI engine only) A 
Windshield Washer Fluid: Checkdevel a 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 
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14.1.6 Service at 25,000 miles 


@ Engine: Change engine oil and oil filter (1,.8%e2/0L and 2.8k 
V6 engines only) 


14.1.7 Service at 30,000 miles 


@ Engine: Change engine oif’and oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotatesfront to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


14.1.8 Service at 35,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.9 Service at 40,000 miles 


Engine: Change engine oil and oil filter a 
Water Separator: Drain (TDI engine only) EA, 


Fuel Filter: Replace (TDI engine only) 
V Belt/Ribbed Belt: Check 


Timing Belt: Check condition (1.8T, 2.0L, 2.8L V6 and TDI en- 
gines only) 


Spark Plugs: Replace 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral po- 
sition switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 


Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Air Cleaner: Replace filter 

Power Steering: Check fluid level 

Brake Fluid: Change 

ATF and Differential Fluid Levels: Check and add if necessary 
ATF Fluid: Change (Euro Van only) 

Front Axle: Check dust seals, ball joints and tie rods 


Front Sunroof Drains (where applicable): Open Sunroof to check 
front water drains and clean if necessary. 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon only) 


14.1.10 Service at 45,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.11 Service at 50,000 miles 

@ Engine: Change engine oil and oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Brake System: Check for leaks/damage, brakè pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


14.1.12 Service at 55,000 miles 


+ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.13 Service at 60,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Fuel Filter: Replace (TDI engine only) 

Timing Belt: Check condition (TDI engine<only) 
Windshield Washer Fluid: Check level 
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position switch A 
Airbag System: Check function/damage ae 


+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Automatic Shift Lock: Check operation includingzpark/neutral > 
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Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis:\Check DTC Memory 
Door Hinge: k:ubricate 

Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
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Sunroof Frame: Clean and Lubricate 
Road Test 
14.1.14 Service at 65,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.15 Service at 70,000 miles 


@ Engine: Change engine oil and oil filter 


+ 


Timing Belt: Check condition (TDI engine only) 


Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
Water Separator: Drain (TDI engine only) 
+ 
+ 


@ BrakeSystem: Check for leaks/damage, brake pad thickness, 
and brakeyfluid level a 


| 
@ Wheels: Rotate front to rear A 

ae 
@ Airbag System: Checkfunction/damage 
@ Battery: Check electrolyte level 


14.1.16 Service at 75,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.17 Service at 80,000 miles 


Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

V Belt/Ribbed Belt: Check 

V Belt: Replace (1.8T and 2.0L engines only) 
Spark Plugs: Replace 


Timing Belt: Check condition (1.8T, 2.0L, 2.8L V6 and TDI en- 
gines only) 
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Timing Belt: Replace (TDI engines only) 
Timing Belt Idler: Replace (TDI engines only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 

Air Cleaner: Replace filter 

Power Steering: Check fluid level 

Brake Fluid: Change 

ATF and Differential Fluid Levels: Check and add if necessary 
ATF Fluid: Change (Euro Van only) 

Front Axle: Check dust seals, ball joints and tie rods 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


Plenum Panel: Remove,cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) a 


14.1.18 Service at 85,000 ‘miles ae, 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.19 Service at 90,000 miles 


+ 
+ 
+ 
+ 


Engine: Change engine oil and oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 
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@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


14.1.20 Service at 95,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.1.21 Service at 100,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Fuel Filter: Replace (TDI engine only) 

Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Chêck for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge:<Lubricate 

Headlamps; Check and adjust if necessary 
Exhaust System: Check for damage and leaks 


“eff Hh HmhU OO FT HH HT HT HF OH O 


Sunroof Frame: Clean and Lubricate 
Road Test 


14.1.22 Service at 105,000 miles 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


@ Timing Belt and Tensioner: Replace (1.8T, 2.0L and 2.8L V6 
engines only) 


+ 
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14.2 MY 2002 Maintenance Intervals - Can- 
ada 

> “14.2.1 Time-Dependent Maintenance Items”, page 353 

> “14.2.2 Service at 8,000 kilometers”, page 353 

> “14.2.3 Service at 16,000 kilometers”, page 353 

> “14.2.4 Service at 24,000 kilometers”, page 354 

> “14.2.5 Service at 32,000 kilometers”, page 354 

> “14.2.6 Service at 40,000 kilometers”, page 354 

> “14.2.7 Service at 48,000 kilometers”, page 354 

> “14.2.8 Service at 56,000 kilometers”, page 355 

> “14.2.9 Service at 64,000 kilometers”, page 355 

> “14.2.10 Service at 72,000 kilometers”, page 356 

> “14.2.11 Service at 80,000 kilometers”, page 356 

> “14.2.12 Service at 88,000 kilometers” “page 356 

> “14.2.13 Service at 96,000 kilometers”, page 356 

> “14.2.14 Service at 104,000 kilometers”, page 357. 

> “14.2.15 Service at 112,000 kilometers”, page 357 

> “14.2.16 Service at 120,000 kilometers”, page 357 

> “14.2.17 Service at 128,000 kilometers”, page 357 

> “14.2.18 Service at 136,000 kilometers”, page 358 

> “14.2.19 Service at 144,000 kilometers”, page 358 

> “14.2.20 Service at 152,000 kilometers”, page 358 

> “14.2.21 Service at 160,000 kilometers”, page 358 

> “14.2.22 Service at 168,000 kilometers”, page 359 























14.2.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

@ Brake Fluid: Replace 


14.2.2 Service at 8,000 kilometers 


+ Engine: Change engine oil and oil filter 
+ Water Separator: Drain (TDI engine only) 


14.2.3 Service at 16,000 kilometers 


+ Engine: Change engine oil and oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 
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@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
@ Battery: Check electrolyte level 


14.2.4 Service at 24,000 kilometers 


@ Engine: Change engine oil and oil filter (8T, 2.0L and 2.8L 
V6 engines only) 


14.2.5 Service at 32,000 kilometers 


Engine: Change engine oikand oil filter 

Water Separator: DrainTDI engine only) 

Fuel Filter: Replace (FDI engine only) 

Timing Belt: Check -condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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+ 


Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 
Engine: Check for leaks 

Dust Pollen Filter: Replace 
Cooling System: Check Level D 
Manual Transmission: Check for kẹeaks, add if necessary a 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 
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Sunroof Frame: Clean and Lubricate 
Road Test 
14.2.6 Service at 40,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2.7 Service at 48,000 kilometers 


@ Engine: Change engine oil and oil filter 


+ 


Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damageé 
@ Battery: Check electrolyte level 


14.2.8 Service at 56,000 kilometers 


@ Engine: Change engine oikand oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2.9 Service at.64,000 kilometers 


Engine: Change engine oif and oil filter 
Water Separator: Drain (EDI engine only) 
Fuel Filter: Replace (TDI.engine only) 

V Belt/Ribbed Belt: Check 


Timing Belt: Check condition (1.8T, 2.0L, 2.8L V6 and TDI en- 
gines only) 


Spark Plugs: Replace 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check opération including park/neutral po- 
sition switch 


Airbag System: Check function/damage i> 


EE 
Brake System: Check for leaks/damage, brake pad thickness, A 
and brake fluid level Ja 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Air Cleaner: Replace filter 

Power Steering: Check fluid level 

Brake Fluid: Change 

ATF and Differential Fluid Levels: Check and add if necessary 
ATF Fluid: Change (Euro Van only) 
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Front Axle: Check dust’seals, ball joints and tie rods 


14.2.10 Service at 72,000 kilometers 


+ EnginesChange engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2:11 Service at 80,000 kilometers 


@ Engine: Change engine oil and oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


+ -Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 
+ Battery: Check electrolyte level 


14.2.12 “Service at 88,000 kilometers 


@ Engine: Change;engine oil and oil filter Gag, 2.0L and 28L 
V6 engines only) = 


14.2.13 Service at 96,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Fuel Filter: Replace (TDI engine only) 

Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
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@ Exhaust System: Check for damage and leaks 
@ Sunroof Frame: Clean and Lubricate 
@ Road Test 


14.2.14 Service at 104,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2.15 Service at 112,000 kilometers 


@ Engine: Change engine oil and oil filter 

Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
+ Airbağ System: Check function/damage 
@ Battery: Check electrolyte level 


14.2.16 Service at 120,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2.17 Service at 128,000 kilometers 


Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

V Belt/Ribbed Belt: Check 

V Belt: Replace (1.8T and 2.0L engines only) 
Spark Plugs: Replace 


Timing Belt: Check condition (1.8T, 2.0L, 2.8L V6 and TDI en- 
gines only) 
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Jiming Belt: Replace (TDI engines only) 
Timing Belt Idler: Replace (TDI spayres only) 
Windshield Washer Fluid: Check 


Automatic ShiftcLock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 
Engine: Check for leaks 

Dust Pollen Filter: Replace 
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Cooling System: Check Level 
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Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Exhaust System: Check for damage and leaks 

Sunroof Frame: Clean and Lubricate 

Road Test 

Air Cleaner: Replace filter 

Power Steering: Ghéck fluid level 

Brake FluidisChange 

ATF and@Differential Fluid Levels: Check and add if necessary 
ATE luid: Change (Euro Van only) 

Front Axle: Check dust seals, ball joints and tie rods 


142.18 Service at 136,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2.19 Service at 144,000 kilometers 


# Engine: Change engine oil and oil filter 
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+ 


Timing Belt: Check condition (TDI engine only) 
Water Separator: Drain (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear fy 
@ Airbag SystemGheck function/damade) 


@ Battery: Check electrolytedevel 


14.2.20 Service at 152,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


14.2.21 Service at 160,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Fuel Filter: Replace (TDI engine only) 

Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Engine: Check for leaks 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Exhaust System: Check for damage and leaks 
Sunroof Frame: Clean and Lubricate 

Road Test 


14.2.22 Service at 168;000 kilometers 


+ 


+ 


Engine: Change engine oil and oil filter (1.8T, 2.0L and 2.8L 
V6 engines only) 


Timing Belt andeTensioner: Replace (1.8T, 2.0L and 2.8L V6 
engines only) 


k 
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15 MY 2001 Maintenance Intervals 
> “15.1 MY 2001 Maintenance Intervals - USA”, page 360 
> “15.2 MY 2001 Maintenance Intervals - Canada”, page 367 


15.1 MY 2001 Maintenance Intervals - USA 


> “15.1.1 Time-Dependent Maintenance Items”, page 360 
> “15.1.2 Service at 5,000 miles”, page 361 

> “15.1.3 Service at 10,000 miles”, page 361 

=> “15.1.4 Service at 15,000 miles”, page 361 

> “15.1.5 Service at 20,000 miles”, page 361 

> “15.1.6 Service at 25,000 miles”, page 362 


> “15.1.7 Service at 30,000 miles”, page 362 
> “15.1.8 Service at 35,000 miles”, page 362 
> “15.1.9 Service at 40,000 miles”, page 362 
> “15.1.10 Service at 45,000 miles”, page 363 
> “15.1.11 Service at 50,000 miles”, page 363 
> “15.1.12 Service at 55,000 miles”, page 363 


> “15.1.13 Service at 60,000 miles”, page 363 
> “15.1.14 Service at 65,000 miles”, page“364 
> “15.1.15 Service at 70,000 miles”, page 364 
> “15.1.16 Service at 75,00Qmiles”, page 364 
> “15.1.17 Service at 80,000 miles”, page 364 
> “15.1.18 Service at 85,000 miles”, page 365 


> “15.1.19 Service af 90,000 miles”, page 365 
> “15.1.20 Servicecat 95,000 miles”, page 365 
> “15.1.21 Service at 100,000 miles”, page 365 
> “15.1.22 Service at 105,000 miles”, page 366 

































































15.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 


@ Aijr Filter: Replace}(every 2 years or 40,000 miles, whichever 
occurs first) (Cabrio, Passat, Euro Van only) 


@ Brake Fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to to 
check front water drains and.clean if necessary. 


@ Plenum Panel: Remove cover forplenum panel to Af. 
drains and clean if necessary. (Passat and Passat Wagorton- 


ly) 
Every 4 years 


@ Air Filter: Replace (or 40,000 miles, whichever occurs first) 
(Golf, Jetta, New Beetle only) 
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15.1.2 Service at 5,000 miles 


@ Engine: Change engine oil and oil filter 
@ Water Separator: Drain (TDI engine only) 
@ Timing Belt: Check condition (TDI engine only) 


15.1.3 Service at 10,000 miles 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Gheckileve] 


Automatic Shiftdsock: Check operation including park/neutral 
position switeh 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
+ Airbag System: Check function/damage 


15.1.4 Service at 15,000 miles 


+ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.1.5 Service at 20,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position-switch i 


i Sy 
Airbag System: Check function/damagg 


Brake System: Chéck,for leaks/damage, brakespad thickness, 
and brake fluid level 
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Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Road Test 
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15.1.6 Service at 25,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.1.7 Service at 30,000 miles 


@ Engine: Change engine oil and oil filter 

@ Water Separator: Drain (TDI engine only) 

+ Timing Belt: Check condition (TDI engine only) 
@ Windshield Washer Fluid: Check level 
+ 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage,brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


15.1.8 Service at 35,000 miles 


@ Engine: Change engine gil and oil filter (1.8T and V6 engine 
only) 


15.1.9 Service at40,000 miles 


@ Engine: Change enginé oil and oil filter 
@ Water Separator: Drai (TDI engine only) 


@ Timing Belt: Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


@ Timing Belt: Replace (TDJ with Automatic Transmission only) 

@ Fuel Filter: Replace (TDI &ngine only) 

@ Spark Plugs: Replace 

@ Windshield Washer Fluid: Check level 

@ Automatic Shift Lock: Check operation including park/neutral 
position switch 

@ Airbag System: Check function/damage 

@ Brake System: Check for leaks/damage, brake pad*thickness, 
and brake fluid level 

@ Wheels: Rotate front to rear 

@ Battery: Check electrolyte level 

+ Dust Pollen Filter: Replace 

# Cooling System: Check Level 

@ Manual Transmission: Check for Leaks, add if necessary 

+ Automatic Transmission: Check for Leaks 

@ Tires / Spare: Check Condition 

+ Drive Shafts: Check Boots 

@ On Board Diagnosis: Check DTC Memory 

@ Door Hinge: Lubricate 

+ Headlamps: Check and adjust if necessary 

@ Air Cleaner: Replace filter 
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Brake Fluid: Replace 
ATF and Differential Levels: Check 
Front Axle: Check dust seals, ball joints and tie rods 


Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
Road Test 


15.1.10 Service at 45,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.1.11 Service at 50,000 miles 


+ 


© © © > 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check function/damage 


15.1.12 Service at 55,000 miles 


+ 


Engine: Change engine oil and oil filter'1:8T and V6 engine 
only) 


15.1.13 Service at 60;000 miles 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Timing Belt: Check condition (TDI engine only) 

Timing Belt: Replace (TDI with Manual Transmission only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System; Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 
Dust Pollen Filter: Replace > 
Cooling System: Check Level GJ 
Manual Transmission: Check for Èeaks, add if vue 
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Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
+ Road Test 


15.1.14 Service at 65,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.1.15 Service at 70,000 miles 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


15.1.16 Service at 75,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.1.17 Service at 80,000 miles 


@ Engine: Change engine oil and oil filter 
e Water Separator: Drain (TDI engine only) 


@ Timing Belt: Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


Timing Belt: Replace (TDI with Automatic Transmission only) 
Fuel Filter: Replace (TDI engine only) 

V Belt: Replace (1.8T engine only) 

Spark Plugs: Replace 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 
Dust Pollen Filter: Replace 


© © >è @ 


Cooling System: Check Level 
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Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Air Cleaner: Replace filter 

Brake Fluid: Replace 

ATF and Differential Levels: Check 

Front Axle: Check dust seals, ball joints and tie rods 
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Front Sunroof Drains (where applicable);Open Sunroof to 
check front water drains and clean if necessary. 


+ 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passatand Passat Wagon on- 


ly) 
@ Road Test 


15.1.18 Service at 85,000 milés 


@ Engine: Change engine oil and oil filter-(1.8T and V6 engine 
only) 


15.1.19 Service at 90,000 miles 

@ Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) a 
Windshield Washer Fluid: Check level A 
a 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


15.1.20 Service at 95,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.1.21 Service at 100,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual *ransmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Héadlamps: Check and adjust if necessary 
Read Test 


15.1:22 Service at 105,000 miles 


+ 


+ 


Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


Timing Belt and Tensioner: Replace (1.8T and V6 engine only) 
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15.2 MY 2001 Maintenance Intervals - Can- 
ada 

> “15.2.1 Time-Dependent Maintenance Items”, page 367 

> “15.2.2 Service at 8,000 kilometers”, page 367 

> “15.2.3 Service at 16,000 kilometers”, page 367 

> “15.2.4 Service at 24,000 kilometers”, page 368 

> “15.2.5 Service at 32,000 kilometers”, page 368 

> “15.2.6 Service at 40,000 kilometers”, page 368 

> “15.2.7 Service at 48,000 kilometers”, page 368 

> “15.2.8 Service at 56,000 kilometers”, page 369 

> “15.2.9 Service at 64,000 kilometers”, page 369 

> “15.2.10 Service at 72,000 kilometers”, page 369 

> “15.2.11 Service at 80,000 kilometers”, page 370 

> “15.2.12 Service at 88,000 kilometers”, page 370 

> “15.2.13 Service at 96,000 kilometers”, page 370 

> “15.2.14 Service at 104,000 kilometers”, page 370 

> “15.2.15 Service at 112,000-kitémeters”, page 3/4 

> “15.2.16 Service at.420,000 kilometers”, page 371 

> “15.2.17 Service’at 128,000 kilometers”, page 371 

> “15.2.18 Service at 136,000 kilometers”, page 372 

> “15.2.19,Service at 144,000 kilometers”, page 372 

> “15.2.20 Service at 152,000 kilometers”, page 372 

> “15.2:21 Service at 160,000 kilometers”, page 372 

> “152.22 Service at 168,000 kilometers”, page 373 


15.2.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every:2 years 


@ Aijr€ilter: Replace (or 64,000 km, whichever occurs first) (Cab- 
rio, Passat, Euro Van only) 


@ Brake:Fluid: Replace 
Every 4 years 


@ Air Filter: Replace (or 64,000 km, whichever occurs first) (Golf, 
Jetta, New Beetle only) tmp 


ite ‘ 
15.2.2  Serviceat 8,000 kilometers 
aos 
@ Engine: Change engine oil‘and.oil filter 
+ Water Separator: Drain (TDI engine only) 
@ Timing Belt: Check condition (TDI engine only) 
15.2.3. Service at 16,000 kilometers 


+ Engine: Change engine oil and oil filter 
+ Water Separator: Drain (TDI engine only) 
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@ Timing Belt: Check condition (TDI engine only) 
@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


15.2.4 Service at 24,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.25 Service at 32,000 kilometers 


Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 
Timing-Belt: Check condition (TDI engine only) 
Fuel Filter; Replace (TDI engine only) 

Spark PlugszReplace (2.0L Cabrio only) 


i? 


Windshield Washer Fluid: Check level i 


Automatic Shift Lock’ @heck operation noud park/neutral 
position switch ° 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
Road Test 
15.2.6 Service at 40,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.2.7 Service at 48,000 kilometers 


@ Engine: Change engine oil and oil filter 


+ 


@ Water Separator: Drain (TDI engine only) 
@ Timing Belt: Check condition (TDI engine only) 
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Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check function/damage 


15.2.8 Service at 56,000 kilometers 


+ 


Engine: Change engine oil and oil filter, 1.8].and V6 engine 
only) 


15.2.9 Service at,64,000 kilometers 


+ 
+ 
+ 
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Engine: Change engine oil and oil filter 
Water Separatòr: Drain (TDI engine only) 


Timing BeltżCheck condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


Timing Bẹlt: Replace (TDI with Automatic Transmission only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level E 
Manual Transmission: Chéck for Leaks, add if scary 
Automatic Transmission: Check for Ueaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Air Cleaner: Replace filter 

Brake Fluid: Replace 

ATF and Differential Levels: Check 

Front Axle: Check dust seals, ball joints and tie rods 
Road Test 


15.2.10 Service at 72,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 
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15.2.11 Service at 80,000 kilometers 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDLengine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check peration including park/neutral 
position switch 


+ 
+ 
+ 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


15.2.12 Service at 88,000 kilometers 


@ Engine: Change engine‘oil and oil filter (1.8T and V6 engine 
only) 


15.2.13 Service at 96,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Timing Belt: Check condition (TBI engine only) 

Timing Belt: Replace (TDI with Manual Transmission only) E 
Fuel Filter: Replace (TDI engine only) í 
Spark Plugs: Replace (2.0L Cabrio only) = 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
Road Test 
15.2.14 Service at 104,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


+ 


370 Rep. Gr.03 - Maintenance, Diagnosis 


Maintenance Intervals - Edition 07.2014 


15.2.15 Service at 112,000 kilometers 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check function/damage 


15.2.16 Service at 120,000 kilometers 


+ 


Engine: Change engine oil and oil filteř{(1.8T and V6 engine 
only) 


15.2.17 Service at 128,000 kilometers 


+ 
+ 
+ 
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Engine: Change enginé oil and oil filter 
Water Separator: Drain (TDI engine only) 


Timing Belt: Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


Timing Belt: Replace (TDI with Automatic Transmission only) 
Fuel Filter: Replace (TDI engine only) 

V Belt: Replace (1.8T engine only) 

Spark Plugs: Replace 

Windshield Washer Fluid: Check level 


Automatic ShiftsLock: Check operation including park/neutral 
position switch 


Airbag System: Gheck function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front tórear 


Battery: Check electrolyte level fy 
Dust Pollen Filter: Replace A 


Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Air Cleaner: Replace filter 

Brake Fluid: Replace 

ATF and Differential Levels: Check 
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@ Front Axle: Check dust seals, ball joints and tie rods 
+ Road Test 


15.2.18 Service at 136,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


15.2.19 Service at 144,000 kilometers 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
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@ Brake System: Check fọrdeaks/damagė;'brake_ pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


15.2.20 Service at 152,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


45.2.21 Service at 160,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness; 
and braké fluid level fry 


{ 
Wheels: Rotätefront to rear A 

Battery: Check electrolyte, level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
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+ Road Test 


15.2.22 Service at 168,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


@ Timing Belt and Tensioner: Replace (1.8T and V6 engine only) 


k 
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16 MY 2000 Maintenance Intervals 
> “16.1 MY 2000 Maintenance Intervals - USA”, page 374 
> “16.2 MY 2000 Maintenance Intervals - Canada’ ‘page 381 


16.1 MY 2000 Maintenancesntervals - USA 
> “16.1.1 Time-Dependent Maintenance Items”, page 374 
> “16.1.2 Service at 5,000 miles”, page 374 

> “16.1.3 Service at 10,000 miles’, page 375 

> “16.1.4 Service at 15,000 miles”, page 375 

> “16.1.5 Service at 20,000 niiles”, page 375 

> “16.1.6 Service at 25,000 miles”, page 376 

> “16.1.7 Service at 30,000 miles”, page 376 

> “16.1.8 Service at 35,000 miles”, page 376 

> “16.1.9 Service at 40,000 miles”, page 376 

> “16.1.10 Service at 45,000 miles”, page 377 

> “16.1.11 Service at 50,000 miles”, page 377 

> “16.1.12 Service at 55,000 miles”, page 377 


> “16.1.13 Service at 60,000 miles’, page 377 
> “16.1.14 Service at 65,000 miles”, page 378 




















> “16.1.15 Service at 70,000 miles”, pagé&378 E 
> “16.1.16 Service at 75,000 miles”, page 378 A 





> “16.1.17 Service at 80,000 miles”, page 378 
> “16.1.18 Service at 85,000 miles”, page 379 
> “16.1.19 Service at 90,000 miles”, page 379 
> “16.1.20 Service at 95,000 miles”, page 379 
> “16.1.21 Service at 100,000 miles”, page 379 
> “16.1.22 Service at 105,000 miles”, page 380 








16.1.1 Time-Dependent Maintenance Items 
Every 1 year 

Perform visual check of airbag system. 

Every 2 years 

@ Air Filter: Replace (Cabrio, Passat, Euro Van only) 

@ Brake Fluid: Replace 


@ Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


+ Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
Every 4 years 
+ Air Filter: Replace (Golf, Jetta, New Beetle only) 


16.1.2 Service at 5,000 miles 


+ Engine: Change engine oil and oil filter 
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@ Water Separator: Drain (TDI engine only) 
@ Timing Belt: Check condition (TDI engine only) 


16.1.3 Servicezat 10,000 miles 


@ Engine: Changg engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt’Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and braké fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.1.4 Service at 15,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.1.5 Service,at 20,000 miles 


Engine: Change engine oil and oil filter 


} 


EE) 
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Water Separator: Drain (TDFengine only) 
Timing Belt: Check condition (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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+ 


Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 
Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 
Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 
Road Test 
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16.1.6 Service at 25,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.1.7 Service at 30,000 miles 


@ Engine:sChange engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing-Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position-switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake-fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.1.8 Service.at 35,000 miles 


ay 

grey 

@ Engine: Change enginécoil and oil filter (1.8T angay6 engine 
only) 2A, 


16.1.9 Service at 40,000 miles 


@ Engine: Change engine oil and oil filter 
@ Water Separator: Drain (TDI engine only) 


@ Timing Belt: Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


@ Timing Belt: Replace (TDI with Automatic Transmission only) 

@ Fuel Filter: Replace (TDI engine only) 

@ Spark Plugs: Replace 

@ Windshield Washer Fluid: Check level 

@ Automatic Shift Lock: Check operation including park/neutral 
position switch 

@ Airbag System: Check function/damage 

@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 

@ Wheels: Rotate front to rear 

@ Battery: Check electrolyte level 

+ Dust Pollen Filter: Replace 

# Cooling System: Check Level 

@ Manual Transmission: Check for Leaks, add if necessary 

+ Automatic Transmission: Check for Leaks 

@ Tires / Spare: Check Condition 

+ Drive Shafts: Check Boots 

@ On Board Diagnosis: Check DTC Memory 

@ Door Hinge: Lubricate 

+ Headlamps: Check and adjust if necessary 

@ Air Cleaner: Replace filter 
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Brake Fluid: Replace 
ATF and Differential Levels: Check 
Front Axle: Check dust seals, ball joints and tie rods 
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Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


+ Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
@ Road Test 


16.1.10 Service at 45,000 miles 


@ Engine: Change engine oil and oil filter (1S8T and V6 engine 
only) 


16.1.11 Service at 50,000 miles 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition{TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.1.12 Service at 55,000. miles 


@ Engine: Change engine oil and oilfilter (1.8T and V6 engine 
only) 


16.1.13 Service at 60,000 miles 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Timing Belt: Check condition (TDI engine only) 

Timing Belt: Replace (TDI with Manual Transmission only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 
Dust Pollen Filter: Replace 
Cooling System: Check Level 
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Manual Transmission: Check for Leaks, add if necessary 


DO 
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Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and-adjust if necessary 
Road Test 


16.1.14 -Service at 65,000 miles 


+ 


Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


1631.15 Service at 70,000 miles 


+ 
$ 
+ 
+ 
+ 
+ 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check function/damage 


16.1.46 Service at 75,000 miles 


+ 


Engine‘ Ģhange engine oil and oil fita .8T and V6 engine 
only) al 


16.1.17 Service,at 80,000 miles 


+ 
+ 
+ 
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Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 


Timing Belt: Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


Timing Belt: Replace (TDI with Automatic Transmission only) 
Fuel Filter: Replace (TDI engine only) 

V Belt: Replace (1.8T engine only) 

Spark Plugs: Replace 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Battery: Check electrolyte level 
Dust Pollen Filter: Replace 
Cooling System: Check Level 
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Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Air Cleaner: Replace filter 

Brake Fluid: Replace 

ATF and Differential Levels: Check 

Front Axle: Check dust seals, ball joints and tie rods 
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Front Sunroof Drains (where applicable): Open Sunroof to 
check front water drains and clean if necessary. 


+ 


Plenum Panel: Remove cover for plenum panel to check water 
drains and clean if necessary. (Passat and Passat Wagon on- 


ly) 
@ Road Test 


16.1.18 Service at 85,000 miles 


@ Engine: Change enginevoikand oil filter (1.8T and V6engine 
only) 


16.1.19 Service at 90,000 miles 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.1.20 Service at 95,000 miles 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.1.21 “Service at 100,000 miles 
Engine: Change engine oil and oil filter fy 
Water Separator: Drain (TDI engine only) A 
Timing Belt: Check condition, (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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16.1.22 Service at 105,000 miles 


+ 


+ 


Airbag System: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter:;Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Road Test 

fy 


Engine: Change engine oil and oibfilter (1.8T and V6 engijē; 
only) 


a. 


Timing Belt and Tensioner: Replace (1.8T and‘V6 engine only) 
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16.2 MY 2000 Maintenance Intervals - Can- 


ada 


> “16.2.1 Time-Dependent Maintenance Items”, page 381 


> “16.2.2 Service at 8,000 kilometers”, page 381 

> “16.2.3 Service at 16,000 kilometers”, page 381 
> “16.2.4 Service at 24,000 kilometers”, page 382 
> “16.2.5 Service at 32,000 kilometers”, page 382 
> “16.2.6 Service at 40,000 kilometers”, page 382 
> “16.2.7 Service at 48,000 kilometers”, page 382 
> “16.2.8 Service at 56,000 kilometers”, page 383 
> “16.2.9 Service at 64,000 kilometers”, page 383 


> “16.2.10 Service at 72,000 kilometers”, page 383 
=> “16.2.11 Service at 80,000 kilometers”, page 384 
> “16.2.12 Service at 88,000 kilometers”, page 384 
> “16.2.13 Service at 96,000 kilometers”, page 384 
> “16.2.14 Service at 104,000 kilometers”, page 384 
> “16.2.15 Service at 112,000 kilometers”, page 385 
> “16.2.16 Service at 120,000 kilometers”, page 385 
> “16.2.17 Service at 128,000 kilometers”, page 385 
> “16.2.18 Service at 136,000 kilometers”, page 386 
> “16.2.19 Service at 144,000 kilometers”, page 386 
> “16.2.20 Service at 152,090 Kilometers”, page 386 
> “16.2.21 Servicę;at 160,000 kilometers”, page 386 
> “16.2.22 Service at 168,000 kilometers”, page 387 


16.2.1 < Time-Dependent Maintenance Items 


Every 1year 
Perform visual check of airbag system. 
Every 2 years 


+ Air Filter: Replace (Cabrio, Passat, Euro Van only) 


@ Brake Fluid: Replace 
Evẹry 4 years 
+ Air Filter: Replace (Golf, Jetta, New Beetle only) 


16.2.2 Service at 8,000 kilometers 


+ Engine: Change engine oil and oil filter 
@ Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 


16.2.3 “Service at 16,000 kilometers 
+ Engine: Change engine oil and oil filter © 
+ Water Separator: Drain (TDI engine only 
@ Timing Belt: Check condition’ DI engine only) 
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@ Windshield Washer Fluid: Check level 


@ Automatic Shift Lock: Check operation including park/neutral 
position switch 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.2.4 Service at 24,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.2.5 Service at 32,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
Road Test 
16.2.6 Service at 40,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.2.7 Service at 48,000 kilometers 


@ Engine: Change engine oil and oil filter 


+ 


:} 
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@ Water Separator: Drain (TDI engine only) 
@ Timing Belt: Check condition (TDI engine only) 
@ Windshield Washer Fluid: Check level 
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Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage?brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check function/damage 


16.2.8 Service at 56,000 kilometers 


+ 


Engine: Chang® engine oil and oil filter (1.8T and V6 engine 
only) 


16.2.9 Service at 64,000 kilometers 


+ 
+ 
+ 
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Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 


Timing Belt; Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


Timing Belt=Replace (TDI with Automatic Transmission only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
i> 


Airbag System: Check function/damage 


i 
Brake System: Check for leaks/damage, brake pad ice 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 

Headlamps: Check and adjust if necessary 

Air Cleaner: Replace filter 

Brake Fluid: Replace 

ATF and Differential Levels: Check 

Front Axle: Check dust seals, ball joints and tie rods 
Road Test 


16.2.10 Service at 72,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 
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16.2.11 Service at 80,000 kilometers 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.2.12 Service at 88,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.2.13 Service at 96,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Timing Belt: Check condition (TDI engine only) 

Timing Belt: Replace (TDI with Manual Transmission only) 
Fuel Filter: Replace (TDI engine only) 

Spark Plugs: Replace (2.0L Cabrio only) 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation,including park/neutral 
position switch 
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Airbag System: Cheek function/damage 


+ 


Brake System»Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels::Rotate front to rear 

Battery: Check electrolyte level 

DustPollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On, Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 
Road Test 
16.2.14 Service at 104,000 kilometers 


@ Engine: Change engine oil and oil filter (4 8Tand V6 engine 
only) s 


+ 


f 
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16.2.15 Service at 112,000 kilometers 


+ 
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Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 
Airbag System: Check function/damage 


16.2.16 Service at 120,000 kilometers 


+ 


Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.2.17 Service at 128,000 kilometers 


+ 
+ 
+ 
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Engine: Change engine oil and oil filter 
Water Separator: Drain (TDI engine only) 


Timing Belt: Check condition (TDI, 1.8T, 2.0L and V6 engine 
only) 


Timing Belt: Replace (TDI with Automatic Transmission only) 
Fuel Filter: Replace (TDI engine only) 

V Belt: Replace (1.8T engine only) 

Spark Plugs: Replace 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


AirbagsSystem: Check function/damage 


Brake System: Check for leaks/damage, brake pad thickness, 
and-brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Gooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 

Automatic Transmission: Check for Leaks 

Tirés / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge; Lubricate 

Headlamps: Check and adjust if necessary- 

Air Cleaner: Replace, filter ( 
= 

Brake Fluid: Replace 

ATF and Differential Levels: Check 
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@ Front Axle: Check dust seals, ball joints and tie rods 
+ Road Test 


16.2.18 Service at 136,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 


16.2.19 Service at 144,000 kilometers 


@ Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 
Timing Belt: Check condition (TDI engine only) 
Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 


+ 
+ 
+ 
+ 


@ Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


@ Wheels: Rotate front to rear 
@ Airbag System: Check function/damage 


16.2.20 Service at 152,000 kilometers 


@ Engine: Change engine oil and oil filter (1:8T and V6 engine 
only) 


16.2.21 Service at 160,000 kilometers 


Engine: Change engine oil and oil filter 

Water Separator: Drain (TDI engine only) 

Timing Belt: Check condition (TDI engine only) fy 
Fuel Filter: Replace (TDI engine only) A 
Spark Plugs: Replace (2.0L Cabrio only) 

Windshield Washer Fluid: Check level 


Automatic Shift Lock: Check operation including park/neutral 
position switch 
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Airbag System: Check function/damage 


+ 


Brake System: Check for leaks/damage, brake pad thickness, 
and brake fluid level 


Wheels: Rotate front to rear 

Battery: Check electrolyte level 

Dust Pollen Filter: Replace 

Cooling System: Check Level 

Manual Transmission: Check for Leaks, add if necessary 
Automatic Transmission: Check for Leaks 

Tires / Spare: Check Condition 

Drive Shafts: Check Boots 

On Board Diagnosis: Check DTC Memory 

Door Hinge: Lubricate 
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Headlamps: Check and adjust if necessary 


386 Rep. Gr.03 - Maintenance, Diagnosis 


All 2000 > 
Maintenance Intervals - Edition 07.2014 


@ Road Test 
16.2.22 Service at 168,000 kilometers 


@ Engine: Change engine oil and oil filter (1.8T and V6 engine 
only) 
@ Timing Belt and Tensioner: Replace (1.8T and V6 engine only) 
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Cautions & Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e |f you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


e Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information. 


e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST). 


e Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running. 


e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt. 


e |f you are going to work under a vehicle on the ground, make sure thatthe ground iseével,,Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent‘ others from 
starting the vehicle while you are under it. 


e Do not attempt to work on your vehicle if you do notfeel well. You increase the danger of injury to yourselfand 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert. 


e Never run the engine unless the work area is’ well ventilated. Carbon monoxide (CO) kills. 


e Always observe good workshop practicesWear goggles when you operate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If youehair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result. 


e Do not re-use any fasteners that are worn,or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may failif used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 
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Cautions & Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is*enclosed by a wire cage. The hot filament of an accidentally brokenbulb can ignite spilled 
fuel or oil. 


e Friction materials Such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding=or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may resultin death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oiler brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from firé?-hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 

fy 

e Use pneumatic and electric tools‘only to loosen threaded pafis and fasteners)Never use these tools to tighten 
fasteners, especially on light alloy parts Always use a torq rench ta,tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode. 


e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 
the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern the disposal of wastes. 


e The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardous. The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants. 


e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector. 


e Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. 
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Cautions & Warnings 


Do not quick-charge the battery (for boost starting) forNonger than one minute, and do not exceed 16.5 volts atsthe 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time. 


Never use a test light to conduct electrical tests -óf the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG>1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is noteinstalled in the vehicle. 


Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire at least fourtimes before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair. 


e When driving or riding in an airbag-equipped-vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 


| have read and | understand these Cautions and Warnings. 
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